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All part 
of the plan... 
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Super SNOWCENM is ideal for these reasons | Super SNOWCENM is ideal for these surfaces 


e Decoration and protection at the 
lowest possible cost. 

e Easy and quick to mix. 

e Attractive range of bright colours 


e High degree of opacity and obliteration. 


Concrete, cement/sand renderings, cement 
lime/sand renderings, roughcast and 
pebbledash, stock bricks, concrete 

blocks and concrete bricks, clinker and 
other lightweight concrete blocks, asbestos 
cement sheets and most wall and fibre boards 





114) SNOWCEM 


WATERPROOF CEMENT PAINT 








Write for leaflet and shade card to 


THE CEMENT MARKETING COMPANY LIMITED, poRTLAND HOUSE 


TOTHILL STREET, LONDON, S.W.1. 
G. & T. EARLE LTD., + 


THE SOUTH WALES PORTLAND CEMENT & LIME CO. LTD., PENARTH, 


GLAM 





FUBLISHED IN LONDON SINCE 1854 
























THE 


1959 MODERN 
LINOLEUM 
FOR 
MODERN 
INSTALLATIONS 


Capital cost, laying, life or maintenance, judge 
how you will—linoleum is unequalled by any 
other floor covering. Inaddition, modern colours 
contemporary patterns and ease of working 
offer today’s designer in linoleum a freedom 
of colour, form and design to answer every 
industrial and commercial flooring requirement. 
Williamson’s “know-how’”’ in the techniques 
of oxidising and polymerising Linseed Oil 
has made them leaders in the industry... 
and given Williamson’s heavy gauge linoleum 


in 6.7 mm. and 4.5 mm, its outstanding 





qualities of flexibility, resilience and long life. 


oe The Williamson Technical 
Advisory Service is always at 









His Te 4 your disposal—please contact 
us for further information. 
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Williamson Linoleum Floor Treatment fulfils the specifications for the U.K. A.E A. Station at Dounreay. Contractors ; Messrs. Korkoid Limited 


W/LLIAMSON LINOLEUM 


JAS. WILLIAMSON & SON LIMITED « LANCASTER « FOUNDED 1844 
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This is the second in a series of articles 
designed to interest and inform architects on the 


techniques and scope of linoleum opportunities 





Photos of guillotining and die-cutting: Courtesy E. J. Eleood Ltd 





open to them with modern linoleum floorcoverings. 
Cutting tiles The contractor uses a guillotine vo cut ‘slabs’ of linoleum 


| l 
9 across the roll, wide enough to allow a small margin for trimming the tile 
later. The tiles themselves can be hand-cut by knife—a slow and expensive 
G 0 ; ac 0 rs process—guillotined, or die-cut. 
h | 


To an increasing extent in the last few years, 














flooring contractors have cut linoleum into tiles instead 
of laying it in the form of sheet; some of them say 
that they use tiles for 90°, of their work. This article 





explains some of the reasons for the change 
and suggests ways in which the architect can turn this 
new flexibility to advantage. 





x — I] 


large unobstructed areas are to be covered; but when faced Guillotining Hand-operated or power-driven guillotines can cut squares, 
with complex outlines and central pillars, especially oblongs and triangles almost equally economically. 


Linoleum in sheet form is still cheaper to lay when 


in cramped areas, flooring contractors have found that 
they can install tiles with very little waste of 
material, and at costs that are competitive with sheet 


linoleum. It is here that some knowledge of the 
contractors’ techniques and working methods can help 
the architect to design interesting floors 

and still keep down costs. 





Die-cutting Some contractors have semi-automatic machines that cut 
tiles up to 18” square in one movement. These machines also accept 
special dies to cut other shapes—such as those below—simultaneously 
with the rectangular tile. (Both parts of the tile should be used in the 
design to minimise waste.) The design of such shapes should avoid 
running the shaped cutter into the corner of the tile, where it would 
create strong side pressures during cutting. 


IO 











Strip cutting Lacing strips and border strips, in widths ranging from 
s-inch to 18 inches, are used to form decorative effects or borders. (For 
use as borders, they are cut slightly wide to allow for fitting to irregu- 
larities of the wall line.) The cutting machine slices almost through the 
thickness of the linoleum to make the strips, which are then finally 
separated as required by the layer on site. 


Economical tile sizes Since linoleum is delivered in rolls 72 inches wide, 
contractors find the following sizes the most economical to cut: 


NOMINAL: * 9 inches, 12 inches, 18 inches, 24 inches, 36 inches. 


* Actual sizes are approximately }-inch less than the nominal sizes of all 
purpose-cut tiles. 


THE USES OF SHEET LINOLEUM 


This article does not, of course, set out to show that tiles have entirely 
replaced the traditional way of laying linoleum in sheet form—even where 
the architect wants to introduce designs in his floor. Below are three ways 
of using sheet linoleum in individual situations: 


Hand-cut designs Linoleum is easier than most floor coverings to cut into 
individual designs, and cutting by hand offers the designer the greatest 
possible freedom of treatment in producing a spectacular floor like the 
one shown below. At such a focal point—it was, in fact, John Piper's 


‘Baroque Room’ in The Observer's Film Festival—the extra cost would 


be amply justified. 


Courtesy Design magazine 


IH SYMBOL DESIGNED BY RAYMOND LOEWY 
Courtesy International Harvester Company 
of Great Britain Limited 


Architects: Albert W. Moore & Son 
Flooring Contractors: The Lino-Tile Co. Lid 


Hand-cut motifs Most contractors employ crafts- 
men who will enjoy reproducing in linoleum a motif 
like this one, laid in the entrance hall of International 
Harvester’s offices in City Road, London. 


Repeated motifs hand-cut by template For special 
purposes, the contractor can make a hardboard or 
metal template to cut out several motifs—and the 
corresponding spaces for them in the background 


NAIRN DESIGN BOOK 

A full-colour book illustrating new directions in 
floor design will soon be available to all interested 
architects. If you would like to receive a free copy 
immediately upon publication, please write to 
Michael Nairn & Company Limited, P.O. Box 1, 
Kirkcaldy, Scotland. 


NAIRN MELOTONE LINOLEUM 

The new range of colours of Nairn Melotone 
Linoleum, consisting of 8 muted shades with softly 
blended marking, is illustrated on the right-hand 
edge of this page, together with a selection of 
colours from the plain and marble ranges in 4.50 
mm gauge. A large selection is also available in 
6.70 mm gauge. Please write for information to one 
of the addresses below or consult your technical 


representative. 


NAIRN TECHNICAL ADVISORY SERVICE 

Technical representatives, based at our offices in 
different parts of the country, are at your service to 
give advice or information on all matters concern- 
ing floorcovering materials. If you wish to consult 
one of these representatives, please write of 
telephone to any of the following offices: 


MICHAEL NAIRN & COMPANY LIMITED 
P.O. Box 1, Kirkcaldy, Scotland 
Kirkcaldy 2011 (10 lines) 


LONDON EC1: 131 Aldersgate Street 
Monarch 3211 (8 lines) 


BIRMINGHAM 2: 65 Temple Row 
Midland 5989 (2 lines) 


BRISTOL 4: 349 Bath Road 
Bristol 77840 


MANCHESTER 1: 4 Canal Street, Minshull Street 
Central 1417 (3 lines) 


GLASGOW C5: 113 Centre Street 
South 1011 (3 lines) 


NEWCASTLE-ON-TYNE: 41 Grainger Street 
Newcastle 22807 
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Jonwindows § Curtain Walling 
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Swansea Technical College. New Workshop Block for the Swansea Education Authority 


This typical example of steel reinforced aluminium curtain 
walling provides a clean, bold conception of line and colour. 
Facing out over Swansea Bay, the elevation shown above meets 
the full force of south-westerly coastal gales and is exposed to 
a salt-laden marine-urban atmosphere. Such conditions call 
for qualities of strength and durability. Designed on a 3’ 4’ 
lateral modular basis 22 ft high covering first and second floors, 
construction is a combination of galvanized steel rib supports 
with aluminium cladding extrusions. Floor band panels are 


of coloured ply-glass with linear board backing. 


JOHN WILLIAMS OF CARDIFF LTD 


EAST MOORS ROAD, CARDIFF. Tel: Cardiff 33622 (12 lines) Telex 49303 
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ARTHUR GUINNESS SON & CO 
Pomona Docks, Manchester Regione 


Exhaust gases from fork lift trucks and lorries were 
once a major problem in this storage shed. Colt 
experts were called in to make a scientific analysis 
and on their recommendation a series of Colt 
S.R.C.'3080 High Duty Extract Ventilators was 
installed. Fumes no longer bother anyone. 

In providing a permanent solution to this ventila- 
tion problem Colt have added yet anoge®®hapter 
to their record of success—success which has 
brought repeat orders from many world-famous 
concerns, 


Ask your secretary to send for a : manual 
to Dept. AW38/12. ie 


COLT VENTILATION LIMITED SURBITON SURREY TELEPHONE: ELMBRIDGE 0161 
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~ neni ree 
The new Redfyre 60 


A controlled-burning fire with exceptionally clean 
modern lines. It’s easy to install, and burns any 
solid fuel efficiently and very economically. Suit- 
able for rooms up to 1,750 cubic feet, and for use 
with standard size 16” brick back. “‘An approved 
appliance.” Also available with the famous Red- 
fyre Bacboiler as a complete unit. 
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low-cost heating with 


1959 


top-designer looks 


Redfyre, whose famous Bacboilers put them 
years ahead in low-cost heating, now take the 
lead in tackling a new problem: matching really 
low cost with the best modern design. Styled to 


ing. And, as you’d expect from Redfyre, the 
whole range is very practical, very economical 
and remarkably low in initial cost. 

Write for the REDFYRE HANDBOOK— 

a handy folder containing full specification 


sheets of all Redfyre products. The Redfyre 
mailing service will keep your handbook 


merge successfully with contemporary room 
schemes, the new Redfyres are equally suitable 


for modernising old property or for new build- up to date automatically. 





billy ; : ELLE 
New Hearth Redfyre 


Redfyre Convector No. 2 New Redfyre Magazine Boi 


A superb new open convector fire which 
gives two-way warmth, by radiation and 
convection. An adjustable throat restrictor 
increases efficiency still further, giving far 
more comfort from far less fuel. It burns 
a wide range of fuels and is easy to install 
in almost any fireplace opening—no fire 
back is necessary. Suitable for rooms up 
to 2,000 cu. feet. An approved appliance. 


An efficient new fire with under-floor air 
feed for extra warmth, fewer draughts. 
The Hearth Redfyre gives economical, 
easy-to-control heating for rooms up to 
1,750 cubic feet. Suitable for use with 
standard size 16” brick back, and for 
openings from 18-21 in. high. An approved 
appliance. 

Also available with the famous Redfyre 
Bacboiler as a complete unit. 


For hot water and radiators. Magazine 
feed-automatic control by thermostat. 
Compact and very efficient, the Magazine 
Boiler runs on any smokeless fuel. Con- 
tinuous Heating Rating: 20,000 B.Th.U's/ 
hr. Domestic Hot Water Rating: 35,000 
B.Th.U’s/hr. An approved appliance. 


NEWTON CHAMBERS & COMPANY LIMITED, REDFYRE PRODUCTS, THORNCLIFFE, SHEFFIELD 
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Measure up then modernise 


NTT, 


fits any bathroom 


ATLANTA 
SPECIAL FEATURES 


Flat bottom 
the Atlanta flat bottom helps to prevent 
slipping ... ensures comfort. Particularly 

suitable where a shower is to be fitted. 
Safety 

the low sides make the Atlanta safer 

for young and old. It can be fitted to give 








an overall height of only 16°. 
i Taps 
i) li} an be fitted centrally, or on either corner 
WW 2 to facilitate installation and maintenance. 
i ' Fittings 
the Atlanta is supplied with or without 
overfiow ... with or without hand grip. 
. , P ‘ , ‘ The feet can be adjusted to accommodate 
Bathroom modernisation is now simplified. Whatever all types of trap, including the Bilston 
the room measurement, there’s a Bilston Atlanta to fit. ““Wastefio” prefabricated waste, trap 
Je i eer . 7 v a and overflow unit. 
Made in five sizes, the Atlanta has the superior Also available with the Bilston O.P. Hand 
Bilston finish and durability, plus design features that A Grip specially designed to meet the 
, . e needs of the elderly or infirm. 

make it particularly safe and comfortable. The ; Col 
. olours 
Atlanta has been selec hed for the Design Centre and BILSTON dine ithiben vatenh teabatin ete. Gothia 
costs no more than an ordinary bath. \ colour required for any decorative scheme. 


@ Atianta Marina @ 
© Magna Mermaid @ 


re BILSTON—the bath SPECIALISTS @ Cresta = Bermuda © 


Rilston Foundries Ltd., Bilston, Staffordshire. Llustrated literature is available on request. 
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High resistance to thermal 


Major Six : 


DOUBLE CLADDING 
INSULATION 


“Major six” DOUBLE cladding insulation provides 
a high resistance to thermal transmission, con- 
tributing to higher equable interior temperature 
and consequent economical heating. Here is 
dependable roofing made for quick erection and 
permanent service. 
It’s the DOUBLE cladding that does it!—a rigid 
asbestos-cement underlining sheet laid directly to 
purlins as a soffit upon which the sheet of insu- 
lation is laid before putting the “Major six” sheet 
Photograph above illustrates interior in position. 
view of roof 


uv) Wie) mas) @ 


CORRUGATED SHEET UNO 


— ASS | THICK 


RADRADRAAST Tan 


PURLIN 
3-4 cover 


Easily fixed with hook bolt and _ washers. 
“Major six” Double Cladding Insulation complies 
with the requirements of “Thermal Insulation 
Industrial Buildings” Act. 


I9¢ Asbestos: ARTILLERY HOUSE - ARTILLERY now 


COMPANY Li 
wIreS Telephone: ABBey 3081. Telegrams: “ Atlastonco, Sowest™ 


1Vorks at: MELDRETH, Nr. Royston, Herts. A/so at: GREENHITHE * STROOD * CAMBRIDGE * SHORNE * RYE (Sussex) * GT. YARMOUTH 
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HERE’S MORE TO BOOTS, the chemists, 
f enw a tradition of impeccable service 
and faultless efficiency. There’s a great 
industry with giant factories to turn the 
best obtainable raw materials into the 
enormous variety of goods that Boots sell 
in their 1310 branches. 

To produce the most effective results at 
the most economical cost, Boots begin with 
coal. At their powerhouses in Nottingham, 
Beeston, and at Airdrie in Scotland, coal is 
the fuel chosen for firing the boilers. 
Using the most modern methods of mech- 
anical stoking and heat conversion, coal 
provides steam for works processes, for 
generating electric power and for office 
and factory heating. 

Boots know that coal gives them maxi- 
mum efficiency with minimum waste. They 
know that coal—mechanically stoked— 
burns smokelessly. They know that because 
coal is home-produced, supplies are 
assured, for Britain’s coalfields can supply 


all the coal that British industry will need 
for generations to come. 

When the question of fuel for your 
factory next comes under examination, 
remember Boots formula for power. It 
could mean a healthy improvement in your 
running costs. 


Here are some key facts and figures 
about Boots biggest power houses 
at Beeston and in Nottingham 


Number and types of boilers : 9 water tube boilers 
Total capacity : ...345,000 lbs. of steam per hour 
Maximum steam pressure : .. 360 Ibs. per sq. inch 
Maximum steam temperature : Jnipamneds 650°F 
Method of firing: sth Travelling grate stokers 
Annual fuel consumption :...... 63,000 tons of coal 


PROGRESSIVE INDUSTRY IS GOING FORWARD ON 


—f 


are 


ISSVEN BY THE NATIONAL COAL BOARD 
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Sealocrete Air Entraining Agent in concrete mixes 


IMPROVES flow, compaction and impermeability of 
concrete; resistance to sulphate and frost 
attack ; pumping without segregation ; cover- 
age of reinforcement; density and smoothness; 


workability ; riding qualities of concrete roads. 


water-cement ratio; vibrating and placing time 


Only the best is good enough 
by half; segregation and bleeding; wear on y & 8 


SELSET RESERVOIR FOR TEES VALLEY AND 


mixing and placing plant; green breakages _CLEVELAND WATER BOARD 


¢ : Concrete incorporating Sealocrete Air Entraining 
and gives sharp corners ; manufacturing costs. Agent pumped approximately 1200 feet through 
re-mixer up hillside. 


SEALOCRETE PRODUCTS LIMITED Contractors : Balfour Beatty & Co. Ltd. 


ATLANTIC WORKS © HYTHE ROAD * LONDON N.W.10 Consulting Engineers: Edward Sandeman, 
Telephone: Ladbroke 0015/P.B.E. Kennard & Partners. 
Telegrams and Cables: Sealocrete, Wesphone, London 
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Use Off-Peak 
Tariffs and 
cut the cost of 


Heating with 


nt Je 


CUT FUEL COSTS. Nightstor Heaters store heat by night— 
taking advantage of the cheaper off-peak tariffs available 
from all Electricity Boards—and dissipate heat by day. 
Separate thermostatic control ensures that the heaters use 
only the minimum current necessary to provide a comfort- 
able temperature throughout the following day from first 
thing in the morning. Thus Nightstor Heaters are not only 
efficient and clean, but also represent maximum economy. 


CUT CAPITAL COSTS. Simple and inexpensive to install, 
without alteration to structures or fittings. Nightstor 
Heaters are compact units which can be safely placed right 
up against the wall, using the minimum of floor space. 


CUT MAINTENANCE COSTS. Controlled automatically, 
Nightstor Heaters once installed need no maintenance or 
attention. 


Nightstor isa @c% @ product 


(Not available for domestic use) 


The G.E.C. specialises in industrial heating and 
manufactures every type of appliance. 
Make use of our free advisory service without obligation. 


THE GENERAL ELECTRIC COMPANY LIMITED, MAGNET HOUSE, KINGSWAY, LONDON WC2 
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YORKSHIRE 
IMPERIAL 


the first manufacturers of 


COPPER TUBES 


and 


CAPILLARY and COMPRESSION FITTINGS 





licensed by the British Standards 


Institution to use the ‘Kite’ Mark 


BRIT, 
40 ‘Sx, 


a ea a ee ee 


WHAT THE B.S.!. ‘KITE’ MARK MEANS 
oa 6 


“The ‘Kite’ mark is used only under license after the B.S.!. has satisfied itself, 





by inspection of the manufacturer’s production processes and works control 
and by testing products, that the product is consistently manufactured in accordance 
with the relevant Standard. It indicates not mere testing and approval of a submitted 
sample, but continuous supervision, with unannounced visits of inspection and 


check-testing of samples taken on the open market.” 
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. ..+. your guarantee of consistent 


quality and workmanship 


YORKSHIRE IMPERIAL METALS LIMITED 


HEAD OFFICE-—-P.O. BOX 166, LEEDS 


TELEPHONE: LEEDS 7-2222 





YORKSHIRE 
IMPERIAL, 


BRITISH MADE 


eR, 
<° "ty 


¥ 


B.S. 659/1955 
TABLE | 


gee 
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YORKSHIRE 
IMPERIAL 
BRITISH MADE 


SRrr, 
«2 ‘Sy 


¥ 


B.S. 659/1955 
TABLE 2 
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YORCALON’ 


BRITISH MADE 
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B.S. 1386/1957 
“SOFT” 


YORKSHIRE 
IMPERIAL 


BRITISH MADE 


BRP, 
“° %y 


- 


B.S. 1386/1957 
“HALF HARD” 


Saatekeibassindl 


YORKSHIRE 
IMPERIAL, 


BRITISH MADE 
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B.S. 61/1947 
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Its CAST IRON for Atrength, 
and CRANE {pr dopendalibity 


Crane boilers and radiators are made of cast iron 
for a very good reason—cast iron guarantees their 
strength and durability. Crane heating equipment 
offers more than just the solid comforts of modern 
space heating and constant hot water— it gives long 
working life and freedom from maintenance costs. 
The new Crane Cavendish Boiler (for central 
heating and indirect hot water supply), illustrated 
here, is thermostatically controlled, available in 
three sizes, ranging from 33,000 to 61,000 B.t.u. 
per hour for solid fuel burning, and from 30,000 

to 60,000 B.t.u. per hour for oil burning. 

The enamelled finish is in a choice of very attractive 
colour combinations, as well as cream or white. 


2k Most makes of oil-burning 
equipment are suitable for these boilers. 


CAST IRON 
HEATING EQUIPMENT 


CRANE LTD., 15-16 RED LION COURT, FLEET STREET, 
LONDON, E.C.4 Works: IPSWICH 


Branches: Birmingham, Brentford, Bristol. Glasgow, London, Manchester 


G.10 








The Cavendish Boiler has been accepted by The Council of 
Industria! Design for display in lhe Design Centre, London 
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A high density development for Leeds City Council 


Architect : 

The late R. A. H. Livett, 
O.B.E., A.R.LB.A., 

City Architect of Leeds. 


Contractor : 
F. Shepherd and Son Ltd., York. 


1 A ee 


FLATS—CROMWELL HEIGHTS, 


LINCOLN GREEN ESTATE, LEEDS. 


This multi-storey block of 50 flats at the Lincoln Green Estate, 
Leeds, is one of 11 similar blocks to be built on the 40 acre 
redevelopment area. 1,500 dwellings are scheduled to house 
4,700 people. Other amenities —shops, garages, schools, clinic, 


club and public houses —are also planned. 


In the completed construction 1,036,000 3” ‘ Phorpres’ Dapple 


Lights, 148,000 ‘ Phorpres’ Commons and 9,000 ‘ Phorpres ’ 


Slip Tiles will have been used. 





Head Office: Africa House, Kingsway, London, W.C.2. Tel: HOLborn 8282 
BY APPOINTMENT Midland District Office : Prudential Buildings, St. Philip’s Plate, Birmingham, 3. Tel: Central 4141 
TO HER MAJESTY QUEEN ELIZABETH I) 


ccdeh aula South-Western District Office: 11 Orchard Street, Bristol 1. Tel: Bristol 23004/5 
Northern District Office: St. Paul’s House, 20-22 St. Paul's Street, Leeds. Tel: Leeds 20771 PHORPRES 
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THE GOLDHANGER 





Sanded 


to a fine finish for painting and with careful attention 
Timber core infilling machined and assembled by 


Robust and reliable under rigorous conditions of 


For public buildings, offices, houses, flats. 


to the veneers for polishing. 


precision methods in our modern factory. 


All facings and edge lippings are secured to the 


core with waterproof Urea Formaldehyde adhesive. 


& 


High-brade 


The rails and girders are stub-tenoned into grooved 
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THECHELMER 


ALSO KITCHEN UNITS AND’ STAIRCASES 


THE MALDON 


& SONS LIMITED 


ESSEX. Telephone Maldon 941 


MALDON, 


FULLBRIDGE WORKS, 


Telephone CHAncery 7214 


LONDON OFFICE, Bank Chambers, 329 High Holborn, W.C.1. 
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Inside and out the Bexhill-on-Sea RomanCatholic 
School for Girls is Cerrux-protected to withstand 
the hard wear and tear of school life. More and 
more schools, factories and offices are giving full 
marks to Cerrux for good looks and long service. 


the finishing touch is CERRU X 


Cerrux Decorating Paints manufactured by CELLON LTD., KINGSTON-ON-THAMES. Tel.: Kingston 1234 
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HILLALDAM 


The sliding door people 











The uiLLALDan range of sliding door gear includes gear of every 


type for every application — from fire-stations and aircraft hangars 
to the smallest kitchen cupboard. Examples shown here include 
FlyOver garage doors, huge warehouse doors, and two types of 
interior gear — one sliding : one folding. Many others are available 


each fully covered by our descriptive literature. 





For details of the type of gear 
which interests you, please write to 


THE SLIDING DOOR PEOPLE... 


HILLALDAn ssn scm 


BRITANNIC WORKS, RED LION ROAD, TOLWORTH, SURREY 


Telephone : Elmbridge 0090 (6 lines) Telegrams : “‘ALDAMILLO” SURBITON 
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ESTATE DEVELOPERS SPECIFY HILLS DOORS 


HILLS DOORS 


are used 


SIR LINDSAY| PARKINSON 


AND CO LTD 


(Photograph of Oakfield Park Estate, Hitchin, by courtesy of Sir Lindsay Parkinson & Co. Ltd.) 


When planning new housing projects, leading contrac- 
tors specify Hills’ doors for unvarying quality and true 
economy. Hills’, Britain’s foremost door specialists. 
guarantee every door against defects of workmanship 
and materials. Most types can be supplied in any 
quantity from stock, and delivered direct to the site 
wherever it may be. All over Britain Hills’ doors are 
adding to the appearance—and lasting value—of 
modern estates. 
DURADOR interior flush doors have the exclusive 
PLACAROL core—hundreds of wooden spirals 
bonded within balanced West African hardwood 
plywood facings for strength, stability and rigidity 
plus economy in weight and complete freedom from 


surface undulation. The Durador is now available 
with the exclusive SUPER SATIN SURFACE 


Britain’s largest manufacturer of first-quality doors 


FP  MICLsS & 30ND  tTrD NORTON RD STOCKTON-ON-TEES Telephone: 67141 
LONDON OFFICE: SOPERS ROAD CUFFLEY POTTERS BAR MIDDLESEX Telephone: CUFFLEY 2824 


P.3210 
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THE NORTH THAMES GAS BOARD 
choose Ceramic Tiles 


e+. as the perfect Wall surface for their Pumping Station at Bromley-by-Bow. 


. - . Ceramic Tiles are the obvious choice for modern surfacing. 











Contractors: J. & R. Rooff Ltd 
Tiling by: Wiggins-Sankey Lid 


Visit the Association’s display of ceramic tiles at the Building Centre, Store St., Tottenham Court Rd., W.C.1. 


Ceramic TLIJLIE|S 


Glazed & Floor Tile Manufacturers’ Association + Federation House « Stoke-on-Trent 
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Introducing 


A multicoloured finish 
in one spray operation 






Here is Tretol Multicolour—a striking new 
finish which is the complete answer to a 
hundred and one decorative problems. 
Corridors and staircase walls of flats can be 
sprayed with Tretol Multicolour in one 
operation, masking many deficiencies in the 
wall surface. In hospitals and public 
buildings Tretol Multicolour provides colour 
and tonal contrast impossible to achieve 
with conventional monochrome finishes. For 
toilets and other utilities, this tough and 
hardwearing coating is the ideal choice—it 
can be scrubbed with detergents, resists 
abrasion and badly disfigured areas may be 
imperceptibly resprayed. 


IT’S VERSATILE—Tretol Multicolour can be 
used on plaster, concrete, asbestos cement, 
cement renderings, brickwork, wood, metals 


and previously painted surfaces. 


IT MASKS DISSIMILAR SURFACES—Tretol 
Multicolour’s heavy coating, up to 5 mils. 
thickness, will successfully ‘‘marry up”’ 
dissimilar surfaces and unify them into a 


basic scheme. 


SEND FOR DESCRIPTIVE FOLDER—we shall 
be glad to send you a folder describing the 
wide basic Tretol Multicolour range. 








Tretol MULTICOLOUR 


A new dimension in architectural decoration 


TRETOL LIMITED. - TRETOL HOUSE -: THE HYDE - N.W.9 + TELEPHONE: COLINDALE 7223 
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Shecify Semtex 

















SPECIFY Semtex floors. Then you 


can be certain that the Semtex comprehensive ea P 
: the finest flooring 


service scheme will take full responsibility 


for the work. From preliminary advice, through ha cked by 


to the creation of individual designs down 

to the final expert laying, you are getting the finest service 
specialist service. And the Semtex Organisation 
offers nation-wide facilities. For details of 

the laying service in your area write to 


the address below. 
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FRIARS HOUSE, BLACKFRIARS ROAD, LONDON, S.E.! 
Architects: R. Seifert & Partners. Contractors: George Wimpey & Co. Ltd 
Semastic Decorative Tiles, Vinylex Tiles and Dunlop Rubber Flooring laid by Semtex Ltd 


@®THE FLOORING MANUFACTURERS WITH THE 
SERVICE TO BACK THEIR PRODUCTS 









A 
WTAE) 


Company SEMTEX HOUSE, 19-20 BERNERS STREET 
LONDON W.1 


Tel: LAN o4o1 crn/ose/s20 
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Granwood Floors for Under-Floor Heating 


Granwood Composition block flooring is eminently suitable for use over all forms of under-floor heating and has been laid in 


this connection for well over thirty years with entire satisfaction. It has also been used extensively in conjunction with the 
now popular embedded electrical systems. As Granwood is laid direct in a cement and sand screed and becomes monolithic 
with the floor slab the problem of softening and deterioration of the adhesive due to heat does not arise. 

A few TECHNICAL details of GRANWOOD FLOORING—the ideal floor covering medium: 

Specific heat 0.33: K value 2.2 B.t.u./sq. ft./hr./°F. Diff./! in. thickness. Density 98 Ibs./cu. ft 


Please write for illustrated leaflet. Granwood Flooring Co. Ltd. is a member of the British Stee! Constructions Group of Companies. 


GRANWOOD FLOORING CO. LTD. : RIDDINGS - DERBY - TEL.: LEABROOKS 3412/3 


LONDON OFFICE: BATTLEBRIDGE HOUSE, 87/95 TOOLEY STREET, LONDON, S.E.!. TELEPHONE: HOP 2929 
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The equivalent to a reduction in sound 
from a busy London street to a quiet 
country garden is obtainable from 
“Insulight” Hollow Glass Blocks 
which have an average sound reduc- 
tion value of 35-40 decibels in the 


range of 100 to 3,200 cycles per second. 
Sound Insulation is just one of the 

properties of this versatile building 

material. Others are:— 

Thermal Insulation - Fire Retardance 

Good light transmission with diffusion 


Privacy - Ease of construction 
Reduction of glare 
Little maintenance 
Blocks are available in a range of 
attractive surface patterns, sizes 
and shapes. Further information 
is readily available from the Tech- 
nical Sales and Service Depart- 
ment, St. Helens (telephone 4001) 
or Selwyn House, Cleveland Row, 
St. James’s, London, S.W.1. 
(Whitehall 5672-6). 


“INSULIGHT’”’ is a registered trade mark 
of Pilkington Brothers Ltd. Supplies 
are available through the usual trade 
channels. 


A UNIQUE MULTI-FUNCTIONAL MATERIAL 


Pilkington Brothers Limited 


& a | ST. HELENS - LANCASHIRE 
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Granwood Floors for Under-Floor Heating 


Granwood Composition block flooring is eminently suitable for use over all forms of under-floor heating and has been laid in 
this connection for well over thirty years with entire satisfaction. It has also been used extensively in conjunction with the 
now popular embedded electrical systems. As Granwood is laid direct in a cement and sand screed and becomes monolithic 


with the floor slab the problem of softening and deterioration of the adhesive due to heat does not arise 


A few TECHNICAL details of GRANWOOD FLOORING 


Specific heat 0.33: K value 2.2 B.t.u. sq. ft./hr./ F. Diff./! in. thickness. Density 98 Ibs. cu. ft 


the ideal floor covering medium 


Please write for ustrated leoflet Grar ng C Ltd. is @ member of the s Group of C t e 


GRANWOOD FLOORING CO. LTD. - RIDDINGS - DERBY - TEL.: LEABROOKS 34123 


LONDON OFFICE: BATTLEBRIDGE HOUSE, 8795 TOOLEY STREET, LONDON, S.E.! TELEPHONE: HOP 2929 
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The equivalent to a reduction in sound 
from a busy London street to a quiet 
country garden is obtainable from 
“Tnsulight’”” Hollow Glass Blocks 
which have an average sound reduc- 
tion value of 35-40 decibels in the 
range of 100 to 3,200 cycles per second. 
Sound Insulation is just one of the 
properties of this versatile building 
material. Others are:— 
Thermal Insulation - Fire Retardance 
Good light transmission with diffusion 


 80¢ bee Rt Se OR Oe OE Rema & 


Bok i Mee kB 


% ae ¢ § He 4 
cr] , i ek. J 4 
e¢ ° ad ws 
"4 oa a 
’ an 4 
4 : xp q 
‘ ; ; 9 
(ame 4 
‘ ¢ te & ¥ 
Be Bh: £. 
‘ Bes , ® ? a 
i bs oes . | 
; * ee Re ee eee ent +. se & 
j : i > 3 


“INSULIGHT’”’ is a registered trade mark 
of Pilkington Brothers Ltd. Supplies 
are available through the usual trade 
channels. 


ee Se. Se 
2 St ed ae ee Ss a? Se ee oF 
one 22s Qe Et a BY “eae 
eet cee ee ee a at oR et 
OF 82-82 fs ea we aE mS He He 
eR te a a Se oS oe & 


a 


fe 
Pw 


¥ Ps 
4 * OF oo ae Te Ce at Bt Ge Be ee 
ease oo & ef ww "4 * 
ee oe Fe ee Be ee 
S Sa oo er et Be eo ot oe ee 


8) i-ar ot me Stas Ge Ei Be 
. & S288 Ge 32 a St 2 GY ae 7 
& Ce ae orgs ao tes Ge 


— > 28 ee ee ee ew 


ound 


Dels Ui thr Valle 


Pe et th 
6 RS OR a OP Re BRA St 
—< Re Re ah Bs as es 
- = 2 a ae Rs ee 
22 2 ee eS eh ee 
= we he aE he MB aes ae 
ee eo eee we es ee: 
oar Be ee 
ee a 2 
Oe EE ee a: a ey 
CVSS SER ss oe 
a Sw a ee 
ee SMS See 


PMB sieieeigiesie'st @ 


ws bb Be Bb) Bt Bt Be Be 


Privacy - Ease of construction 
Reduction of glare 
Little maintenance 
Blocks are available in a range of 
attractive surface patterns, sizes 
and shapes. Further information 
is readily available from the Tech- 
nical Sales and Service Depart- 
ment, St. Helens (telephone 4001) 
or Selwyn House, Cleveland Row, 
St. James’s, London, S.W.1. 
(Whitehall 5672-6). 
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A UNIQUE MULTI-FUNCTIONAL MATERIAL 


Pilkington Brothers Limited 


ST. HELENS - LANCASHIRE 





When lighting is insufficiently 
planned, the results are painfully 
obvious. Eve strain occurs, produce 
tivity falls and irritation rises. Yet 
how easy it is to avoid these pitfalls 
by ensuring correct flighting con- 
ditions right from the start 

rhis is a matter for scientific plan- 
ning. Not only must the general 
effect be soothing and harmonious, 
but each individual work-place must 
enjoy sufficient light, without glare, 
bounce’, or over-intensity We at 
Holophane believe that a sure 
remedy for these ills is... sevent: fir 
control—an aspect of lighting which 
has occupied our engineers and 
research staff for upwards of sixty 
years. 

If you would like details of how 
our unique prismatic reflectors and 
refractors can contribute to produc- 
tivity, cheerfulness and = general! 
goodwill in any establishment, why 
not get in touch with us by letter 


or telephone right away? 
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HOLOPHANE: 


SCIENTIFICALLY CONTROLLED LIGHTING 


HOLOPHANE LIMITED ELVERTON STREET 


WESTMINSTER LONDON S.W.1 - Telephone: ViCtoria 8062 


1959 
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BLUE HAWK 


sparkling, plastic-covered ceiling and wall tiles 


Bright colourful ceilings . . . gay attractive walls... patterns 


that can be arranged and re-arranged at will . . . Blue Hawk 





VARITILES bring extra depth and warmth to every room. 
Simple to fit — just screw in runners, slide in tiles and the job’s 
done; fully insulating and fire-resistant; padded and plastic- 
covered —VARITILES can be fitted to new or existing ceilings 
and need only a wipe to keep clean. 

In addition to ceilings and walls in the home, VARITILES 
have many other applications — in offices, schools, cinema and 


theatre foyers, shops and stores, restaurants and cafes etc. 





Send for leaflet giving full details of VARITILES 


BLUE HAWK 
BRITISH PLASTER BOARD 


BATH HOUSE #2) PICCADILLY. LONDON W TELEPHONE GROSVENOR B11 


PRODUCTS 
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| WEDNESBURY | 





copper tube 


NOW WEDNESBURY PLAN AN ATTACK ON CARBONACEOUS AND OXIDE FILMS. 
Extensive research has led to the introduction of new drawing media, purging and burnishing, making 
carbonaceous and oxide films virtually impossible. These developments have been incorporated in our 


production lines for marked sizes to B.S. 659. 
All ““Wednesbury” tube is solid drawn by the most efficient and modern processes, under strict 
laboratory supervision from raw material to finished tube, and backed by a prompt and efficient 


delivery service. Plan your quality by specifying ““Wednesbury™. 


The WEDNESBURY TUBE COMPANY LIMITED . BILSTON . STAFFS. 


Tel: BILSTON 41133 (9 lines) 


Associated Company : Glynn Bros. Ltd., London and Manchester South Wales Warehouse : Penarth Road, Cardiff. (Tel : 22502.) 


Manufacturers of 
LEAD SHEET & PIPE: PLASTIC TUBE & FITTINGS: STEEL TUBES & FITTINGS: STEEL TUBE FABRICATIONS: MALLEABLE TUBE FITTINGS 
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Supplied and fixed anywhere 
in United Kingdom 





SUNDEALA SUSPENDED CEILINGS 
are available 


FOR USE ON ANY RIGID SHEET MATERIAL 


SUNDEALA BOARD CO LTD 


COLUMBIA HOUSE - ALDWYCH W.C.2 - CHANCERY 8159 
Northumbria House ~- Portland Terrace - Newcastle upon Tyne 2 «+ Newcastle 61-4323 
Ss. H. Nunn + Eglinton House ~- Eglinton Estate - Kilwinning - Ayrshire - Kilwinning 284 
Sundeala also manufacture: HARDBOARD - MEDIUM HARDBOARD - PEG BOARD - ACOUSTIC TILES 
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No doubt now! Oil-fired central heating is best—even for smaller homes 





Oil-fired central heating comes of age with the 
new Redfyre Centramatic. All the problems that 
have hitherto got in the way of convenience and 
economy have been given intelligent answers. As 
a result the Centramatic can provide the kind of 





The new 
Redfyre 
Centramatic 
—“brainiest” 
oil-fired 
boiler ever 


trouble-free service that until now would have been 
impossible in such a reasonably-priced appliance. 
To achieve all this Redfyre’s oil-heating design 
team have built more “brains’”’ into the Centra- 
matic than there are in any other oil-fired boiler. 


Here’s how this “‘brain-power” is applied 


Electric Ignition 

Ordinary oil-fired boilers, when they are idling, 
either cut down the general rate of burning or 
rely on a single pilot-light. In both cases you 
get imperfect, uneconomical and “sooty” com- 
bustion. The Redfyre Centramatic has a better 
idea. When the thermostat control says “no 
heat required”, the flames go out altogether and 
no oil or electricity is used. When heat is needed 
again the flames are relit automatically and the 
unit is operating at maximum output within 
seconds. 


Complete Thermostatic Control 

The householder can select the temperature he 
needs on the temperature scale. Then the 
Redfyre Centramatic regulates the burning so 
as to keep the water automatically at the 
selected temperature. (Incidentally, the control 
apparatus of the Centramatic is as pretty a 
piece of precision engineering as you could 
hope to see.) 


Automatic Combustion 


Some boilers need a good, natural chimney 
draught. Not the Redfyre Centramatic 


(although it needs a chimney flue into which to 
exhaust). It provides its own draught, and 
regulates how much it needs. This saves a lot of 
fuss and bother. 


Specially designed for the kitchen 


The standard dimensions for basic kitchen 
equipment are 36° high by 21” deep. But the 
only oil-fired boiler with sufficient sense to 
conform to these figures is the Redfyre Centra- 
matic. So it looks good in a modern kitchen not 
only because it is good looking (and it’s by far 
the most handsome oil-fired boiler that any- 
one’s yet designed), but because it’s the right 
shape and the right size. It is also fully insu- 
lated. The Centramatic is finished in wipe-clean 
three-tone enamel and available in an attractive 
variety of colours. 


Easy to install and service 
The Redfyre Centramatic asks for no special- 
ised installation technique because it is self- 
contained and because it is not dependent on 
chimney pull for efficient operation. The local 
supplier can service it yearly, and that’s all 
the attention it will normally need 


A few more facts 
The. Redfyre Centramatic can produce up to 
50,000 B.Th.U.’s per hour—enough for radiators 
plus heated towel rails, plus ample hot water 
for the kitchen, plus continuous hot baths. In 
other words it is ideal for the three, four 
or five bedroom house. A point to remember is 
that because the Centramatic has the benefit of 
electric ignition, it is still efficient and economi- 
cal when worked at less than its full capacity. 


Two sizes available 
The Centramatic described here is the Centra- 
matic 50. But there is also available a larger 
version, the Centramatic 80, with an hourly 
output of 80,000 B.Th.U’s. It has all the good 
points of the Centramatic 50, is cylindrical in 
shape (22” diameter by 54” high) and compact 
for its output. Centramatic 50 £128 (no extras) 

Centramatic 80 £149 (no extras) 


May we tell you more? 
Full technical specifications of the Redfyre 
Centramatic oil-fired boilers are available on 
request. Please write to Newton Chambers 
Lid., Redfvre Products, Thorncliffe, Sheffield. 











THE ARCHITECT and Building News, 9 December 1959 


Rawiboit charts showing fwyii 

range of sizes and types with 

illustrated literature available 

om receipt of letter-heading 
or business card. 


HEADS are better than one! 


You never need to improvise with Rawlbolts. There are 
types exactly right for every bolt-fixing job, No. 5, for m2 (O)3 
example, for the support of pipe-work, and No. 2 for use C > » 
with Pipe-hangers and other gas fittings. Hook and Eye Pipehanger 
Rawlbolts (Nos. 3 and 6) have many uses, such as providing Rawibolt 
anchorage for guy ropes and cables, supporting suspended 
ceilings, etc. There’s the Loose Bolt Rawlbolt (No. 1), = 
inserted after the machine is slid into position, and the Bolt } > 5 
Projecting Type (No. 4), ideal for wall-fixings. , / 





ey Eye 
Rawibolt 





DL Rawiboit 
Rawlbolts give you bolt-fixings of enormous strength in a ; Ty) fitted 


fraction of the time taken by any other method. — 
UL) Pipe Clip 


Lvegy bolr-fiking job & far quicker with 


RAWLB OLS 

















THE RAWLPLUG CO. LTD., RAWLBLUG CROMWELL RD., LONDON, S.W.7 
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Seaboard 


Fir Plywood cw jhitttn | 


The walls of this modern Brighton home were highly resistant to wind-wracking or settling. 
pre-fabricated with Canadian fir plywood and Big, split-proof panels of Seaboard fir plywood 
erected in one day. Fir plywood sheathing not can do the work of heavier, more cumbersome 
only speeded the job—it made this home per- materials. Perhaps they can save time— and 
manently Strong and rigid... money — for you too? Investigate today. 


N. R. M. MORISON, ESQ., | a= 
1 - 3 Regent Street, <F)))' 7) 
London S.W. 1 - “Sa op “" 


Please send me free copy of Seaboord * PHENOLIC 
Plywood Handbook (L-11) describing your NOU BOND ; CANADIAN DOUGLAS FIR 
ni PLYWOOD 









full selection of Douglas fir Plywood. pan 


| SEABOARD LUMBER SALES CO. LIMITED 


PPPTTTTITI To ] ea r ‘a Vv r 1, Cana ro] 
{Please print plainly) UK-59-35-14 | Seaboard House, Vancouve d 
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New needs, new architecture, new 
buildings—and new ranges of Crittal) 
windows.Crittall aluminium windows, 
designed to match the most forward- 
and upward-looking architectural 
concepts and ready to meet the 
toughest, down-to-earth practical 
service demands. 

Thorough, painstaking researches on 
an international scale, the applica 
tion of the most far-reaching advances 
in design and manufacturing tech- 
niques, and a new factory specialising 
in the production of aluminium 
windows and equipped with an anodis 
ing plant as up-to-the-minute as any 
in the world. All this, added to 
Crittall’s already long experience in 
making metal windows of al! kind 
will help to make the larger, higher, 
buildings of the future more efficient 
to live in and work in, less costly to 


maintain. 


ard 


WINDOWS 
CRITTALL 


Old Change House for the Bernard 
Sunley Investment Trust Ltd. is fitted 
with Crittall ‘Continental’ Windows 
with ‘Solomatic’ Venetian Blinds 
throughout. 

Write for fully descriptive leaflet to 


THE CRITTALL MFG, CO, LTD, 
BRAINTREE - ESSEX 


Branches and Depots 
throughout the country 








SS 
Old Change House, London EC4. Architect: Theo H. Birks, ®.R.A.B.A. 
Contractors: Bernard Sunley & Sons Lid 
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Edwin Danks of Oldbury 
announce a reduction 
of 7:% from the standard 
List prices of Oldbury 
Chain Grate Stokers 


ordered in the twelve months commencing ist November 1959. 


Hire purchase terms are available from that date. 











MUNIN 


This offer is made in recognition of the 
national importance of maintaining a 
healthy coal industry and in support of the 


National Coal Board Campaign. 


Proved by 17 years’ successful operation, 
the Oldbury Stoker endorses the claim 
of the National Coal Board that coal, 

the home produced fuel, is competitive in 


price and performance with other fuels. 


The Oldbury Stoker, the first successful 
chain grate stoker for shell boilers, 
was developed by Edwin Danks of Oldbury 


in 1942 with the prime object of burning 


efficiently low grade slacks, owing to the 
shortage of graded fuels. To-day, more than 
6,000 Oldbury Stokers are in the service of 
industry, burning all sorts of solid fuel. 
ECONOMICALLY 

by reducing fuel and labour costs. 
SMOKELESSLY 

in compliance with the Clean Air Act. 
Manufacturers who appreciate the 
manifold advantages of burning Britain’s 
native coal are invited to send for details 
of our Special Offer and Publication 1618 


THE OLDBURY STOKER. 





OLDBURY BIRMINGHAM. 
LONDON BIRMINGHAM 
MANCHESTER 


EDWIN DANKS & CO., 


Telephone: Brierley Hiil 77311 
CARDIFF 
NEWCASTLE-ON-TYNE. 


COLDBURY) LTD. 


GLASGOW LEEDS 
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See how Expanded Metal builds-in 
new quietness, new safety in ceilings 


Fire-safe Expanded Metal gives Ceiling Construction is easily refer- 
acoustic ceilings a better look. Its red to our Construction Department 
who shoulder all the worries of de- 
sign, supply anderection. They offer 
no less than four types of acoustic 
ceiling, with heating if required, 
each with its own advantages. For 
: suspended plaster ceilings they fix 
weight construction, easy access to versatile Expanded Metal lathing 
overhead services and lower labour backgrounds as well. Write now for 
costs. The benefits are permanent. further details. 





small mesh is almost imperceptible 
at ceiling height and sound proofing 
is markedly more efficient. 








Expamet acoustic tiles mean light- 














ae 
XKPARIDE D METAL 


at the heart of more things than most people realise 


THE EXPANDED METAL CO. LTD., Burwood House, Caxton St., London, S.W.1. Telephone : ABBey 7766 
Also at: Aberdeen . Belfast - Birmingham - Cardiff - Dublin - Exeter - Glasgow - Leeds . Manchester - West Hartlepool . The Expanded Expamet 


Metal Company of Canada Ltd., Annacis Industrial Estate, Vancouver, Canada Agencies and stockists throughout the free worid 
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CASE RECORDS FROM THORNS’ FILES — 2 








FAIRFORD FARMOR’S SECONDARY 
MODERN SCHOOL, Near Cirencester, Glos. 






Thorns’ Contemporary Design, which con- 
forms to Ministry of Education recommen- 
dations for school buildings, was eminently 
adaptable for this requirement. The 
consequent saving in time and cost was 
substantial. A trained THORNS’ team was 
ready to start erection as soon as the 
foundations were completed. 
The size agreed upon was 60’ x 24’ x 
8’ 6” eaves. Walls were clad with vertical 
tongued and grooved boarding of Western 
Red Cedar with building paper behind, 
and lining of hardboard and insulation 
board. 
Partitions, similarly lined, were fitted to 
THORNS : 
The floor was constructed of tongued and 

THORNS’ prefabricated sections, as used at grooved boards on joists, with sleeper 

Fairford Farmor’s School, are available on a , plates. 

g matios Rane, All ce 207 Pat oO mus Rain-water goods were included in the 

at the client’s request. Catalogue of designs contract. 


and prices on request. Ask THORNS to quote 
for your own job. 


J. THORN & SONS LTD. (Dept. 113) BRAMPTON ROAD, BEXLEYHEATH, KENT 


BD 513 


Photographs by 
courtesy of the 
County Architect, 
Gloucestershire 
County Council 
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Architects & Designers 
looking for 
imaginative interiors 


specity 
WARERITE* 


surfaces 


WARERITE offers an unparalleled service to the architect. 
The studio is constantly designing new 
contemporary patterns and is always eager to discuss their 
applications with the architect. Suggestions on 
particular patterns are welcomed from 
the architect, and specimen samples manufactured 
for inspection. WARERITE specialise in 
personalised service to the architectural profession. 
Contact the WARERITE department of Bakelite Limited 
for full details of the architectural design service. 
























* WARERITE wallboard — self supporting, designed for all 
vertical surfaces and ceilings — easy to install using plastics or 
metal fixing sections or pinned to timber framework. 


* WARERITE veneers — ideal for table and counter tops and 
provide the very best hard-wearing surfaces. 


* Ring or write for full detai/s and the name 


of your nearest WARERI/TE Distributor 


Mole) .an ce) 


for Design Leadership 


me - 7.4 3 ee ee ee 
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Architects and consulting engineers 
know that it pays to specify G.E.C.... 
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STATE HOUSE. Architects: Trehearne & Norman Preston & Partners. MINSTER HOUSE. Architects: Trehearne & Norman Preston & 


Builders: Tersons Ltd. Electrical Contractors: Rashleigh Phipps & Co. Ltd. Partners. Builders: John Mowlem & Co. Ltd. Electrical Contractors: 
Rashleigh Phipps & Co. Ltd. G.E.C. equipment: Main Switchboard, 


G.E.C. equipment: 2-Main Switchboards, Cubicle Pattern, 2~M.W. Switch- 
boards, all 500 volt, Switch and Fusegear, Rising Main Service Units, all 500 volt Switch and Fusegear, Rising Main Service Units. 
Alum. Rising Main Busbars, Steel Cable Trunking, Conduit. 


RACK OM INSTALLATION 
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electrical contractors know that 


it pays to use G.E.C. equipment. 


From local offices strategically located throughout the 
country, the Installation Equipment Division of G.E.C 
gives unrivalled, on-the-spot, service right through from 
initial planning to final completion. Add to this a 
jealously guarded reputation for reliability, and it becomes 
obvious why G.E.C. switchgear, conduit, and 

other electrical accessories in vast quantities are 

being used in many of Britain's finest buildings, including 


these exciting new London landmarks. 


Peevey ' 
Vrrersy 


BUCKLERSBURY HOUSE. Architects: Owen Campbell Jones, 
F.R.I.B.A., F.R.LC.S. Builders: Humphreys Ltd. Electrical Contractors 
Troughton & Young Ltd. G.E.C. equipment: Distribution Switch and SWITCH AND FUSE GEAR 


Sins tvuen Anscssauin. 100 amp. Busbar Trunking, Floor Ducting, H.R.C. FUSES 
OVERHEAD BUSBARS 
RISING MAINS 
CONDUIT 


EQUIPMENT DIVISION (ec wn 


ELECTRIC 
WIRING ACCESSORIES 


HE GENERAL ELECTRIC CO. LTD BELLS 


4AAGNET HOUSE, KINGSWAY, LONDON, W.C.2. 
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hold on a minute! 
time you turned to 
TELEFLEX 


Before you reach for the sky sir, remember 

that “leleflex’ brings out-of-the-way windows 
‘down to earth’ and within easy reach. 

So install “Teletlex’ window gear—to control 

one window or a dozen, without fuss or expensive 
ilterations to window frames. Neat appearance, 
rust-proof and non-jamming, ‘Teleflex’ costs 

very little for the trouble it saves — once installed 


it needs no painting or maintenance either! 


Teleflex .. 





brings things within reach (S$) 





Please tell me — without obligation — how ‘Teleflex’ can bring me ‘dowr e ndow control 


NAME 


WE HAVE AN EXHIBIT AT 
“4 CENTRE 


TELEFLEX PRODUCTS LTD - BASILDON ESSEX 
Tel: BASILDON 2286! (/0 lines) Grams: TELEFLEX PHONE BASILDON Cable: TELEFLEX BASILDON 
See our permanent exhibit at the Building Centre 26 Store Street London WCI 


STREET WC 
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OSION ? 


FOR CONTEMPORARY CLADDING TOO 
*Corroplast’ is also ideal as side-cladding for 
contemporary buildings, giving a most colourful 
and attractive appearance. Available in three 
integral shades, or in a range of stove-enamelled 


tinishes 


Write or phone fo: 


__ 
asames'=" 

, ._ 
~~ 


NOT WITH THIS ROOF 


An atmosphere full of moisture and acid-laden soot and 
smoke . . . that is what causes the rapid deterioration of 


the roofing and cladding of industrial buildings. How to 
deal with this menace is a problem to which, until 
recently, there has been no satisfactory solution 

Now there is an answer * Corroplast ° corrugated 
sheets resist corrosion. Experience has proved that after 
many years’ exposure in the most severe conditions, 
‘ Corroplast ’ sheets do not deteriorate. 

These strong, rigid, laminated plastic sheets are 
economical, too. They last longer than any other sheets, 
need no maintenance, and are free from breakages in 
transit. 

For roofing and cladding where corrosion is worst, 
always specify... 


CORROPLAST 


CORRUGATED LAMINATED PLASTIC 


HOLOPLAST LIMITED SALES OFFICE DEPT ; > CAXTON STREET LONDON ABREY 486¢ 
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you should see ours ! 


INDUSTRIAL ENGINEERING LTD 
The roof specialists 


As specialists for over forty years in the con- * The complete roofing contract can be placed with 
us, eliminating the need for dealing with several 

struction, reconstruction, maintenance and water- sub-contractors. 

A number of highly specialised technical depart- 

ments are always at your disposal for consultation 

and advice. 


proofing of industrial roofs, we are able to offer 


the architect a complete service designed to 
* Complete surveys can be carried out and estimates 


relieve him of every worry. submitted without cost or obligation. 


Branch offices throughout the country. 


INDUSTRIAL ENGINEERING LIMITED, VOGUE HOUSE, HANOVER SQUARE, LONDON W.1., HYDe PARK 1411 (7 LINES) 
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Leading contractors defy damp 
with ‘Visqueen’ oversite membranes 


*‘Visqueen’ 500 heavyweight, laid 
under the concrete ground floor 
rafts of a Wimpey house at Ack- 
lam, Middlesbrough. This estate 
is part of their national specula- 
tive house building programme. 


Se 


, bs 


ti v4 
PT 


George Wimpey and Co. Ltd. insure against rising damp and 
sulphate attack on their housing estates. They specify poly- 
thene sheeting as a damp-proof membrane. 


First they put down a smooth concrete or 
sand blinding on the hardcore. Then the 
sheeting is quickly and easily unrolled. No 
adhesives or heat sealing are needed for the 
joints; just a simple “double welt’ fold. 
The sheeting is incorporated with the d.p.c. 
(see diagram). 

“Visqueen’ building sheet is cheaper than 





conventional oversite damp-proofing 
materials. It also provides an effective seal 
against liquids and is an efficient water 
vapour barrier. 

‘Visqueen’ is flexible, tough and chemi- 
cally inert. Its acid resistant qualities ensure 
lasting protection for floor coverings and 
adhesives. 


For full details, an illustrated brochure and the name 
of your local ‘ Visqueen’ distributor, write now to: 


BRITISH VISQUEEN LIMITED 


SIX HILLS WAY, STEVENAGE. A subsidiary company of Imperial Chemical Industries Limited 
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D CONDENSATION! 
with SECULATE! 


Many different methods to prevent condensation have been tried in the past, and found 
to be neither satisfactory nor permanent. Seculate Anti-condensation Compound 
changes all this. The action of Seculate is twofold; it affords an insulating and 
absorbing surface, according to conditions. The Compound can be applied 

over appropriate primers or sealers on virtually any surface including metal, plaster, 
concrete, stone, wood. Seculate won’t flake off. It can be washed. It reduces the rate of 
flame spread, and is resistant to most moulds. Why not take advantage of our 

technical advisory service and drop us a line at the address below? 


ANTI-CONDENSATION COMPOUND 


and “Welbrand”’ Industrial & Domestic Paints of all kinds 
BRITISH LEAD MILLS LIMITED, 

7-8-9 St. James’s Street, London, S.W.1. 

Telephone: Whitehall 5772. 

Works: Welwyn Garden City, Herts. 


FO 
A MEMBER OF THE FIRTH CLEVELAND GROUP 


CAC 125C 








Photograph by courtesy of Nottingham Technical College. 


QUICKFIT 
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GLASS SINK TRAPS 
AND WASTE LINES 











EN Quickly, fitted, Visible fu, Brox fron ontesion 


Ww 





The Q:V'F: System of Glass Sink Traps and Waste-Lines is ideally suited 
for installations in Chemical, Pharmaceutical and Biological Laboratories. 
The transparency of the system allows any build-up of solids to be 
instantly detected — an important point where the efficient disposal of 
noxious liquids is of paramount importance. In addition, the smooth 
surface of the glass minimises scale formation and the whole system is 
sufficiently strong to withstand thermal shock of alternate flushing with 
boiling and ice-cold liquids. 

Full details and specifications to suit all types of installations are con- 
tained in the Q:V-F- Brochure “‘“GLASS SINK TRAPS & WASTE LINES’’. 
Write for your copy NOW ! 





“| wes ee 
GTZ 4 Z 
he Se Cngineers Ce Chess 
DUKE STREET + FENTON - STOKE-ON-TRENT 


STAFFORDSHIRE 
Tel: LONGTON, STAFFS 32104-8 ‘Grams: Q.V.F., STOKE-ON-TRENT, TELEX. 
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DAMP PROOF COURSES 


with REDUCED LABOUR COSTS 
eB sel OO Lh 


NON-CRACKING - CONTINUOUS 
WATERPROOF - BITUMINOUS 


SEMI-MASTIC '‘E’ (For dry surfaces ) 


SEMI-MASTIC 1977 (fo: damp surfaces) 


NO HEATING «. READY FOR USE 
FASY TO APPLY ° BRUSH OR FLOAT 


THE MANUFACTERERS OF : 


RETO For Joints - * RITOLASTIC Coatings for Protection * ROMANITE for damp walls 


WRITE FOR DETAILS TO: 


ANDREW MAXWELL DIVISION 


(THE LIVERPOOL BORAX CO.LTO) 


MAXWELL HOUSE <- ST. PAULS SQUARE - LIVERPOOL.3. 








wea SEA AIR 


NEVER DID A 
j BUILDING 
_ ANY GOOD! 


Sea air! town air; damp and alka- 

lis are absolutely harmless to struc- 
tures treated with these STIC B 
products . . . STIC B products range 
from a decorative and protective stone 
covering to interior plastic paint and a 
flat paint. This list shows briefly how 
STIC B can prevent deterioration and 
improve appearance on your contracts 


Send for this Booklet 

The STIC B Information Brochure describes 
each product and results of official govern- 
ment tests, easily created surface effects, 
instructions for use, etc. etc., in the briefest, 
clearest possible manner. 











STONE COVERING. Decorates and completely protects new 


or old concrete, cement and brickwork— interior or exterior. 


SEMI-STONE COVERING. A lighter stone covering for 
similar applications. 


PLASTIC PAINT. A high quality paint ready for use which 
can be applied successfully to any building material whatsoever 
for interior surfaces. 


FLAT (WALL) PAINT. Gives a beautiful matt finish, and is 
washable. 


PRIMER. For use with all STIC B products. 


TRANSPARENT DAMP-PROOFER. A colourless liquid— 
the only thinner for use with all STIC B products. 


Cm Tents 
© © cece 
f tte 


Fi Mme 


Send for your copy today; STIC B is the protection employed 
at London Airport (B.E.A.) - a place where appearances and 


protection are never neglected. 
Write to 
STic a PAINT SALES LTD. 99 WANDSWORTH ROAD: LONDON S.W.1I8 


Telephone : RELiance 5566/2178 
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Maximum legibility and good taste are combined 
in the Gents wall clocks shown here. 


Styled by a leading industrial designer they 
provide a choice of standard models which fit 
happily into present-day surroundings and décor. 


These and others in the extensive Gents range 
have been selected by the Council of Industrial 
Design for inclusion in Design Index. 


All are available for operating either on A.C. 
Mains or as part of a Master Clock System. 







May we send you literature? 


GENTS 


L@aicg@ora.7 


ELECTRIC CLOCKS 


GENT & COMPANY LIMITED, 
Faraday Works, Leicester. Telephone: 36151 


London Office & Showroom: 
47, Victoria Street,S.W.1. Telephone: ABBey 6888 


Also at. BIRMINGHAM. BRISTOL. EDINBURGH. GLASGOW, NEWCASTLE. BELFAST 
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Complete Ducting 
service... 


IN P.V.C. AND OTHER 
HIGH IMPACT 
THERMOPLASTICS 


.eetWWooneneens we 
Ay ait, 
\\ 
dann’ Wins, 


~ 
* 
v 


* 
De aS | g nr Your designs used or schemes prepared 


without obligation for complete installa- 

ran| tions. No job too small or too large. 

a nr Our knowledge and experience is avail- 
able, on application, to your problem of 


: ayout dealing with noxious and _ corrosive 


fumes. 


Centrifugal and axial types are available 


Fa rm Ss for all sizes and types of installation. In 
P.V.C. and P.V.C. Coated. 


Installation 


The installation of complete fume 

exhaustion systems can be undertaken 

by our staff and quotations will be sub- 

mitted on request 

and—of course—there is 
NUTRACOTE... 


the acid proof vinyl paini 


made to measure! 


The ever-increasing demand for electricity must 
be met, and if this country is to survive as a 
prosperous and expanding industrial nation, it 
must be met as economically as possible. 


The problem is being solved in two ways — by 
increased technical efficiency in normal power 
station operation and by development of nuclear 
power. New power stations, whether they burn 
coal or depend on nuclear energy, are pro- 
gressively more and more efficient. 


Coal will long continue to be our main source of 
power. The current surplus is only temporary. 
In the foreseeable future the expanding demand 
for power will exceed the available supply of 
home-produced coal. That is why Britain has 
a nuclear power programme which is the largest 
and most progressive in the world. 





TANKS & LININGS LTD 











Corrosion Engineers 


16 Town Wharf, DROITWICH, Worcs. 
Telephone: 2249, 2240, 3306. Telegrams: ‘‘Tanks, Droitwich’’ 





THE CENTRAL ELECTRICITY GENERATING BOARD 





THE ARCHITECT and Building News, 9 December 1959 


When you order windows, external door frames, 
internal door frames or kitchen units, make sure 
F , you buy Rippers—the finest standard joinery 
you il be glad obtainable. Over sixty years experience is behind 
Rippers quality — 
you chose Write today for our free Catalogue: it describes RIPPERS 
WOOD windows’ over three hundred designs from which endless STANDARD 
window combinations can be arranged, and 
includes descriptions of all our products. Apply KITCHEN 
for your free catalogue to Dept. ABN.9/12. UNITS 


CASTLE HEDINGHAM, HALSTEAD, ESSEX 
TELEPHONE: 191 HEDINGHAM (4 LINES) TELEGRAMS: RIPPERS, CASTLE HEDINGHAM 


LONDON OFFICE: 9, SOUTHAMPTON PLACE, LONDON, W.C.1. TELEPHONE: CHANCERY 8306/7 


R IPPER RIPPERS LIMITED 
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FOR ALL = 
INDUSTRI 
SLIDING DOORS 


THE 











Archs. and Contrs. J. Lyons & Co. Ltd., London. 


FOR USE WHEN DOOR WEIGHT MUST BE ON THE GROUND. 


“STERLING” Standard Bottom Rollers from stock for both wood doors Ijin to 
2jin thick and for steel doors. Eight standard sizes up to 30cwt. Machined treads 

Ball bearings. Grease Nipples. Deep Root Rails. Top Guide with Safety Brackets 

Specify ‘Henderson’ Door Gear with complete confidence. 
unrivalled Drawing Office Service which is 


Leading all others for nearly 40 years. 
We urge discussion during the planning stage to determine the Use our 
offered without obligation. 


right gear for closing doorways in the most economical manner. 
Every room in every Architect’s, Engineer’s 


Qualfiied Technical Representatives 
readily wait upon you (without and Contractor’s Office should have 
obligation) in all areas. our General Catalogue 55 (184 pages). 


ffenderson r= | [Pus | Fe 


‘7 GL4108S ‘T SLIOES 
OVERHEAD 


SLIDING DOOR GEAR STRAIGHT ROUND CORNERS) AND FOLDS 

















P. C. HENDERSON LIMITED ROMFORD - ESSEX. Telephone: INGrebourne 41111 (dial IL4) 





mae 


Vol. 216 No. 18 


é- Bl 


The *‘Architect and Building News"’ 
Annual subscription: home, £2 18s. Od.; 
Published by ILIFFE & SONS LTD., 
Telephone: Waterloo 3333 (60 lines). 


Branch Offices 
New Street, 2; 


Coventry: 8-10 Corporation Street 
telephone, Midland 7191. Manchester 


ARCHITECT 


ILDING 


incorporates the ‘‘Architect,’’ 
overseas, £3 8s. 
DORSET HOUSE, 

Telegrams 


telephone, Coventry 25210. Birmingham 
260 Deansgate, 3 


9 December 1959 


NEWS 


founded in 1869, and the ‘Building News,"’ founded in 1854 

; Canada and U.S.A., $10.00. Registered os a Newspoper 

STAMFORD STREET, LONDON, S.E.}. 
“Architonia, Sedist, London"’ 


King Edward House 
telephone, Blackfriars 4412 and Deansgate 


3595. Glasgow: 26n Renfield Street, C.2; telephone, Central 1265 


© lliffe & Sons Led. 1959. Permission in writing from the Editor must be obtained before letterpress or illustrations 


are reproduced from this journal. 


Brief abstracts or comments are allowed provided acknowledgment to the 


journal is given 


ARCHITECTS 


ha some quarters it is felt that the Scale of 


Professional Charges laid down by the Royal 
Institute of British Architects ought to be 
regarded as a minimum and that words to this 


effect might well be expressly stated in the 
booklet which sets out particulars of the scale. 


Apart from the 
whether or not the scale should be so regarded, 
any wording, such as “minimum’’, which tends 
to weaken the preciseness of the scale would 
make its application by the Courts more 
difficult. 

E. J. Rimmer has said*: ‘‘Once the Courts 
are satisfied that the building owner has agreed 
to pay remuneration based on a particular 
scale they will not hesitate to enforce the 
agreement. ... The particular scale agreed 
will be looked at for precise terms in applying 

Some of the scales leave much to be desired 
in precision and clarity, but the Courts will 

. resolve any ambiguity or doubt by giving 
to it the meaning which... they 
consider the proper interpretation to be or... 
that which... ‘they! consider is a necessary 
implication from the terms of the scale and 
the surrounding circumstances attending the 
appointment. . 


the scale 


*The Law Relating to the Architect, by E. J. Rimmer 


debatable question of 


Publishers : 


FEES 


But, Mr. Rimmer warns: “A mere obser- 
vation by the architect or phrase in a letter that 
his fees will be based upon ‘the usual scale of 
fees’ or even the ‘R.1.B.A. is not 
enough to justify the Courts that the building 
owner has agreed to pay fees in accordance 
with any scale.” 

There are, no doubt, occasions when an 
architect may feel that, perhaps because of 
the complexity of the work or the excellence 
of his own skill in some particular circum- 
Stance, he should be allowed to exceed the 
scale laid down by his professional body. 

In the case of the R.I.B.A., a chartered 
architect may increase his fees for works to 
existing building and special works (furniture, 
exhibitions, ete.) without violating clause two 
of the R.I.B.A. Code of Professional Conduct, 
provided he obtains prior agreement, in 
writing, from his client. Other terms for vary- 
ing charges could be added to the list (which 
already includes terms for reduced charges for 
repetitive work). The all-important proviso 
is that an architect who wishes to increase his 
fee discusses it with his client before com- 
mencing work and obtains in writing the 
latter’s concurrence to the terms. 


scale of fees’ 


Stevens & Sons Lid., London 
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EVENTS AND COMMENTS 


PICCADILLY CIRCUS 

It is difficult to forecast the probable outcome of 
the public inquiry into that building on the Monico 
site in Piccadilly. Meanwhile, the issue has become 
slightly confused. J. M. Richards admirably set the 
scene and painted the background in a talk last week 
on the Third Programme. Why, in heaven’s name, the 
Third? This issue affects the whole nation, and one 
would have thought that the B.B.C. might have realized 
this. However, we must be grateful that it got on the 
air at all in so much detail. The B.B.C. gives archi- 
tecture and the arts a good break, but I wish they would 
realize that architecture is not exclusively a Third Pro- 
gramme subject. 

Everyone who is anyone in these matters seems to 
be agreed that the proposed building will not do. Not 
only is it considered a poor thing as architecture in 
itself, but, more important, it makes no contribution at 
all to any comprehensive plan for Piccadilly Circus. 
Many people firmly believed that the L.C.C.’s plan for 
the area was to be carried out and, although it was 
possible to criticize the scheme on a number of points, 
it was well planned, both for traffic and pedestrians. 
With really good architects in charge it could have pro- 
duced a distinguished group of buildings. If the present 
project goes forward the standard will be set for the 
area, and the rebuilding of Piccadilly Circus may well 
turn out to be a greater tragedy than the lost oppor- 
tunities of the City of London. The inquiry is bound 
to cause embarrassment in official quarters, but this 
will be a small price to pay for averting a catastrophe. 


TRIENNALE TRIUMPH 

The splendid news that Britain is to be represented 
after all at the Milan Triennale, in July, broke just 
too late for last week’s issue. The Ministry of Educa- 
tion is to build and furnish a three-class primary school 


The plan below shows an L.C.C. advisory scheme published 
at an enquiry last year for the redevelopment of Piccadilly 
Circus traffic routes. The controversial Monico site is in solid 
black. The new traffic flow system includes a widened Jermyn 
Street taking west bound traffic. A piazza for pedestrian 
promenade encloses Eros. A system of underground subways 
connects surrounding streets with one another 


\ 
VV 
\ > 
‘ 


future building 
to replace 
criterion 
block 
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complete, and the architect’s department of the Notting- 
hamshire County Council is to design it, using a form of 
construction developed there as part of C.L.AS.P. 
(Consortium of Local Authorities’ Schools Programme). 
Nottinghamshire will give its services free and some of 
the manufacturers and suppliers working on C.L.A.S.P. 
will provide their products free. 

How has this change come about at the eleventh 
hour when we had all given up hope? The Ministry 
of Education handout gives the answer in its first sen- 
tence: “The Government has been much impressed 
by the volume of informed opinion, which has called 
for a British exhibit at the Milan Triennale.” It then 
goes on to say that the benefits of such exhibitions are 
impossible to estimate, but quickly comes to the con- 
clusion that, in view of our work on schools, a Trien- 
nale devoted to “The House and the School” presents 
an opportunity not to be missed. Informed public 
opinion, therefore, has won the day, and that is very 
satisfactory. The Government has shown considerable 
courage in reversing its previous decision, and special 
praise is due to the Minister of Education, Sir David 
Eccles, for doing the very thing which he found himself 
unable to do as President of the Board of Trade in the 
last Government. Those who took an active part 
behind the scenes in trying to organize a British exhibit 
at Milan, in spite of the Government’s decision, had 
given up hope when the welcome news arrived; they 
will, I know, join the rest of us in wishing the Govern- 
ment, the M.o.E. and Nottinghamshire County Council 
every success in their enterprise. 


ROUND THE TRADE SHOWS 

WaLways. I always feel foolish and slightly uncom- 
fortable when attending trade demonstrations in places 
like the Orchid Room, at the Dorchester. The whole 
proceeding seems so completely out of place. I do 
not imagine that architects in general think any the 
better of a new product if it is presented in lush sur- 
roundings. The Walways partitioning system, shown 
last week, is ingenious and looks very well. Whether 
it possesses all the virtues claimed for it I do not know, 
but it appeared in demonstration form to be remark- 
ably easy to dismantle and re-erect. The principle is 
that spring-loaded posts are set up between floor and 
ceiling and at suitable intervals. These posts rely on 
pressure against floor and ceiling for their stability. 
The prefabricated panels, doors, and so on, are fixed 
to uprights on either side of the posts, simply and 
ingeniously, the panels clipping into position on spring- 
loaded “mouse-traps”. The finished job is smart and 
has a well-designed look. The manufacturers say that 
prices are competitive. The system was developed by 
an architect. 

WareRITE. Bakelite Ltd. introduced their 1960 range 
of new patterns at a small exhibition in Knightsbridge 
last week. The setting, by Dennis Lennon, was neat, 
but looked very out of place in the Victorian rococo 
hired house more often used for wedding receptions. 
Indeed, the exhibition must have followed hard on the 
heels of a wedding, for there were silver horseshoes on 
the doorstep—and a suspender. The patterns, largely 
by Jacqueline Groag, were interesting and pleasantly 
coloured. 

WittiAMS & WILLIAMS. Pursuing their policy of 
remaining aloof from the Building Exhibition, W. & W. 
have been holding a series of open evenings at their 
showrooms in High Holborn. They are still very pleased 
with Bronek Katz’s interior, and find that they can 
change their display of windows completely in three 
days using the floor and ceiling fixings which he pro- 


Continued at foot of facing page 
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Letters toe the Editer 


Basildon Housing and the Radburn Idea 


Sir,—It is understandable that in a land where modera- 
tion in all things is the ideal, people take fright at 
enthusiasm. But I do object to the insinuation which 
immediately follows: that verve excludes veracity. 

I can assure Mr. Davies that I am not making a God 
out of Radburn. As he knows, I have made a long critical 
study of Radburns in England. And I can assure Mr. 
Crabtree that there was a great deal of relevant elaboration 
at the “Radburn in Britain” exhibition at the Housing 
Centre, which hung for four or five weeks and was 
generally advertised and reviewed. Before this, there was 
the Child’s Eye View exhibition, here in Nottingham, 
which again gave the facts he seeks and illustrated in 
model form most Radburns in Britain. He could have seen 
a television shot of the scheme which I believe superior to 
others and heard me explaining why I think so. There are 
a series of articles under way which will permanently 
record these facts when they are published in the near 
future 

As Mr. Davies shares my ideals and Mr. Crabtree deems 
it useful and stimulating to have discussion, perhaps you 
will allow me to deal with a few further points. 

I believe that Mr. Davies’s point about subsidized large- 
scale housing in the New Towns not lending itself to the 
Radburn idea is not true, as the idea is infinitely adjust- 
able. Contrary to what he says, the underlying economic 
conditions point to the Radburn separation more clearly 
than ever before, and the ultimate will never be reached 
if experimentation is with irrelevant versions of housing 
lay-out rather than with the separation which underlies 
the idea 

Mr. Crabtree imagines wrongly that there are any large- 
scale Radburn layouts at Basildon, a point verified in Mr. 
Davies’ letter. So he turns away it seems from the Radburn 
principle because of the limitations of other layout! No 
wonder I get cross and feel strongly that the idea itself 
has to be defended against this sort of careless, un- 
warranted slander! 

That Mr. Crabtree does not see the relevance of 
sociology, and its importance, is alarming. Unlike some 
master planners of New Towns I know, he has not gone 
through the agony of trying to use knowledge sociologists 
have not got but which they were generally expected to 
have. They have not stressed that motor traffic disrupts 
social intercourse and for sociological reasons, insisted on 
the separation of the species of homo sapien from the 
“internal combustionus.” This is due to their methods and 
their fear of giving any value—judgment, or, to use the 
ordinary word, advice. This is not just “effervescence,” but 
a considered observation, having seen town planners rely 
on sociologists with tragic results, and having studied 
sociology, to make quite sure I could analyse the dilemma 
I had noticed many years ago. Going right through the 


vided. They showed, among other things, a hollow 
section, rigid plastics window. Although it came from 
the production line of their Belgian factory, they regard 
it as a prototype for the English market. It looked 
robust enough, but the finish will have to be improved. 
Cost should be about the same as aluminium. The 
English Electric building in Aldwych is to have polished 
aluminium windows. The window-cleaning contract 
will include the frames. It will be interesting to see 
how bright they stay. 


THE A.B.S. BALL 

Tonight’s the night! About a thousand-odd persons, 
of whom a proportion will be architects, will be 
sedately dining and gyrating at Grosvenor House long 
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discipline of that science I can speak as 
architect, or planner, with similar authority. We all pro- 
fess to plan for people: who, but the sociologist is, 
theoretically, in a position to tell us about people? So 
it is very relevant to the architect that academic sociology 
is geared to aimless statistics 

I will continue to campaign for the Radburn-type of 
separation, which is basically sound, in the knowledge that 
many fertile minds can vastly improve on the dozen or 
so examples in this country, and adapt it, as it is adaptable 
to a hundred and one interpretations, to suit individual 
architects and individual towns. I firmly believe that, 
unsafe roads and footpaths, like belching smoke and leak- 
ing drains, represent something that could simply become 
illegal. Anything that is not a hundred per cent separation 
is unsafe. That principal applies to railways and it should 
of course apply also to cars. 


a sociologist, 


Yours, etc., 


PAUL RITTER 


Film on Timber Preservation 


Sir,—Having invited your representative to criticize our 
film “Timber Exposed”, we cannot complain about the 
views he expressed! However, we were a little taken 
aback by the vehemence of the notice printed in your 
latest issue (“Abner,” page 545, A. & B.N., December 2, 
1959). 

“Timber Exposed” is not intended to sing the praises 
of vacuum/pressure impregnation, but rather to prove 
the reliability of a water-borne preservative under condi- 
tions of severe leaching. The timbers under consideration 
would be certain to decay if used untreated, and no 
specifying authority would consider any other than a 
pressure treatment in such an environment. Hence we 
felt that a long demonstration of the treatment cycle was 
unnecessary in this particular film. We should add that 
the method of treatment is dealt with at length in our 
films covering other fields, for the good reason that there 
are alternative methods of application in those fields 
and so we stress the advantages of our own methods. 

With regard to the laboratory shots, we can say very 
little, except to wonder why they were thought “corny” 
in view of the fact that they cover aspects of mycological 
work which have not previously been filmed. Are they 
also unconvincing? Nobody else has found them so 

Perhaps we should be pleased that this film promotes 
controversy and we thank you for not having let it pass 
unnoticed. 

Yours, etc., 
R. T. SMITHSON, 
Publicity Officer, 
Hickson’s Timber Impregnation Co. (G.B.) Ltd 


Bellrock Stand—Correction 


In last week’s issue the name of the director of Bellrock 
Gypsum Industries Ltd. who wrote a letter about the 
Bellrock stand was Mr. S. H. Flower and not Mr. S. H 
Fowler as stated 


Some of those 


after their normal bed-times tonight. 
present will have the time of their lives, others, drawn 
in by near blackmail or the pangs of conscience, will 
watch the clock as it crawls towards auld-lang-syne 


time. This great artificial jollification would be 
unnecessary if members of the profession were a bit 
more generous towards their Benevolent Society. Quite 
a small annual subscription all round would make the 
world of difference to the A.B.S. and its work. Why 
are so many architects so mean? The P.R.LB.A. 
recently suggested a voluntary increase of 5s. in the 
annual subscription to be paid to the A.B.S. I think 
it would be a good idea, but it is awful little. Many 
architects who do not subscribe could afford £1 a year. 
Are you one of them? Remember Scrooge! 


ABNER 
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Shakespeare's Birthplace: New Building 

The Shakespeare Birthplace Trustees announce plans 
for a new building. The scheme, subject to formal plan- 
ning consent, provides in one spacious building a library, 
administrative headquarters and study centre. 

The building will occupy a site in Henley Street (at 
present partially taken up by a Victorian house which will 
be demolished) flanking the north-west side of the garden 
of Shakespeare's birthplace. 

The architects are Wood & Kendrick & Williams, of 
Birmingham, who have acted for the trust for many years, 
and the Royal Fine Art Commission has approved the 
design and the siting of the building. 

The trustees have decided to link this project with the 
commemoration in 1964 of the four-hundredth anniversary 
of the birth of Shakespeare. Actual operations should 
begin next autumn, and it is intended to open the new 
building on Shakespeare's birthday, April 23, 1964. 

The cost is estimated at £100,000, and the trustees have 
opened a special fund to raise the necessary money by 
allocating £25,000 from their own limited reserves 


Monico Site Inquiry : 
Civic Trust to be Represented 

The Civic Trust will present expert evidence at the forth- 
coming public inquiry into the development proposals at 
Piccadilly Circus, and has retained Mr. Elwyn Jones, Q.c., 
to represent it. The purpose of this decision is not to put 
forward any precise solution of its own, but rather to 
ensure that the important architectural, planning and 
aesthetic issues involved may be fully ventilated and pos- 
sible alternatives considered. 

The trust will call as witnesses a number of persons who 
are qualified to speak with authority on these matters, 
but whose views will not necessarily be identical. 

The president of the Civic Trust, Mr. Duncan Sandys, 
being a member of the Government, will naturally take 
no part in these proceedings. 


Constructional Work in Great Britain 

Constructional work to the value of £504 million was 
carried out in Great Britain by contractors in the third 
quarter of this year, according to provisional figures com- 
piled by the Ministry of Works. This was £11 million 
more than in the second quarter of the year and £40 
million above the first quarter. 

The value of new housing work was £144 million, which 
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was £4 million more than in the second quarter and 
about 10 per cent more than in the same period in 1958. 
The increase was entirely in work done for private 
developers. 

There was virtually no change in non-housing work 
done for public authorities and on private industrial 
building compared with the previous quarter. There was 
a slight increase in the amount of repair work done 

It is provisionally estimated that at the end of 
October, 1,082,000 operatives were employed by the con- 
struction industries. This represents an increase of about 
15,000 compared with October last year, and about 16,000 
more than July this year. The latter increase was entirely 
on new work. Over the same period last year there was 
a decrease of 2,000. 

The provisional index number of the volume of pro- 
duction for the third quarter is 112—nearly six per cent 
more than a year ago. 

Costs continued to be slightly below the 1958 level and 
there was no change in the provisional index number 
for the third quarter of the year. 


L.M.B.A.’s Publicity Arrangements 


As a result of organizational adjustments within the 
N.F.B.T.E., to which the L.M.B.A. is affiliated, Mr. G. C 
Lawrence, who has been responsible for looking after 
the L.M.B.A.’s publicity interests since 1942, will end his 
association with the L.M.B.A. at the end of January, 1960. 

The president and council of the L.M.B.A. wish to place 
on record their warm appreciation of the exceptional 
services rendered to them over the years by Mr. Lawrence, 
services which he has given with skill and distinction. 

The N.F.B.T.E., in consultation with the L.M.B.A., has 
appointed to its permanent staff Mr. J. T. B. Crouch, who 
will take up duties as press relations officer at L.M.B.A. 
headquarters following the association’s annual general 
meeting on January 26, 1960. 


Mr. Stenning—Arbitrator 


R. E. Stenning, secretary, L.M.B.A.., 
Fellow of the Institute of Arbitrators. 


has been elected a 


Fifty Years of Stonemasonry 


The London Association of Master Stonemasons, which 
was founded on December 14, 1909, is celebrating its 
Golden Jubilee with a dinner in the Park Lane Hotel on 
December 14 this year. The guests of honour will be 
Sir Hugh Casson; the Master of the Worshipful Company 
of Masons; the senior vice-president of the R.ILC.S.: and 
the president of the L.M.B.A. The president of the 
association, Mr. D. H. Thornton, F.1.0.8., of Ashby & 
Horner, will preside. 


Proposed new building for the Shakespeare Birthplace Trustees in relation to other properties in Henley Street, Stratford 
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No Postponement of Monico Inquiry: Plan on View Two Days 


Mr. Henry Brooke, Minister of Housing and Local 
Government, told M.P.s. that he wants to reach an early 
decision on the Monico site project. And, six days later, 
the Lords were told that Mr. Brooke had refused to 
postpone the public inquiry (at County Hall, on December 
16) to give opponents of the scheme extra time to study 
the revised plans. The design will be displayed on the 
Monday and Tuesday before the inquiry opens. 

Mr. Brooke, replying to an adjournment debate, said: 
“| think it is only fair to the developers and to everyone 
concerned that there should be no undue delay.” 

The Minister fancied there was no unity amongst the 
critics of the proposed building. Some said it was not 
sufficiently distinguished architecturally; some said it was 
too distinguished—distinguished by its enormous blank 
panels. 

He went on: “Frankly, if there are to be advertisements 
on a new building, the building must be designed to carry 
the advertisements. It is not commonly realized that 
many of the rooms behind the existing advertisements in 
Piccadilly Circus are out of use because the advertisements 
block out the light. 

“I do not believe anyone wants a Piccadilly Circus of 
either stony austerity or unrelieved vulgarity, and, without 
prejudging any particular design, I suspect that the House 
does not wish to do away with the lights of Piccadilly 
Circus altogether. If that is so, I shall try to carry out 
the desires of the House in all that falls on me to decide. 

“Without expressing any view whatever on any parti- 
cular building, I do not intend to be the Minister who 
blacks out the streaming coloured sparkles which mean 
Piccadilly Circus to Her Majesty’s subjects all round the 
globe.” 

Mr. Brooke agreed that it was necessary to have a 
general idea of the way in which the whole Piccadilly 
Circus area might be successfully developed. The crucial 
fact was that it was not all under one ownership, and it 
would be quite impracticable to hold up all redevelopment 
until the time came when the reconstruction of the whole 
could be undertaken simultaneously. 

The traffic line along the north side of the square for the 
future traffic layout was now firmly settled, and it should 
be possible to redevelop the Monico site without prejudic- 
ing final decisions on the eventual traffic layout needed on 
the east and south sides. 

He was not at all sure that a rigid architectural scheme 
to be adhered to over a period of 20 or 30 years would 
stand the test of time. The requirements of the future 
developers were important because the buildings were of 
a commercial nature which must be economically as well 
as architecturally acceptable. 


Two-tier Model Scheme 
Never Approved by L.C.C. 


Answering a point about the two-tier model scheme, he 
said he understood that although this was approved by the 
Planning Committee of the L.C.C., it never went before 
the full council and had not the seal of council approval. 

He was also informed that none of the potential 
developers of the sites around Piccadilly Circus had in- 
dicated that they would be prepared to work to the two- 
tier system at all. 

Mr. Brooke said that Mr. Kenneth Robinson (Lab., St. 
Pancras, N.), who initiated the debate, had urged that 
Piccadilly should be an area of comprehensive develop- 
ment. The Minister said: “If the L.C.C. should come to 
me with that proposal, I siould certainly sympathetically 
consider it.” Up to the moment his information, however, 
was that the L.C.C. had not been prepared to seek this. 

Mr. Brooke said he had been examining whether it 


would be possible to get some public discussion before- 
hand of important projects. But it was not an easy prob- 
lem to solve. Judgment on any important project was 
impossible without seeing the plans and the problem was 
by what criteria one ought to select those planning appli- 
cations which should be put on view and exposed to public 
appreciation or criticism. This was harder because it 
was seldom that a planning application, once put in, 
remained unmodified 

Mr. Robinson said his objection to the building applied 
with almost equal force to the modified version ot the 
building which had not yet been seen by the public in 
general. He found it extraordinary that a building as 
important and as large as the Monico project should be 
designed by a firm of architects who were “just able to 
scrape through the regulations which permit the practice 
of architecture”. 

Mr. Robinson said the firm was Cotton, Ballard & Blow 
Mr. Cotton, he understood, was the developer of the site 
and not an architect; Mr. Ballard, he was told, was dead: 
and Mr. Blow was not even an associate of the R.I.B.A., 
but was a registered architect-—a lesser qualification. 

(Mr. Brooke later said that an architectural firm of high 
repute, not the firm mentioned by name, had, he under- 
stood, been entirely responsible for the exterior of the 
building.) 

Mr. Robinson said he considered the proposed building 
to be bad in shape and he disliked its proportions. He 
disliked the relationship between the tower and the podium 
and he found the whole architectural treatment un- 
inspiring. He appreciated that this was only a layman's 
view, but said he had never subscribed to the view that 
one had to be a hen to pass judgment on an egg 

The main tower of the building, as it would be seen 
from Piccadilly Circus, was to be nothing less than an 
advertisement hoarding !70ft high covered with illumin- 
ated advertisements. He did not accept that Piccadilly 
bright lights need be equated with advertisement signs. 
But even if one did he did not think one could justify a 
tower of advertisements which would in effect be a light- 
house visible half-way across London. He preferred 
advertisements not very much above the pedestrian’s eye 
level. 

He was certain that the problem of advertisements on 
buildings had not been settled by the proposed develop- 
ment, 

Another objection voiced by Mr. Robinson was that the 
building was inconsistent with the planned development 
of the whole Circus area, and it would put paid, if 
implemented, to any comprehensive integrated scheme of 
development. He thought the planning and layout of the 
L.C.C.’s comprehensive “national scheme” were excellent 


Differentiated Levels for 
Pedestrians and Traffic 


He thought the idea of differentiated levels for 
pedestrians and traffic was a brilliant feature. But there 
was only one satisfactory solution to the Piccadilly 
problem, and that was for the whole area to be declared 
an area of comprehensive development under the 1947 
Town and Country Planning Act. He submitted that 
because Piccadilly Circus was unique, it was wholly 
appropriate that the L.C.C. should aquire and develop 
what was after all the focal point of the capital city of 
the Commonwealth. He suggested that it might provide 
an opportunity for an open competition. 

Mr. Robinson summed up: “I regard this public inquiry 
into the Monico site as absolutely a test case. What 
happens as a result may well decide the architectural 
shape and planning of the West End for the next 100 years 
at least. Applications for development sites all over the 
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In Parliament—continued 


place are beginning to pour into the L.C.C., and many 
more are pending, at sites in Seven Dials, Cambridge 
Circus, Shaftesbury Avenue, Charing Cross Road and 
other places. 

“If these developments are left to the unfettered and 
uncontrolled whims of private enterprise, the West End 
will become the sort of architectural jungle that the City 
of London has become since the war,” he said. 

The news that no postponement would be allowed was 
given to the Lords on Wednesday, December 2, by Earl 
Waldegrave, Parliamentary Secretary, Ministry of Agri- 
culture, who had been answering peers’ questions about 
the project. The public, he said, had been aware of the 
general scheme on the Monico site since March 13, when 
newspaper articles and photographs were published. He 
held up a number of photographs and said that objectors 
who had not started preparing their case could do so 
from that day 

It was an exceptional step, said Lord Waldegrave, to 
make plans available before an inquiry, but it was being 
done in view of public interest. 

The Marquess of Salisbury criticized the Government 
for allowing only two days between publication of the 
amended scheme and the inquiry. “The purpose of an 
inquiry of this kind, as I understand it,” he said, “is to 
inform the Minister and the public of all the views held 
in regard to a proposed scheme. In the present case I 
cannot help feeling that the only result will be that the 
inquiry will be in the nature of a farce.” 

There were cheers when he added: “The promoters 
and the L.C.C. will have plenty of time to prepare their 
case, but the objectors will have little time to get theirs 
properly presented.” 

Replying to Viscount Esher, Lord Waldegrave said 
that postponement until comprehensive plans were ready 
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Structural design for the winning scheme in the Elevated 
Motorway competition described on the facing page 


would hardly be desirable. Development would take 
many years, and Mr. Brooke was reluctant to leave the 
north side derelict until the whole site was developed. 
“The developer must provide the design and submit it to 
the planning authority,” he added. “Normally that is 
the end of the matter.” 

Earl St. Aldwyn, Government chief whip in the Lords, 
interrupted further questioning to say that the exchanges 
were developing into a debate. 

The previous day Lord Conesford had asked whether 
the plans which the L.C.C. submitted to the Royal Fine 
Art Commission in February had disclosed the fact that 
the building was to be surmounted by a rotatable crane. 
Lord Waldegrave said: “I understand that no plans sub- 
mitted by the applicant to the council, or by the council 
to the commission, have included a crane.” Lord Cones- 
ford said he was not suggesting “that the crane was any 
more disreputable than the rest of the building”. 

Lord Conesford also asked whether the L.C.C. had yet 
submitted to the commission plans of the improved eleva- 
tion of the lower part of the proposed building, “which 
they agreed to be necessary to meet the commission’s 
criticism”. Lord Waldegrave said that, as yet, the L.C.C. 
had not themselves received the revised plans from the 
developers. 

The Earl of Swinton asked: “If this inquiry is going 
to take place so soon, who is going to represent the public 
interest? ... Will the Royal Fine Art Commission or some 
trust, or some body representing the public interest, be 
there to represent the views that have been so widely 
canvassed in both Houses?” Lord Waldegrave said: “The 
public is represented at this inquiry, and I understand 
that any member of the public or any organization 
representing the public has a full and perfect right to be 
represented at the inquiry.” (November 26.) 
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First premiated design (£500) by W. F. G. Crozier, J. D. Bennett, and C. G. Kerrey [No. 6] 


ELEVATED MOTORWAY COMPETITION 


in 1958 the former Minister of Transport suggested that there should be a national competition for the design of an 
elevated motorway. As a result of this suggestion the Prestressed Concrete Development Group promoted a competition 
for the design of an elevated motorway in prestressed concrete. Designs submitted had to be based on the use of prestressed 
concrete, either on its own or in conjunction with reinforced concrete. The scheme had to include an elevated road on the 
same line as an existing road and carried above it on piers located in the central strip dividing the two carriageways of 
the lower road on which traffic would continue both during construction and after completion; and a length of this road 
shor t-circuiting a section of the lower road so that a more economic arrangement for the supports could be adopted, limited 


only by the requirement that the area below the elevated road could be used as a car park 


@ First premiated design: 
W. F. G. Crozier, J. D. Bennett 
and C. G. Kerrey 


@ Second premiated design: 
E. O. Measor and A. Bailey 


@ Equal Third premiated designs: 
F. Graham; R. W. Hobbs; Ulrich 
Finsterwalder and E. Paulus 


@ Assessors:* H. C. Adams, 
C. P. Andren, A. G. Jury, Lt.-Col. G. W. 
Kirkland and Sir Herbert Manzoni 


Entry No. 6 


This entry is recommended for the first prize because 
it is a clean design aesthetically acceptable, structurally 
good and provides a reasonable traffic solution for a 
design speed of 50 m.p.h. It is, however, not well presented 
but the assessors feel that this should not be allowed to 
detract from its merits. 

In the report submitted the transverse units of the motor- 
way are designed for all possible loading conditions. The 
stresses employed are satisfactory in all the cases con- 
sidered, but there may be a critical section about 7ft from 
the end of the cantilever. 

The spine beam is stressed after the in situ section of 
the deck has been poured. The composite effect is not 
considered in the calculations, which assume that the whole 


*respectively: Ministry of Transport; Traffic Engineer, University College, London 


Engineer, Birmingham 


of the prestress goes into the spine beam. Otherwise the 
calculations are thorough and give a satisfactory analysis 
of torsional and point load problems. 

The parking section of the motorway is designed in 
reinforced concrete on an ultimate lead basis 


Entry No. 9 


This entry is recommended for the second prize because 
it is structurally sound and provides the best traffic solu- 
tion among the entries, as well as being well presented. 
Aesthetically it is considered poor in that functionalism 
appears to have been taken too far with the over-elabora- 
tion of elements. Some clothing of these elements would 
improve the design and it is considered that the parapets 
are unpleasantly heavy in appearance. 


City Architect, Glasgow; Past President, Prestressed Concrete Development Group City 
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ALONG CENTRE UME OF LOWER ROAD 


® CAR PARKING AREA 


Second premiated design (£200) by E. O. Measor and A. Bailey [No. 9] 


From the structural viewpoint the design is simple, 
employing prestressed T-beams side by side longitudinally 
with an in situ topping. A large transverse prestress is used 
to counterbalance the effect of the four 6-ton excess wheel 
loads and an analysis employing distribution coefficients 
is provided. The supporting frame is designed by strain 
energy methods ignoring bending moments in all the 
members except the top boom of the truss. The calculations 
generally are thorough, but high stresses are used in places 
and the losses assumed in the pretensioned units appear 
to be low 


The construction method appears to be simple and 
satisfactory 
Entry No. 8 


This entry contains several errors in the calculations, 
some of which, if corrected, would tend to cancel each 
other so that a not dissimilar solution would appear. 
Erection would be rather difficult, but the traffic solution 
is reasonable. From the aesthetic viewpoint the solution 





is simple with supports which might not appear unpleasing 
individually, but which in continuation would certainly 
appear fussy. 

[he calculated bending moment at the junction of the 
cantilever and the spine beam due to the point loads is 
much too high and consequently the calculated prestressing 
force is excessive. In the spine beam the calculations are 
more satisfactory, but insufficient allowance is made for 
the losses of prestress. The load distribution for transverse 
bending, however, is not valid and the case of loading 
on one side (two lanes) of the motorway has not been 
considered. Some amendment to the column design would 


be necessary to avoid excessive tension under these 
conditions. 
Entry No. 13 


This design is unique structurally and aesthetically satis- 
factory, but erection may be difficult since it is prestressed 
mushroom-type construction using 100 per cent in situ 
concrete. The traffic arrangements are not good in that 
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Third premiated design (£100) by F. Grahan [No. 8] 
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ELEVATED MOTORWAY COMPETITION 


short weaving lanes are provided and no design speed is 
stated. 

The report claims to be based on exact statistical calcula- 
tions and model analysis of a structure that has been built, 
but no specific reference is given to justify some of the 
statements given in the report. 

The calculations submitted for the competition only con- 
sider bending of transverse sections with four excess wheel 
loads of 6-ton on one carriageway. No effects due to 
bending about a diagonal are considered and there is no 
drawing showing the prestressing details. Reasonable 
stresses are used throughout the calculations, but these are 
based on an 80ft by 80ft mushroom, whereas the drawings 
indicate a 60ft by 80ft standard component. 


Entry No. 10 

The simple form of this design with its antipodal 
supports is aesthetically pleasing and produces reasonable 
solutions to the traffic problems. From the structural design 
viewpoint, although employing pre-cast units weighing up to 


ies 


32 tons each, the design is generally thorough bi. 2. 
loaded 


the worst case of live loading to be two lanes iu! 
and the other two lanes one-third loaded 

Various assumptions have been made . Unig i.e dis- 
tribution of the loading and it is suggeste. that a model 
analysis should be used as a design check. This is parti- 
cularly desirable in connection with the arrangements for 
articulation in the legs of the piers. The distribution of the 
six ton-point loads is very conservative as compared with 
a Westergaerd analysis. 


Entry No. 2 

This entry was attractively presented and the longitudinal 
arch is pleasing. The heavy base and monumental supports 
are considered disadvantageous. 

Structurally the design is inadequate for the continuous 
prestressed beam using pre-cast and in situ T-beams with an 
8in in situ slab. The cement distribution analysis contains 
errors and no account is taken of the composite action or 
transverse distribution effects of the top slab. 
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TOP, DESIGN FOR SINGLE DIRECT.ON RAMPS 
APPROACHING PARALLEL TO THE ELEVATED ROAD 


Third premiated design (£100) by R. W. Hobbs [No. 


DETAll OF CORMICE 


4 Third premiated design (£100) by Ulrich 
Finsterwalder and E. Paulus [No. 13] 
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TYPICAL DETAIL AT M.D-SPAN 


ELEVATED MOTORWAY COMPETITION 


Inadequate structural detail has been provided. The 
prestressing force at the add-span section is too small and 
continuity is unlikely to be achieved 


Entry No. 3 

There are considerable merits in this design from the 
construction and erection point of view and much thought 
has been given to the solution submitted. Traffic considera- 
tions appear to be adequate. From the aesthetic viewpoint. 
however, the unusual supports appear somewhat massive 
and inhuman in scale 


Entry No. 22 

This design is aesthetically pleasing and although there 
are weaknesses in the structural design, it is considered 
that these could be suitably amended. There is an in- 
genious use of a prestressed in situ trough section which 
supports a deck slab spanning transversely between longi- 
tudinal stiffeners. The deck consists of pre-cast prestressed 
concrete slabs of inverted T-section with in situ topping. 
The design assumes that these units could be dry jointed 
to form part of the compression flange for longitudinal 
bending. Other structural details require modification 
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Above, entrance from the main street and, below, arrival at the first floor banking hall by escalator connection. 
unusual feature is incorporated in Barclays Bank at Birmingham, illustrated on pages 586 to 588 


BANKS TODAY III 


This week we continue a survey of Banks 

Today, started in the ‘‘Architect and 
Building News’’ on January 21/1, and 
followed by a second issue on March ||. = 
This issue contains: — 
@ Escalator Bank, Birmingham 

@ Bank at Kingston-on-Thames 

@ Bank in Curzon Street 

-@ Chartered Bank, Regent Street 


@ University Bank, Liverpool 
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ARCLAYS BANK LTD. were the 

first joint stock bank to build a 
first-floor banking hall with escalator 
access from street level, and in their 
new High Street premises they have 
again used this arrangement. This is 
the second new branch of Barclays to 
be opened in the Birmingham city 
centre during the past five years and 
to it will be transferred business from 
other city centre branches likely to 
be affected by the various central 
area reconstruction schemes on which 
work has already commenced. 

Town planning considerations, in 
fact, amply justify this move away 
from the conventional ground-floor 
corner siting of banks in shopping 
streets and the often inadequate car 
waiting facilities for customers. The 
long frontages of banking halls also 
break up the continuity of shopping 
frontages which affects the pros- 
perity of shopping streets. 

A branch bank is a_ necessary 
feature in the development of any 
shopping street or market hall, trans- 
port terminal, industrial estate, etc., 
and it is, therefore, an interesting 
development to provide bank premises 
ction with the bank hall at first-floor level permitting the maxi- 

mum economic development of the 
retail shopping frontage. Having thus 
departed from convention, the way is 
opened for a completely new three- 
dimensional conception of bank 


ESCALATOR BANK AT BIRMINGHAM design with possibly “drive-in” and 


ee 


Architect: R. J. A. GAZZARD, Premises Dept., Barclays Bank Ltd. 

Assistant Architect in Charge: D. H. W. GRIFFITH 

Structural Engineers: W. V. ZINNS and Associates 

Heating and Ventilating Engineer: E. A. COUZENS 
Quantity Surveyors: SILK and FRAZIER Grille separating ground floor and basement 
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Bottom, the banking hall 
seen from the working 
side of cashiers’ desks. 
A low-pressure hot-water 
system from a calorifier, 
located beneath the 
escalator, serves heating 
panels positioned above 
the acoustic radiant 
heating ceiling. Heat is 
locked down on to the 
steel ceiling by the 
Fibreglass quilt. Roughly 
half the thermal output 
is transmitted in this 
manner 


facilities for customers’ 
vehicles beneath the banking hall 
alongside strongroom accommoda- 
tion at street level, perhaps with the 
strongroom door visible from the 
Street 

In cities such as Birmingham, with 
limited shopping frontages, the differ- 
ence in rental between ground floor 
and first floor is considerable, and in 
this case it is sufficient to write off 
the £22,000 cost of the lifts and 
escalators in less than four years. 

[he architectural treatment of the 
banking hall is unusual (as far as 
banks are concerned) as is the siting 
and it is of interest that a branch of 
this description should serve a popular 
multiple store shopping area 


walling 





The scale of the City Centre House 
project is such that the new bank 
may be considered as a_ building 
within a building. Above a basement 
area reservation of 2,570 sq ft the 
developer’s architect made provision 
for a first-floor banking hall of 3,860 
sq ft and an IIft entrance, 60ft long, 
connects the basement and first floor 

The basement is used for strong- 
rooms, toilets, staff room, storage, 
with the public space, bank office, 
manager's rooms, machine room and 
kitchen at first-floor level 

A first-floor banking hall does not 
attract the same amount of attention 
as a ground-floor bank, and from the 
beginning the bank had to be pre- 
pared to compete, as far as frontage 


suspended ceiling 
Tusteiling over Boffrm* 
1x3 
10-0 


off! 


8:0" 
« suspended floor 


«suspended ceiling 


~ suspended ceiling 
1i0-O* 
wtfl 


SECTION 


and design were concerned, with its 
two immediate neighbours, a_ tailor 
on one side and a jeweller the other 
Rather than attempt to compete in 
terms of neon coloured tiles 
and chrome, it was decided to frame 
the bank entrance in a simple black 
proscenium arch to stop off tne tangle 
of commercial development on either 
side The brightly illuminated 
lator 1s within a dark picture 
frame, which its closed at nigit, by the 
same silver bronze panelled entrance 
doors which by day fold back to form 
reveals to the armourplate doors 
through which the escalator is seen by 
passers-by. 

A mural designed by James Hart 
runs alongside the escalator giving a 
feeling of movement in the long, 
narrow entrance hall 

4 first-floor escalator bank is a com 
pletely different architectural ex 
perience. Instead of entering through 
the doors of the vestibule, the 
customer enters through the floor of 
the public space. The whole of the 
wall at the head of the escalator is 
faced in Ashburton marble, setting te 
tone of the banking hall. The accom 
modation has been planned through 
out to give intervisibility with the 
various functions of the banking hal! 
enclosed be ind creens, by 
which contact between customer and 
staff is improved and personal atten 
tion becomes more prompt 


signs, 


esca 
seen 


glass 


Acoustics 

The premises are equipped through 
out with a fully fitted ceiling, 
suspended 3ft 3in beneath the struc 
tural slab. This conceals service runs, 
including ventilation, and an overall 
acoustic absorbent for the following 
principal noise sources 

1. Book-keeping machines and type 
writers 

2. The escalator 
belt 

3. The 
equipment. 

4. General banking operations, con- 
versation, coin counting, franking, etc 

5. Accelerating one-way traffic in 
High Street. 


and the conveyor 


heating and _ ventilating 
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Fittings Contractor HARRIS and SHELDON LTD. 


General Contractors: 
SIR ROBERT McALPINE & SONS LTD 


Sub-contractors and suppliers: 


Ant:-condensation Compound (Seculate): British Lead Mi.ls Ltd. Armourplate Glass Doors: Pilkington 
Bros. Asphalt: Val de Travers Asphalte Ltd. Book-keeping Machines: National Cash Register Co. 
Ltd. Chairs and Kitchen Units: Hea's Contracts Ltd. Chairs: Hille of London (Midlands) Ltd 
Conveyor Belt: Evans Lifts Ltd. Decoracor: Harris & Sheldon Ltd. Dome Lights: Henry Hope & Sons 
Ltd. Double Glazing: Isotherm GI si by Hill Bros. Glass Co. Ltd. Drawdropes (Luxafles): Scottish 
Aluminiumware. Electrical Insicl'ati n: Etna Lighcing & Heating Co. Led. Electric Clocks: Baume & 
Co. Ltd. Engineering Bricks: Barnett & Beddows Ltd. Engraving and Architectural Metalwork 
Frank Baker & Sons Ltd. Fabrics: Primavera Ltd. Floor Finishes: Korkoid Decorative Floors. 
Floor Finishes (carpe’s): Surecrafe Uphcistery. Glazing: Hill Bros, Glass Co. Led. Handrails: Marley 
Tile Co. Led. Hecting and Vent ia ing: Sulzer Bros. (London) Ltd. Hot Water Services: Couzens & 
Akers Led. Illuminated Sign: Pearce Signs Ltd. Incinerator (Barrywald): Saniguard Appliances Ltd. 
Leathercloth: imperial Chemicel Industries Ltd., Leathercloth Division. Lifts and Escalator: Otis 
Elevator Co. Led. Light Fittings: A.E.1. Lamp & Lighting Co. Led. Linoleum: Jas. Williamson & Son. 
Metal Windows: Hol oplast Ltd. Mirrors and Glass: Glass (Coventry) Ltd. Mosaic Fixer: Webbs (Kings 
Heath) Led. Mosaic Mural: Richard Tiles Led. Persona! Branch Exchange: General Post Office. 
Plastering: Carlite. Plumbing: J. S. Wright & Co. Ltd. Safemakers: Chubb & Sons Lock & Safe 
Co. Ltd, Sanitary Fittings: Doulton & Co. Led. Security Grille: Francis Dudley & Co. Silver Bronze 
Extrusions: McKechnie Bros. Stee! Furniture: Sankey-Sheldon Ltd.; Pel Led.; Evertaut Led. Sound 
Insulation: Burgess Products Co. Ltd. Terrazzo: Philip Cecconi & Son. 





Top,§the manager's office. Below and left, detail of the cashiers’ desks 


R silverbronze glazing capping 


- Vs plate glass 

= 

| SCREEN IN 
BANKING 
HALI 


siiverbronze channel 
ry yer 
y Z yf A-metal dowel 


Ue A /-fozt ebonised hw 
's 4\4 ai 


-=e 


rr rey 


ebonised hw 


—block lino 

















THE ARCHITECT and Building News, 9 December 1959 











SECTION A-A 


lettadle office space 


FLOORS SCALE: 1 IN=16 FT gi” 


clerks office 
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Above, a general view. Right, push plates on the main doors Re hs Aen 
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BANK AT KINGSTON-ON-THAMES 


Architects: WESTWOOD SONS and Partners 


THs project consisted of an office building to be let, with 
the bank as tenant on the ground floor. A lift was added 
at a later stage, and some modifications were made to the design. 

The clients for the bank were anxious that after closing hours 
it should not look too dull among the adjacent brightly lighted 
shops and that the facade should not look too “flat”. With 
these two points in mind, the windows were carried up to the 
ceiling and the ceiling itself was built up of ribbed asbestos 
in various planes, giving a saw-tooth section. Specially designed 
ranges of lights in brass were incorporated as an integral part 
of the design. The ceiling thus became an attractive feature 
as seen from outside. 
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banking hall. A pleated ceiling is 
combined with suspended light fit- 
tings to give additional interest to 
the interior. The ceiling is detailed 
to the right m., 
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General Contractors: IDES LTD. 
Sub-contractors and suppliers: 





Carpeting: Afia Carpets Ltd. Clock: Baume & Co. Ltd. Door Handles: Z. Bieniawski, Esq. Floor Covering 
The Lino Tile Co. Led. Furniture: Hille of London Ltd. Furniture and Curtains: Primavera. Glass: Faulkner 
Greene & Co. Ltd Joinery and Shopfitting: Harris & Sheldon Led. Lettering: The Lettering Centre. Lift 
Hammond & Champness Ltd. Lighting Fittings: Venreco Ltd. Locks: Hobbs Hart & Co. Ltd. Marble: Fenning 
& Co.Ltd. Night Safe: Chubb & Son's Lock & Safe Co. Led. Projecting Sign: Pearce Signs. Stee/: Cahill & Wells 
Strongroom: Chatwood-Milner Led. Window Controls: Teleflex Products Ltd. 


A canopy, finished underneath in 
ceramic mosaic, was designed to give 
separation between the bank and the 
offices above. A marble stall-riser was 
made in facetted slabs and the en- 
trance doors in American _ black 
walnut, boldly moulded with specially 
designed brass pushes with the firm’s 
grasshopper engraved in black. When 
open, the doors form the side walls 
to the entrance lobby. 

The front, including the hanging- 
glass name board, is illuminated by 
a cold cathode tube built into the 
back of the teak fascia. 


Interior Design 


The interior consists of a banking 
hall with accommodation for seven 
clerks and four cashiers, manager's 
room and waiting room, office space. 
lavatories, etc. Decoration is intended 
to strike a somewhat lighter note than 
is normally associated with banks. 
The counter has no grille; the walls 
are panelled very simply in wych elm; 
there is comfortably arranged writing 
space; the colours are white (high 
ceiling), pale blue (low ceiling), grey 
and red (lino on floor), with a red 
leather writing table. 














> Some 


Phe ig oF . 
Pat SNS Be 2 


ore 





ve Both the bank and general off ce space on upper 
floors were designed by the same architect 


BANK EIN CURZON STREET 
Architects: BRIDGWATER and SHEPHEARD 


Assistant Architects: GEORGE WEST and ERIC LE FEVRE 
Quantity Surveyor: J. A. BURRELL 


HE site for this new bank is at 

the west end of 14 Curzon Street 
beside Crewe House Iwo bays of i 
the ground floor of the main building 74 
and part of the basement were 
acquired by the bank who required 
work space for manager, three 
cashiers and seven clerks, an inquiry 
counter and the usual ancillary 
accommodation PLAN AND SECTION SCALE: LIN=12 FI 


Exterior jee -ccmmpemcr ee 


Externally, the bank has a marble mr ee “ie pe 
facing in West Stella with a Roman es nt 
Stone cill and Belgian Black granite 
plinth. Main window frames and we I 
entrance doors are in silver anodized i 
aluminium with black anodized alu- 
minium glazing beads. The chute to a 


the night safe is treated unusually, 

as a free-standing object which pierces 3 managers office ¥ 
the glass facade, and is encased in == 
stainless steel. A coloured crest, 


positioned on the manager's window, 
is vitreous enamelled with brilliant * 








cutting and acid etching. i 





SCALE: 1IN=6FT 
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Above, a detail of the entrance elevation 
with, right, a section through the silver 
anodized frames to the glass front. 
Below, the staircase which links base- 
ment accommodation with ground floor scaLe: 1IN=2 FT 
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SECTION THROUGH MAIN GLAZING 
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Above, part of the manager's .office 
Below, the banking hall. Walls are 
lined full height with crown elm 


veneered. The floor is finished with 
linoleum tiles mainly a marbled grey. 
At ceiling level, a structural beam 
across the middle of the banking hall 


is masked by a louvred-tile light fitting 
at each side, throwing light on to the 
counter and ledger desk. 





SECTION THROUGH LEDGER DESK SCALE: 1 IN=12 FT 


General WATES LTD 


Sub-contractors and suppliers: 
Carpet: Hugh McKay & Co. Ltd. Curtain (Manager's Room) 
Ltd. Curtain (Banking Hal!): Edinburgh Weavers. Date Box 
Decorative Crest: London Sand Blast Decorative Glass Works Ltd. Door Mat: The 
Association for the Genera! Welfare of the Blind. Electrical installation: Troughton 
& Young Ltd. Fascia Lettering: G. P. Kershaw Ltd. Fittings: Troughton & Young 
Led.; Rotaflex. Flooring: Korkoid Decorative Floors. Front Window: Ajax Archi- 
tectural Products Ltd. Furniture: Knoll International Led. Furnishing: Heals 
Contracts Ltd. /ronmmongery: Laidlaw & Thomson Ltd; Dryad Metal Works Led.; 
A. J. Binns Led. Joinery: Holland & Hannen & Cubites Led. Marble: J. Whitehead 
& Sons Ltd. Pen and ink Wells: The Easterbrook Pen Co. Ltd. Plumbing: A 
Grant & Sons. Sanitary Fittings: John Bolding & Sons Ltd; Adamsez Lcd. Strong- 
room and Night Safe: Chatwood-Milner Led 


Contractors 


Sanderson Fabrics 
Lettering Centre 
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The bank crest adjacent to entrance 
doors 


THE 

CHARTERED 
BANK, 

REGENT STREET 
Architect: DAYDON GRIFFITHS 


Partner in Charge 
ROBERT U. ROBINSON 


HE new premises of the Chartered 


Bank are situated on the corner 








of Regent Street and Charles II 
J Street. in a new building recently 
77 completed for the United Kingdom 





Atomic Energy Authority 
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tel s .- - The ground floor consists of a 
LONG SECTION banking hall, wita manager's, 
J accountant’s, and machine’ rooms, 
together with general office space 


GROUND-FLOOR PLAN 


; adjoining, while the basement ts used 
SCALE: 1 IN=16 FT . 


entirely for strong-room, book-room. 
cloakrooms and filing 


Finishes 


Extensive use has been made of 
Trave-tine marble for the floor to the 















eam — machines typists public space, and flanks of main 

rT u oj columns and window reveals, while 

] ; +. Bleu Belge marble has been used on 

cashiers moil | “4 front faces of columns as well as 

. See a pe | skirtings to the banking hall. Floors 

t +4 a A { to working areas and offices are in 

me J , rene Muhuhu wood block. Main counters 

aie are in oak with inset black linoleum 

C1 Ts tops (the nosing to the top of the 
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General Contractors: HUMPHREYS LTD. 


Sub-contractors and suppliers: 


Acoustic Ceilings and Wall Linings: Hermeseal Acoustics Ltd. Bronze Windows, Entrance Doors and 
Balustrading: Charles Spreckley & Co. Ltd. Bronze Lettering: J. Akers itd. Counters, Wal! Panelling, 
Internal Doors, Bank Fittings and Carving: Samuel Elliott & Sons (Reading) Ltd. Door Furniture: A. J 
Binns Led. Electric Clocks: Standard Time Co. Ltd. Electrical ins:aliation: Bell Bros. & Co. (London) 
Ltd. Fire Equipment: Automatic Sprinkler Co. Led. Furniture and Carpets (Manager's and Accountant's 
Offices): Harrods Led. Heating and Ventilation: Carrier Engineering Led. Illuminated Ceilings 
Lumenated Ceilings Ltd. Internal Telephones: Reliance Telephone Co. Light Fittings: The General 
Electric Co. Led. Marble Facings, Linings and Flooring: Art Marbles, Stone & Mosaic Co. Ltd. Mural 
Artist: T. C. Renwick Adams of Adams Design Associates. Plastics Lettering: Drakard & Humble. 
Plastering and Fibrous Plaster: Thompson Bros. (London) Ltd. Plumbing and Drainage: W. H. Earley 
Rubber Flooring: North British Rubbar Co. Led. Strongroom and Bookrooms: Chatwood-Milner Led 
Terrazzo Work: Marriott & Price. Window Control Geer: Arens Controls. Window Displays: Charles 
Barker & Sons Ltd. Wood Block Floors: S. Bennett & Sons Ltd 


DETAIL OF FLOWER BOX COUNTER FRONT 
SCALE: 1/6 FULL SIZE SCALE: 1/6 FULL SIZE 
v vWv 
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Above, the banking hall looking 
towards the glazed accountant's 
office and decorative panel adja- 


cent to the entrance. 


Detail of 


the flower box and counter front 
is shown to the left. 
telephone booth 


Below, the 
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SECTION THROUGH 
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Continued from page 594 


green hide panels with sycamore sur- 
rounds, and brass edging and dividing 
strips. 

The cashiers’ counter is at a single 
level, on which are mounted oak 
writing slopes with cream leather 
fronts incorporating ink-stands and 
credit slip trays. At the rear of the 
cashiers’ enclosure is a plastic faced 
mural in a sycamore frame depicting 
the bank’s areas of operation over- 
seas, mounted on a background of 
oak knuckle-bone panelling divided 
by vertical bands of dark red Vynide. 
The securities and foreign exchange 
counter is at two levels to allow 
working at desk height. 

The main ceiling over the banking 
hall is a fibrous plaster folded slab 
with inset port-hole type lights, while 
the ceilings to the remaining areas 
are filled acoustic boards’ with 
recessed fluorescent light fittings and 
directional spotlights. 

The manager's room is panelled 
in vertical oak panels with a con- 
trasting wood dividing bead and a 
black linoleum _ skirting. In_ the 
accountant’s room finishes are similar 
except that the wall to the main 
office is glazed. 


Top left, the cashiers’ desk from the 
working side. Detail to the writing 
slopes is shown under. Left, part of the 
foreign exchange section. Wall panel- 
ling is also detailed. Above, a clock 
and date indicator. Special directional 
spotlights are provided over worktops 
and waiting spaces to give additional 
light where necessary. Floor finish to 
working spaces is in Muhuhu wood 
block 
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The bank was designed to have maxi- 
mum appeal to university students who 
are its main clientele. Above, the 
completed bank within a terrace of 
shops. Below, the clerks’ and tellers’ 
spaces 





shop 


ground 
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Premises before co1version 


UNIVERSITY BRANCH 
BANK AT LIVERPOOL 


Architects: SPENCE ATKINSON, 
ANTHONY CLARK and Partners 


Assistant Architectin Charge: 
BRIAN F. EVANS 


Quantity Surveyors: 
J- YOUDAN BRIGGS and Partners 


HE site is a small shop in old 

terraced property centrally situated 
within the precinct of Liverpool 
University. The whole premises are 
smaller than some manager’s rooms 
in more august branches. 


Design 

The clients wished to form a new 
temporary branch with its architec- 
tural treatment having the maximum 
appeal to university students who 
would be its main clientele. It is a 
temporary branch with an anticipated 
life of, say, five to ten years; this 
allowed a more uninhibited approach 
than is usual in bank design, and 
determined the maximum use of in- 
expensive, non-permanent materials. 
Gay, colourful atmosphere’ was 
required so that the premises would 
be inviting and less formal and awe- 
inspiring than the more usual stolid 
character of most branch banks. 

Extremely limited space determined 
maximum lightness of form, the least 
amount of visual restriction and the 
careful selection and positioning of 
materials to give directional emphasis 
to increase the apparent size of the 
bank, e.g., floor to ceiling mirrors at 
end of counter to “double” its length, 
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announce the issue of d 


NEW CATALOGUE 
OF PATENT 


GLAZING 


52 pages of half full size details of 
typical installations of roof and 
sidewall glazing, lantern lights, 
canopies and domes, together 
with examples of special 
work. Architects and 
Structural Engineers 
are invited to send 
for copies now 
available 
gratis 
from 


HENRY HOPE & SONS LTD 


Smethwick, Birmingham & 17 Berners Street, London, W.1 
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DECEMBER 





Far-Air 


filters save their cost 


Hotels, cinemas, restaurants, foundries, and other large 





establishments where clean air is essential have found 


that Far-Air installations can save approximately 75 % 








of their previous annual expenditure. 
Comparison of Far-Air with similar filters in identical 
applications shows that Far-Air filters are unequalled for 


efficiency, have indefinite life, hold 50°, more dirt, 





and need less frequent attention and maintenance. 4 OG 


Intermit Limited has set up nation-wide 


| DECEMBER 


centres for the economical “laundering” 
and servicing of F/S and other air filters. 


Or you can “do-it-yourself”. 


... within 2 years 











4° and 2° Far-Air Viscous Panel Filters Far-Air self-washing filter. Far-Air Grease Eliminator. 








for high efficiency at low cost... 


interpose an INTERMIT Far-<Air filter 


INTERMIT LIMITED + BRADFORD STREET + BIRMINGHAM 5 * PHONE: MIDLAND 7961 


! 
MEMBER OF THE aay BIRFIELD GROUP 


aait 














Above, the banking hall with manager's 
office beyond. Right, the manager's 
office. The wall finish is Lionide and 


the ceiling rilled insulation board. 
Floors are sheet linoleum 


BANK AT LIVERPOOL 


corrugating the counter front to give 
increased surface area, slotted ceiling, 
diaper-patterned ceiling lighting, etc., 
marked colour contrasts avoided in 
internal decorations 


Accommodation 

The accommodation provided in- 
cludes the banking hall and manager's 
room on the ground floor, staff room 
and toilets on the first floor and 
storage space on the second floor. 


Construction 

The premises are very old and, 
although in a dilapidated condition, 
had only minor structural defects. 
Replacement of the existing shop by 
the new frontage to the ground floor 
involved no major alterations § to 
the structure. A limited contract 
period of only a few weeks, and the 
deplorable condition of existing 
building with uneven walls and ceil- 
ings, determined that inside finishes 
should be of dry construction, and 
therefore walls and ceilings were 
battened out and faced with wall 
boards, faced with small-scale pattern 
washable plastics sheeting. All joinery 

except counter top—is in painted 
softwood for economy 











General Contractors: 
HAWTHORNE BUILDING & 
CONSTRUCTION CO. LTD. 


Sub-contractors and suppliers: 


Door Furniture: W. & R. Leggott Led. Electrical 
Tom Jones (Electrical Engineers) Ltd Flooring 
Korkoid Decorative Floors. Furnishings: D. Matthews 
& Son Led. Glazing: L. Keizer & Co. Ltd. Sanitary 
Fittings: Perrins Hughes & Co. Ltd Strongroom 
Chatwood-Milner Ltd. Windows and Counter Grille 
Work: W. G. Kaleyards Led 
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A NEW METHOD OF 
MANUFACTURING 
HANDRAIL WREATHS 


See twisted portion of a continuous handrail-curving in 
plan around the wellhole of a geometrical stair and 
known as a wreath, has always been expensive to make 
by traditional methods. A multi-storey building may 
require 20 or more of these, and with a view to economy 
and mass production, research into their manufacture by 
lamination has been investigated by Mr. Frank Keeling, of 
Derby and District College of Technology, who is also the 
author of two books on Modern Carpentry and Joinery. 

The result is a new technique requiring a simple drawing 
to determine the pattern and a bending drum. When 
finished, the appearance is better than that in the solid, 
and the grain being more uniform makes squaring the 
wreath, grooving and moulding much easier. 

The particular example shown was as difficult a problem 
in one piece as could be envisaged in this modern medium 
because of the ramps, level portion and very small radius 
associated with the usual square ended concrete wellhole. 

By conventional methods only a quarter turn can be 
made in each piece of timber because of the cross grain. 
This means that, traditionally, three pieces with two joints 
and bolts would be required for the present example. 

In view of this, and in order to tie the main balustrades 
for public safety, it has been necessary for the blacksmith 
to make a continuous iron core rail which fits to the 
underside of the wreathed handrail. As the iron core rail 
is generally made first, the usual method adopted by the 
joiner is to take a block of wood large enough to contain 
his finished wreath and to gradually shape this to fit by 
trial and error. 

By making the wooden wreath first, a predetermined 
result can be achieved by using geometry to find the 
patterns, twist bevels and thickness of plank required, but 
then the making and fitting of the core rail is expensive 
in time. 

However, while an iron core can still be used, the most 
important and unique feature of this new medium is that 
it is now possible to connect the straight balustrades by 
the wreath alone, since the grain of a laminated bend is 
continuous and its strength much greater than that of solid 
timber. Also, the wreath can be finished and supplied to 
the site ready to fix as its curves are independent. 

From the staircase plan, the elevation of the falling 
line of the handrail is drawn, the change of direction 
between the sloping rails and level portion being connected 
by curved ramps. As the finished shape of the inside of 
the rail is the only pattern required, the actual curves can 
be made to suit the designer. 

Veneers, approximately 4ft by 7in, depending on the 
pitch and the size of the wellhole, by rein thick, are used 
to build up the 3in blank, being glued with either 
“Casco” cold-water glue or “Casamite”, depending on the 
kind of timber and bent to the required pitch across a 
wooden drum made to the plan curve. 

When set the pattern is glued on to the inside face of 
the blank and a sharp saw, gouge and square used to shape 
the top surface. The bottom surface can be gauged from 
this. 

If an iron core rail is desired on account of the 
balustrade design then the blank bent to the plan curves 
only, either by the builder or a lamination factory, can 
be used to advantage by the joiner because the pattern for 
his falling line can be taken directly from the blacksmith- 
made balustrade. In such cases the pattern will require a 








The nandrail wreath is a difficult and expensive 
part of any staircase. After research into the 
problem, Mr. Frank Keeling has produced a 
new method of manufacture and this is 
described here. A detail, below, shows 
equipment required for this method. Above, 
the finished wreath 


slight adjustment to allow for the smaller radius of the 
inside face of the handrail. 

If the squared wreath is made first, the problem of 
shaping and fitting a red hot iron core rail to it is overcome 
by making a concrete anvil for this by using the bending 
drum with the addition of three mortar spots as formwork, 
and common bricks as spacers. The formwork is filled with 
concrete approximately to the falling line on the drum, 
and when the squared wreath has been coated with shellac 
and well greased this is pressed into the wet surface. 
The impression when dry is the required shape of the core 
rail. 

The total time from the commencement of the drawing 
to the finished example shown, including the iron core rail 
and concrete anvil, was 24 hours. Of this, seven hours 
were accounted for in gluing and squaring the complete 
wreath by hand, this being the main item for comparison 
of time. 


HOLLOW OUTSIDE FORMER 
MUST BE USED TO 
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The only drainage system 
for sites like this 


Squelching round a waterlogged site at least makes you thankful that 
SEVEN reasons why pitch fibre pipes cut your costs 


you specified pitch fibre pipes. Drain-laying goes on regardless of rain 


F : , hedul d That’s wh , ¢ Laying, testing and backfilling are simple and swift—rates up 
or frost, keeping your progress schedule up to date. at's when you to 500 ft. an hour can be achieved with semi-skilled labour 


bless those simple, precision joints that need not wait on the weather. Concrete and comment jannts ate unmeeninary 
Schedules can be maintained regardless of weather conditions 
There are so many good reasons for specifying pitch fibre pipes. May Pitch fibre pipes are light, non-brittle and precision made to 
BS 2760 
we remind you of seven? Wastage caused by breakages on site is drastically reduced 
Corrosion, root penetration, water infiltration and cracking 
through settlement are all eliminated 


Pitch Fibre Pipes Improved hydraulic flow makes flatter gradients possible 


Write for advice to: The Secretary, P.F.P.A., 27 Chancery Lane London WC2 - Telephone Chancery 6001 
ISSUED BY THE PITCH FIBRE PIPE ASSOCIATION OF GREAT BRITAIN 


THE KEY ENGINEERING CO LTD - TEMPLE TUBES UNION FIBRE PIPES GREAT BRITAIN LTD 
TGA PAI 





WHEN DESIGNING THAT 
NEW INDUSTRIAL BUILDING 
YOU MUST CONSIDER 
THE REQUIREMENTS OF THE 
THERMAL INSULATION ACT* 


They call for a high performance factor in thermal insulating materials. 


If at the same time you wish to ensure effective flame resistance, 
excellent light reflection and no decoration problems, then. . 


CELOTE 


REGO TRADE MARK 


rRibn 


(FLAME RESISTANT INSULATION BOARD) 


which has a “k”’ factor of 0.35, a Class 1 (B.S.476) rating on both surfaces 
no spread of flame whatsoever), is light in weight, economic in use, easily 
handled and readily installed with Celotex versatile metal fixing systems . . . 


IS THE 
COMPLETE 


6 vy 
Celotex FRIB is ne \ \ 
prod uced in 2 x2 yo a 


~ bevelled panels, \ 
) 9 4’ 4 with a Class 
a 1 
(spread of flame) 
oak ng on al surfaces 


Parcicularly suitable fF Eee eee eS eS | 


for Schoo! Buildings as 
cops ded by the 


recom of Education TO CELOTEX = qume 
LIMITED 


DEPT. F. NORTH CIRCULAR RD., ADDRESS 


STONEBRIDGE PARK, LONDON, 
N.W.10. BLGAR $717 
Please send me_ technical 
details and a sample of your 
Celotex Flame _ Resistant 
z Insulating Board. I am also TOWN 
%& The Therma! Incvi-tion interested in bevelled panels. 


ial lal ‘TrTTILiririririiitrtl fr 
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RIGID FRAMES FOR 
FIR PLYWOOD STRUCTURES 


‘THE Plywood Manufacturers’ Association of British 
Columbia has donated an all-wood broiler house to 
Cambridge University School of Veterinary Medicine for 
poultry housing research. 

The rigid frame building is 32ft long and 30ft wide, 
providing 960 sq ft for approximately 1,000 broilers. 
Necessary strength and rigidity for walls, roof, doors and 
framing gussets were provided by 75 panels of 8ft by 4ft 
by ?in underlay sheathing grade exterior Canadian fir 
plywood. The interior was lined with 46 panels of fir 
plywood ysin thick. Studs and rafters of the rigid frames 
are of C.L.S. Western Hemlock. The structure is erected 
on a concrete foundation and concrete slab floor. 

Canadian fir plywood used on the Cambridge broiler 
house is made with phenol formaldehyde resin glue that 
is permanently waterproof. This exterior fir plywood is 
a grant-earning material when used on farm _ buildings 
approved by the Ministry of Agriculture. 


Special Insulation Requirements 


Dr. D. W. B. Sainsbury, of the University Department 
of Veterinary Clinical Studies, an authority on housing 
and rearing farm animals, requested that the building 
be insulated so that the average “U” factor would not be 
greater than 0-20. By using a fir plywood exterior and 
interior cladding with only lin of bitumen bonded Fibre- 
glass insulation, a “U” factor of 0-15 was easily achieved. 
This low “U” value means a 74 per cent decrease in heat 
loss aS compared with an uninsulated, unlined building 
having a “U” factor of 0-58. In addition a continuous 
vapour barrier was installed between the interior lining 
and the insulation. The design of this rigid frame h igid 
timber and plywood structure made fitting of the insulation roy aPin pt ls gs the rigid frame 
easy. 

Because it is recognized that easily controlled ventilation |. After the plate has been accurately placed 
is imperative, the unique rigid frames were utilized to and securely fastened to the foundation, the 
facilitate controlled air intake along the full length of first two panels of exterior fir plywood wall 
each side of . house. sd = ¥en, a cladding are levelled and nailed to the plate 
openings under the eaves. The volume of air is regulate igi 

from the interior + hinged, fully adjustable fir ly mn be pesca yer Bina yf -moy oe 
panels with cold air flow directed upward to minimise floor ! 

draughts. The air intake system virtually excludes entry of 2. Subsequent frames are raised, fastened ee 
light even when fully open. Air extraction is by electric the plate and become self supporting as the 
fan located at the centre of the roof ridge. Interior plywood plywood cladding is nailed to them 

lining presents smooth, clean, interior walls and ceiling 3. The exterior fir plywood roof cladding may 
without exposed framing members. be applied as the frames are being erected 


Rigid Frame Construction 


The rigid frame type of fir plywood broiler house 
erected for current research purposes at Cambridge Uni- 
versity demonstrates a relatively new concept in building 
designed in Britain. The system was developed and 
tested about four years ago by engineers of the Plywood 
Manufacturers Association of British Columbia in co- 
operation with the University of British Columbia 
Department of Agricultural Engineering. It was adopted 
rapidly across the Dominion, and today rigid frame 
construction of farm and commercial buildings clad 
with fir plywood is common. Even under rigorous 
farm conditions, this all-wood system has proved to 
be a most economical and structurally sound method of 
building agricultural structures requiring floor areas clear 
of supporting posts. 

The rigid frame building in fir plywood and timber relies 
on the exceptional strength and rigidity of fir plywood for 





The fir plywood rigid frame broiler house at Cambridge 
University shows the clean, smooth interior achieved with this 
form of construction. There are no posts or protruding 
braces. One inch of Fibreglass insulation and continuous 
vapour barrier were easily placed between the timber 
framing members to produce the low insulation ‘‘U” factor 
of O15. The broiler house was erected by Leafwood 
Buildings Ltd. 


the elimination of posts, trusses and extra bracing. 
Essentially it involves making clear span arches with stud 
and rafter members joined by nailed fir plywood gussets. 
The “arches” are erected and clad -with plywood which 
braces the structure as it encloses it. 

Only the simplest of wood-working tools are required 
for all — of construction. In Canada, where farm build- 
ing manufacturers are not numerous, most farmers build 
their own rigid frame buildings. The fir plywood rigid 
frame building was designed originally to give clear floor 
area and unobstructed overhead space for implement sheds, 
material storage and loose housing. Economy and adapt- 
ability has made it popular for barns, poultry houses, 
industrial buildings, warehouses and similar buildings 
where floor areas clear of supports are desired. 


Timber Netes unsorted 


whitewood at 
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RIGID FRAMES FOR 
FIR PLYWOOD STRUCTURES 


ARCHITECT and Building 


Modified U.K. Conditions 


Because of the considerable interest developing here in 
this method of construction, the Canadian system has been 
modified to incorporate specific needs of farm buildings in 
Britain. Various profiles have been developed to meet 
requirements such as lower roof for poultry or pig housing. 
The rigid frame broiler house at Cambridge is such a 
modification. Spans up to SOft are readily achieved and 
buildings of any length can be erected quickly. 

The fir plywood rigid frame building was chosen as 
one of three test structures for the Cambridge Department 
of Veterinary Clinical Studies project on controlled 
environmental conditions. The basic design was easily 
adapted to provide the high degree of insulation and 
uniform adjustable ventilation necessary for broilers. Clear 
span and general design makes the building adaptable for 
projected future studies with other livestock. 

The use of exterior fir plywood for farm buildings is 
just beginning to develop extensively here. The product 
has, however, been widely used in Canada and the United 
States for more than two decades with excellent results. 
It has proven equally satisfactory under British weather 
conditions. Experience with exterior fir plywood during the 
war led a number of British firms to erect plywood poultry 
houses which are still in continuous service and good 
condition. 


for 


in Cost 


Cost of the Cambridge broiler house, according to the 
Plywood Manufacturers’ Association of British Columbia, 
has confirmed that a rigid frame broiler house of practical 
commercial size (i.e. 110ft by 38ft, clear span) is entirely 
competitive in price with such houses built of other 
materials. At this competitive price the clear-span rigid 
frame construction provides a building with excellent 
insulation, continuous vapour barrier, intake ventilators, 
guttering and a smooth interior, free of protruding 
supports and bracing. 


Competitive 


£70 and It is believed that at least the new 


THE great news recently has been 
the entry of the Russians on to 
the softwood market with an offer of 


107,000 standards at prices below 
those quoted by other countries. The 
quantity was much smaller than had 
been expected by the trade in this 
first set of stocknotes, and this, com- 
bined with the low prices, led to a 
scramble. The fall clause has been 
dropped, except for contracts placed 
for shipment from next September 
onwards, and these contracts will 
also carry a rebate of £2 a standard 
on the prices quoted for earlier ship- 
ments in the summer. 

Most of the timber offered is 
accounted for by 46,000 standards 
from Archangel and 17,000 standards 
from the Kara Sea. The basic c.if. 
prices per standard for unsorted 7in 
redwood deals and battens from 
Archangel is £86. with boards at £96, 


boards £74. Redwood fourths are 
£66 and whitewood fourths £65. Kara 
Sea deals and battens are £90 and 
boards £100. 

These prices, while showing small 
increases over the price list for the 
first set of stocknotes of last year, 
are still a good way below the prices 
for Swedish and Finnish wood. Of 
course, the Russian timber is always 
cheaper than the Scandinavian wood, 
perhaps by some £4 or £5 a standard, 
mainly because of the better terms 
and specifications offered in Scan- 
dinavia, but even so these Russian 
prices have come as a surprise. The 
flood of orders has shown clearly 
that the Russians could have charged 
more and still found buyers quite 
comfortably. There is a lot of specu- 
lation in the timber trade as to the 
next Russian move. After a heavy 
demand for the first offer last year 
the Russians simply kept increasing 
the quantity available without chang- 
ing the prices. Will they now cover 
the much heavier demand? 


Russian prices will prevent any 
further advance in prices quoted by 
Swedish and Finnish shippers. They 
had been lifting prices almost weekly 
since the summer. It also means that 
Canadian wood will be too dear, 
except for specialities, such as long 
lengths and Western red cedar. 

The importers have been buying 
on a substantial scale in the expecta- 
tion that sales of timber in this 
country will at least be maintained 
at the present higher level in 1960. 
So no shortages should develop. But 
prices are bound to be pushed up to 
cover the higher replacement costs. 
This is a price movement which the 
building trade must expect to see over 
the coming months. 

Plywood contracts for iveries 
next year are being signed with Russia 
and Finland. In both cases there have 
been some increases of around two 
and three per cent over the prices 
quoted this year. This means a 
relatively small rise in view of the 
heavier sales. 
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@ AGE OF ADVENTPRE IN ROOF DESIGN! 


3 Two significant RUBE ROID developments 


1 


Rubervent 


BUILT-UP Roof 
with ventilation 
provided by ISOLATION 


Method of laying. 


Diagrammatic sketch showing method of 
isolation and the provision made for the 
roof to breathe 


MOLATEO MULTILAYER WEATHERPROOFING 


Cig SS SSS OOS Ri SS 
Mi are nc HE  % Yom, A 


4 meal” Magog is 


WATER VAPOUR RISING PROM SUBSTRUCTURE 
SSCAPE DUCT aT faves OSPERSES BETWEEN GRANULES 


The Rubervent Roof is designed to overcome 
problems often attendant when weatherproofing 

is laid over screeded substructures. The first layer 
has a coating of mineral granules on its underside 
in contact with the concrete. These granules isolate 
the weatherproofing from any hair cracks in the 
substructure surface and at the same time permit 
vapour pressure to disperse over the entire roof 
area and finally to the outside atmosphere. All 
layers are bonded simultaneously to each other and 
to the substructure by a rational system of adhesion 
points with consequent increase in speed of laying. 


We shall be pleased to send full technical 
details, together with sample on request. 


RUBEROID 


2. 


COPPER 
ROOFING 


Copper, glass fibre, and 
bitumen in a single 
laminated sheet. 


The interest already shown in RUBEROID 
Copper Roofing suggests many interesting 
developments in architectural roof 

design, the flexibility of the material 
affording great scope for unconventiona! 
and imaginative concepts. 

Less costly than traditional copper 
roofing, this RUBEROID innovation 

has distinctive, significant features 


* All seams and laps are completely sealed 

* Achoice is offered of traditional seams, batten 
rolls or flat laps. 
The surface is indented to allow for expansion 
and contraction. 


* There is no work-hardening of the copper 
during fixing. 
* Wind drumming is eliminated 


Ruberoid Copper Roofing consists of an indented surface, 
laminated with glass fibre based bitumen sheeting. 

It is always employed with a Ruberoid Underlay 

to which it is bonded with bitumen compound. 


We shall be pleased to send technical 
literature and sample on request. 








THE RUBEROID COMPANY ULI 
705 Commonwealth House. 1-19 New Oxford St. London W.C.1. 





Brush off the 
fear of FIRE ! 


With OXYLENE BORAM Fire 
Retardant Coating which raises 
inflammable surfaces to Class | 
“surface spread of flame” (B.S. 
476-1953). 

OXYLENE BORAM can be over- 
painted or applied to painted 
surfaces without loss of fire 
retarding qualities. It gives real 
fire protection and is approved 
by Local and Fire Authorities. 


“‘Used in every Industry’’ 


we draw the line at fire! 


Write for particulars. 


Use 
TRANSPARENT 
for 


Veneers 


and 
Fabric RINSE 
for Textiles 


FIRE RETARDANT COATING 


THE TIMBER FIREPROOFING CO. LTD., 
13a Old Burlington Street, LONDON, W.1 


Tels: Regent 2489 (2 lines) 














Works at Market Bosworth, Nuneaton 
Queen Elizabeth Avenue, Hillington, Glasgow, S.W.2. 





+48/2376 





THE ARCHITECT and Building News, 9 December 1959 


4 


ed = 
("7 
Pps 


"ie 
| | iM i | | 
i WA 


KYLIACK.. 


ANTI-FROST SOLUTION 


FOR CONCRETE 
AND MORTAR MIXES 


Gives complete protection to 
these mixes against the effects of 
severe frost. It cannot harm 
metal reinforcing bars. 


Specify KYLJACK 
All Drums NOW free of charge 


Details from 


fay 


British Bitumen Emulsions Ltd 


CHESTER 
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Industrial 


@ Lafarge Aluminous Cement Co. 
Ltd., of 73 Brook Street, London, 
W.1, have been appointed main distri- 
butors of the first British-made super 
sulphated cement. This cement is 
made by the Frodingham Cement Co. 
from a granulated slag and is claimed 
to harden at about the same rate as 
Portland cement and to have high 
resistance to sulphates, sea-water, oils, 
fats and dilute acids. It has a very 
low heat of hydration and is suitable 
for mass concrete work under hot or 
tropical conditions. 


@ The contract for the construction 
of the superstructure of the southern 
half of Belvedere Power Station has 
been awarded by the Central Elec- 
tricity Generating Board, Southern 
Project Group, to M. J. Gleeson (Con- 
tractors) Ltd., of North Cheam, 
Surrey. The contract, valued at 
£400,000 approx., is to be carried out 
by Gleesons in addition to their con- 
struction of the £14 million super- 
structure to the northern half. The 
entire 480MW station is due for com- 
pletion by June, 1961. Architects are 
Farmer & Dark, F./F.R.I.B.A. 


@ Mr. H. E. Kimber, a director of 
Jenson & Nicholson Ltd., has retired 
after 61 years of continuous service 
with the company. He is a grandson 
of Wilfred Nicholson, one of the 
founders of the company. 





News, 
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Notes 


@® Richard Costain (Africa) Ltd. are 
to construct, at a cost of about 
£550,000, a two-block multi-storey 
building which will incorporate pre- 
mises for the Salisbury Club and com- 
mercial offices on the old club site 
in Third Street, Salisbury, Southern 
Rhodesia. 


@® Mr. T. R. Manderson has been 
appointed southern area manager for 
The Benjamin Electric Ltd. 


@ The Power Centre Co. Ltd., of 
Wednesbury, Staffs, have appointed 
Simplex Electric Co. Ltd. as_ their 


agents for Scotland and the south- 
west area of England. Stocks of stan- 
dard Power Centre cable trunking 
and fittings are available at Simplex 
branches in Glasgow, Bristol, South- 
ampton and Plymouth. Similar stocks 
will continue to be available at the 
Alperton, Middlesex, depot of the 
Power Centre Co. Ltd. 


@ We regret to record the death of 
Mr. Claude Sisley, which occurred on 
November 18. Mr. Sisley was well 
known as a lecturer on timber preser- 
vation and was a technical consultant 
to Cuprinol Ltd. 


® Consolidated Pneumatic Tool Co. 
Ltd. have opened a new district office 
in Bristol under the management of 


General view of the pre-press, loader, main press and cooling station at British 
Plimber's new factory at Rainham, where production of the new ‘‘Plimber 45°’ wood 
chipboard has commenced. Twelve i 6ft by 4ft boards are made at a time, at the 
rate of 5 tons an hour 
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Mr. J. D. Glover. Operations from 
this office will cover the counties of 
Somerset, Devon, Cornwall and part 
of Gloucester. The new office is 
situated at | Bedminster Down Road, 
Bristol, 3 (telephone: Bristol 63736). 


@ The London office and depot of 
Nettle Accessories Ltd. has been 
moved to new premises at 11-12 
Paddington Green, London, W.2 (tele- 
phone: Ambassador 3231/2). 


@ Holoplast Ltd. have appointed 
John McNeill Ltd., of Belfast, as 
Decorplast distributors in Northern 
Ireland 

® The Aijrscrew Company & 


Jicwood Ltd. have appointed Rudders 
& Payne Ltd., of Chester Street, 
Birmingham, as main distributors for 
Weyroc, Weydec & Hardec. 


@ Mr. G. P. White and Mr. H. B. 
Hunter have been appointed directors 
of Leslie & Co. Ltd. 


@ Mr. L. C€ Hoare has been 
appointed general works manager of 
Merchant Adventurers of London 
Ltd. 


@ Mitchell Construction Co. Ltd., 
of Peterborough, have acquired the 
building and civil engineering con- 
tracting business of Arthur Waterman 
Ltd., of Moorland Works, Gelderd 
Road, Leeds. Watermans will con- 
tinue to function under its own name 
and from its present address 










@ Pinchin, Johnson & Associates 
Ltd. show a net profit of £867,970 for 
the year ended March 31, 1959, com- 
pared with the previous year’s result 
of £748,827. The final ordinary 
dividend paid was 11% per cent, 
making a total distribution of 164 
per cent for the year. 





@ Mr. R. H. Yeatman, general sales 
manager of the Rugby Portland 
Cement Co. Ltd., has been appointed 
to the boards of two of the sub- 
sidiary companies, Charles Nelson & 
Co. Ltd. and Rugby Cement (Export) 
Ltd. Mr. C. D. Senior has also been 
appointed to the board of Rugby 
Cement (Export) Ltd. 









@® Concrete (Southern) Ltd. have 
opened a regional office at 18A Park 
Street, Bristol, | (telephone: Bristol 
28724). 


CORRECTION 


The stand of British Plimber Ltd 
at the Building Exhibition was con- 
structed throughout in 4in and fin 
“Plimber 45” wood chipboard in the 
4ft width and in various lengths up 
fo 16ft and not as stated on page 
494 of our issue of 18/11/59. 
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NEW PRODUCTS 


THE ARCHITEC] 


In this feature are reviewed new lines introduced to the 
building industry for the first time and additions or im- 


provements to existing ones. 


Any advantages claimed for a 


product are from information supplied by the manufacturer 


New Brick Colours 


A new range of coloured Uxbridge 
Flint Bricks, which is being marketed 
in blends, is known as _ Flintmix. 
These bricks are sold in four mixes 
buff, russet, lavender and heather 
each of which consists of facing 
bricks of three different colours 
random mixed at the works in equal 
proportions. When laid they produce 
an overall tone of buff, russet, 
lavender or heather. For instance, the 
bricks which make up Flintmix 
Lavender are deep purple, silver grey 
and lilac. It is claimed that a com- 
pletely new character can be obtained 
with the bricks used in this manner 
and they should be particularly suit- 
able for domestic housing and flat 
constructions. 

Building Products 
Cowley Bridge Works, 
Middx. Uxbridge 4313. 

Readers’ Information 

Ref. A. Date 9/12/59. 


Ltd., 
Uxbridge, 


Cape 


Service, 


* 
Sanding Attachment for 
Electric Drill (B) 


The Swirlaway is a new sanding 
attachment for use with electric 
drills. The exclusive feature of this 
attachment is that it incorporates a 
flexible ball joint so that the disc or 
polishing bonnet stays flat against the 
surface. This eliminates gouging, 
scarring and running away. It enables 
the sanding disc, which is on a rubber- 
faced metal base, to be used flat, 
giving a larger sanding area than is 


the case with conventional attach- 
ments. The area of coverage is 104 sq 
in Or approximately three times the 
area covered by former methods. The 
flexible ball joint is housed in nylon 
and electric drill sanding with the 
Swirlaway can be comfortably carried 
out and well controlled with one 
hand. No pressure is required and 
a much finer finish can be obtained. 
The Swirlaway can be fixed in a rigid 
position for occasions such as working 
on narrow edges when this would be 
more convenient. Swirlaway packs 
consist of a ball joint attachment, a 
lambswool polishing bonnet and three 
aluminium sanding discs and are 
available for 25s. Replacement sand- 
ing discs are sold in pockets of five 
in a choice of grades at Is 6d per 
pocket Silicon carbide discs for 
metal working are also supplied. Discs 
can be cleaned when clogged by 
holding a piece of foam _ rubber 
against them and running the drill. 
Stanley Works, (G.B.) Ltd., Rutland 
Road, Sheffield, 3. Sheffield 25380 


Readers’ Information 
Ref. B. Date 9/12/59 


Servi 


* 


Climbing Staging (C) 

The Youngman climbing staging, 
which was introduced at the Build- 
ing Exhibition, is a_ self-contained 
power unit designed to do away 
with the hard labour of hoisting 
cradles by hand. When used as a 
single unit it has a floor area of 
6 sq ft to accommodate one man and 
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when a pair of side decks are added, 
two men can cover a working face of 
10ft approximately. When _ two 
climbers are coupled, one to each 
end of a lightweight staging, a 
working platform 25in wide and up 
to 40ft long is formed. The unit is 
powered by either electric or air 
motors and no manual effort is 
required to lift or lower it. The 
climber unit is of welded tubular 
steel construction complete with 
guard rails, toe-boards and plywood 
floor, providing a working platform 
of 2ft by 3ft. Power units are either 
(a) 14 hp. piston type air motor 
(supply of air is 60 cu ft F.A.P.M. at 
90Ib per sq in pressure) or (b) a 
2 h.p. 2,800 r.p.m. electric motor for 
use on 240V 50 cycles power supply. 
In both cases the speed of lift at full 
power is approximately 20ft per 
minute. The climber is normally 
supplied with 150ft of cable which is 
tin dia steel wire rope, made up of 
six strands, each strand comprising 
seven wires of plough steel with a 
breaking strain of 5 tons. This pro- 
vides a factor of safety of 12 to 1 
over the working load. Both types of 
units are fitted with overrun brake on 
the cable drum to prevent accidental 
run away and other safety devices are 
incorporated. 

W.C. Youngman Ltd., Wandsworth 
Works, Wandsworth Road, London, 
S.W.8. Macaulay 2233. 


Readers’ Information 
Ref. C. Date 9/12/59. 


Service, 


* 


Quilted Plastics Panels 


Paniquils are panels of plastic 
material backed with foam plastic on 
flexible hardboard. They are supplied 
in a number of sizes with four basic 
quilted surface designs in the shape 
of diamonds, squares, large diamonds 
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Broughton Moor Light Sea Green Slate 


lends added distinction to SHELL’S 
new headquarters at South Bank, London 


TYPICAL CRAMP 


A i” x 4” copper 
ABBEY SLOT FixeD cramp is (a) dowelled 
INTO CONCRETE into a 1/16” splayed 


y! 
1/@ SLATE PAWEL 


" y “ countersunk in a panel 

» ‘8 copPER 

enaue of Broughton Moor 
slate, and (b) set into 

‘ Abbe 

/4 bia DoweL an Abbey slot in the 

2 Lone concrete 


COUNTER SUNK 

“6 iw JOINTS 
SPLAYED TO ALLOW 
FOR MOVEMENT OF 
CRamPS 


CRAMP TYPE A 





” 





* 
3, packing —EES SE 


y 
VASLATE PANE 


oh aoe 
gesvert 





Splayed countersunk 

° Vig and swivel type cramp 
MOVEMENT OF LY; J . makes ample allowance 
CRAMPS al Z bi ae for movement 





SPLIT END INTO BRICKWORK 


CRAMP TYPE B 


It was to be no ordinary building, and no ordinary Cramp_and Pin 
One end of 4”-long 
cramp is split for 


and Robertson chose Broughton Moor Light Sea setting into brickwork 
The other is drilled to 


Green (frame sawn and finely rubbed). They know it receive 2” Jong pin 


facing slate would do. That is why Messrs. Easton 


to be the ideal slate for both internal and external 

facing. They know, too, that centuries hence it will be . le SLATE PANEL 
still sound and beautiful. Architects can specify 

Broughton Moor slate in three shades and a variety 

of delightful finishes. There is nothing quite like 


Broughton Moor for facings, pavings, steps, cills, 


pilasters, fireplaces and indeed, most architectural 
vitae roug On moor 


GREEN SLATE QUARRIES LTD 
We shall be happy « 


send on request 
technical pamphiets 
showing typical fixing 
methods for 

1. Flooring. 2. Facings 


3. Copi Cills 
CONISTON, THE LAKE DISTRICT, LANCS. TELEPHONE: CONISTON 225/ 5 einen task Gods 
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Stonhard Company Ltd 


BERGER HOUSE, BERKELEY SQUARE, LONDON, W.1I. 
Telephone: MAYfair 4641. 
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and is automatically 


OPERATING LOADING —2 kw. This heater embodies storage and direct heating, 









DIMENSIONS controlled by Thermostats to maintain the desired temperature. It operates 
48" x 13)" x 65° on restricted tariffs up to a five-hour cut-off. It also has a low external 
STANDARD FINISH — temperature, and therefore no guards are required 

GRIGHT BRONZE The STOVEC heater has the lowest operating costs of any electric 


List PrRicE- £18 


@ DESIGNED FOR 
: COMMERCIAL AND 
% INDUSTRIAL USE Numerous installations have been made in various types of buildings, 


both at home and overseas 


HEATOVENT 221i: 





thermal storage heater yet devised, and ensures even temperatures at 





all times 










LOMOND STREET GLASGOW N.2. 
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NEW PRODUCTS 
(continued) 


with centre stud motif, and fluting. 
In the field of interior decoration, the 
applications of Paniquils would appear 
to include ceiling and wall decoration, 
shop fitting, hotel and public house 
décor, exhibition stands and caravan, 
ship or aircraft interiors. The quilted 
plastic surface is stated to be both 
hard-wearing and washable. The 
panels may be cut and are easily 
fixed into the required position by 
means of panel pins or impact adhe- 
sives. Colour range includes white, 
off-white, cream, rose cream, yellow, 
peach, light blue, medium blue, rose 
pink, blossom pink, red, grey, mist 
grey, oyster, and black. The price 
is 3s 9d per sq ft. Other details 
available from the manufacturers. 
(Sales) Ltd., 40 New 
Street, London, W.1\. 
Information Service, 
12/59. 


Paniquil 
Cavendish 

Readers’ 
Ref. D. Date 9 


* 


Long Throw Drum Louvres 
(E) 

The new drum-type Punkah louvre 
has been introduced for use with air 
conditioning, heating and ventilating 
installations in large enclosed areas. 
It can be mounted either horizontally 
or vertically and has a throw of up to 
120ft, thus ably distributing sufficient 
air over a very wide area. It is con- 
structed from aluminium alloy 
sections and is very light in weight 
[he air outlet is contained in a mov- 
able drum which can be _ rotated 
through 60 deg about its long axis 
while deflecting vanes in the opening 
are adjustable to give directional 
control at right angles to this axis, 
and permit the length of throw and 


| 
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the residual velocity of the air to be 
varied to suit particular installations. 
The new louvres are available in eight 
sizes from approximately Ift to 3ft in 


length, with depths of Yin or 12in 
Duct Openings vary from approxi- 
mately 10in by 6in to 36in by 10in, 


and the largest of the louvres weighs 
only 11lb. The louvres are supplied 
complete with sealing gasket attached 
to mounting flange, together with 
self-tapping fixing screws No. 8 by 
jin long with Phillips recess heads 
Finish: satin anodized aluminium. A 
leaflet is available from the makers 
which gives figures tabled for each 
louvre at air volumes from 200 to 
5,000 c.f.m 
Thermotank 
Products Division, 150 
Glasgow, SW.1. Govan 2444. 


Readers’ Information 
Ref. E. Date 9/12/59. 


Ltd., 


International 
Helen Street, 


Service, 


* 


Ladder 


The Cranleigh non-slip ladder 
brace has been introduced with the 
idea of preventing the bottom of a 
ladder from slipping. Incidentally, it 
is stated that it will prevent the 
ladder slipping on any surface and 
will also give a better working angle 


New Braces (F) 


to the ladder. It is made of heavy 
gauge welded tube and should be 
simply hooked on to the fourth or 
fifth rung of the ladder and then 


secured by a chain from the cross 
member at the lower end to the 
bottom rung of the ladder. 


Cranleigh Precision Engineering 


Lid., Cranleigh, Surrey. 
Readers’ 
Ref. F. 


Information Service, 


Date 9/12/59. 
* 


Wire 


Tullcon wire rope terminals are 
designed as attachments to wire ropes 
of any known specification. They 
consist of compact assemblies of three 
simple units which when assembled 
form a terminal which locks the wire 
rope to the assembly and forms a 
connection which, it is claimed, can- 
not come apart. They have now 
been approved by Lloyd’s and can be 


Rope Terminals (G) 


fitted on site by unskilled labour 
without any heating or degreasing 
The terminal is normally made of 


E.N.8 metal and consists of a sleeve, 
a grooved and tapered pin and a 
terminal head. To fit the terminal, 
the end of the wire, from which a 
short length of core should be 
removed, should be passed through 
the sleeve and the tapered pin driven 
into the centre of the wire where it 
passes through the sleeve; each strand 
should be laid in a groove in the pin. 
The ends of the strands should then 
be inserted in the terminal-head which 
should then be screwed to the sleeve 
The screwing action will re-lay the 














G 

wire above the pin making it impos- 
sible to withdraw the wire. There is 
an inspection hole in the terminal 
head which will enable the operator 
to check whether sufficient wire has 
been inserted to ensure absolute 
safety. Only shackle and stud end 
terminal heads are in stock at the 
moment but other types such as 
bottle-screws and eye-ends can be 
made on request. Plug inserts are 
available for different types of wire 


ropes and the lay of the wire is not 
affected or distorted by the use of 
Tullcon terminals. 


Tulloch Construction Co. Ltd., 8 
Laurence Pountney Hill, Cannon 
Street, London, E.CA Mansion 
House 5876/7. 

Readers’ Information Service, 
Ref. G. Date 9/12/59 

* 
Spiral Welded Steel Pipe 


This company is now in a position 
to make spiral welded steel pipe in 
this ccuntry. These pipes will be 
similar to those used both in North 
America and on the Continent for 
conveying liquids, gases and vapours, 
and although such pipe is already on 
the market in the U.K., this is 
claimed to be the first to be produced 
on British machines which have been 
entirely designed and constructed in 
this country. Initially, the range will 
be from Sin/6in dia to 12in dia, with 
wall thicknesses from 14G to in. 
It is expected that the range will 
eventually be extended to 28in dia, 
with wall thicknesses up to in. 
Lengths can be supplied as required 
and are only limited by existing 
transport facilities. This type of pipe 
is formed from coiled strip which is 
continuously “helixed” and welded 
together by the submerged arc auto- 
matic process. Full penetration is 
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NEW PRODUCTS 
(continued) 


guaranteed by using two welding 
passes, one internally and one ex- 
ternally, more or less simultaneously. 
It is claimed that the pipe will 
satisfy the stringent testing require- 
ments laid down in most British and 
American specifications. The new 
product will be complementary to the 
manufacturer’s standard production of 
fabricated steel plate pipe in sizes 
14in to 48in dia by }in to tin wall 
thicknesses. 

Apitubes Ltd., 185 Vauxhall Bridge 
Road, London, S.W.1\. 

Readers’ Information Service, 
Ref. H. Date 9/12/59. 


* 


New Ideal Boilers (I) 


New Elite central heating boilers 
for oil and solid fuel are the latest 
additions to the Ideal range. The 
boilers are enclosed in well-designed 
jackets of simple rectangular outline, 
and a panel above the door contains 
a thermometer dial which gives the 
water temperature. The oil-burning 
boiler (illustrated) is known as the 
Paragon Elite and has a cast iron 
sectional boiler in a range of four 
sizes, rating from 35,000 to 65,000 
B.Th.U./hr. It is stated to  pro- 
vide automatic central heating with 
radiators plus constant hot water 
for a small or medium sized house. 
The oil burner is totally enclosed and 
is of the fan-assisted vaporizing type 
A thermostat controls the ouput on 
the high/low principle and fuel feed 
is by gravity. A draught stabilizer 
unit is provided. The solid-fuel unit 
is known as the Classic Elite and this 
is available in four sizes with similar 
ratings to the Paragon. It is also 
thermostatically controlled and pro- 


— 
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vides central heating with radiators 
plus domestic hot water. Finish: 
enamelled white jacket with primrose 
yellow door; base and smoke pipe 
vitreous enamel grey. Prices: the 
Paragon, £100 19s (35,000 B.Th.U. 


hr); £105 (45,000  B.Th.U./hr); 
£110 tis (55,000 B.Th.U./hr); and 
£114 19s (65,000 B.Th.U.hr). The 
Classic, £45 Is (35,000 B.Th.U./hr); 
£52 (45,000 B.Th.U./hr) £58 19s 
(55,000 B.Th.U./hr); £65 18s (65,000 
B.Th.U./hr). 


Ideal Boilers & Radiators Ltd., 
Gt. Marlborough Street, London, W.1\. 


Readers’ Information Service, 
Ref. I. Date 9/12/59. 
* 
New Floor Tiles (J) 


The new Peble floor tiles are made 
from the hardest of Italian marbles 
which are artificially shaped and 
polished into spheroid form. The 
pebbles are mixed with coloured 
marble aggregates and cement and 
are then hydraulically pressed. After 
maturing, the tiles are machine 
ground and polished. It is claimed 
that the tiles will withstand the 
hardest wear in any climate under 
the most adverse conditions. Sizes: 
30cm by 30cm (approx. 12in by 12in) 
and 40cm by 40cm (approx. 16in by 
16in). 


Jaconello Ltd., Central Avenue, 
West Molesey, Surrey. Molesey 6011. 
Readers’ Information Service, 
Ref. J. Date 9/12/59. 
* 
Domestic Fuel Oil Storage 
Tanks (K) 


The new Harco domestic fuel oil 
storage tanks are made from mild 
steel sheet with welded seams and 
stays. They are specially designed for 
use with central heating installations 
in houses, flats, shops and offices and 
five separate types are available, the 
capacities of these tanks ranging from 
50gal to 1,000gal and our illustration 
shows Type A tank which can be 
either of 175gal or 300gal capacity. 
This tank has all necessary internal 
stays and is fitted with two 4in gate 
valves for draw off and drain, one 
14in filler pipe with screwed cap, one 
l4in vent pipe and one Bayham type 
level Indicator Type V. The tank is 
painted externally in grey aluminium 
primer and is supported on a 
fabricated mild steel angle stand 
which raises the tank 1ft 9in above 
the floor level. Type A tanks measure 
2ft by 4ft by either 3ft 6in or 6ft and 
the cost is £25 2s 6d for the smaller 
size and £35 16s 6d for the larger. 
In general the prices covering the full 
range are from £5 13s 6d to £57 5s 6d. 

G. A. Harvey and Co. (London) 


Ltd., Greenwich Metal Works, Lon- 
don, S.E.7. Greenwich 3232. 
Readers’ Information Service, 


Ref. K. Date 9/12/59. 
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Welding 


Lightweight 
Blowpipe 

A new welding blowpipe has been 
produced which is of exceptional 
lightness. It is an extension to this com- 
pany’s range of equipment specially 
developed for welding sheet metal and 
for light welding repairs such as 
to car bodies and fittings. Known 
as the Light Weight Saffire, it weighs 
only 94oz. It has a new type of mixer 
assembly which is specially designed 
to provide a stable flame and resis- 


tance to back fires over the whole 
working range. The normal range, 
covered by six nozzles, permits 


welding of sheet steel up to 5/32in 
thick but three additional nozzles are 
available for thicknesses up to 5/16in. 
The inlet construction and _ valve 
blocks are machined aluminium 
stampings, whilst the gas tubes are 
drawn aluminium. The handle valves 
are aluminium die castings, and the 
assembly, which follows basic Saffire 
pattern, is finished by polishing and 
clear anodizing. It is claimed that 
this new unit provides better gas 
mixing and greater resistance to back 
fire. Lightweight Saffire has forward 
mounted controls for easy adjustment 
and is 134in long. 


British Oxygen Gases Ltd., Spencer 
House, St. James's, London, S.W.1. 


Whitehall 9777. 
Readers’ 
Ref. L. 


Information Service, 


Date 9/12/59. 
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FRENCH TILE 


PANTILE 





WEIGHT 


French Tiles : 444 cwts. per 1,000 
tiles or 74 cwts. per square or 774 Ibs 
per square yard. 


SPECIFICATIONS OF BOTH 


SIZE: Overall, 134” x 94”. Exposed surface, 
103” x 8”. 


COVERING CAPACITY: !72 tiles per 
square or 64.5 yards sup. per 1,000 tiles at 
3” lap. 


NAILING: Each tile holed under nib for 


nailing. 

BATTENS: Gauge :—10}” top-to-top—3” lap. 
Size:—}” x 14” 
No. per Square :—1 |5ft. run. 


(COMPUTED) 


Pantiles : 42 cwts. per 1,000 tiles or 
7} cwts. per square or 73 Ibs. per 
square yard 


PANTILES AND FRENCH TILES 


COLOUR: Natural Red. 


RAFTER PITCH: In accordance with British 
Standard Code of Practice, C.P. 142 (1951) 
these tiles may be used on rafters pitched 
at 35°. 


We do not recommend torching or under- 
pointing, and the tiles should be laid over 
Reinforced Bituminous Roofing Felt. 





DOUBLE ROLL TILES 


Supplied to match, so that a correct finish can be obtained 
at the left-hand verges. 





Samples upon request 
Delivered Prices (by Road only) to anywhere in the U.K. quoted on application 


HENRY WILLIAMSON & CO. LTD 


Brick & Roofing Tile Manufacturers 
ae ag NORTH BRIDGE, HULL .,,,, 327" 





Hull 20658 (3 lines) 
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Look 
for this 
trade mark’ 


1 aAvt 


Europe's producers of the largest range of wood-based 
sheet materials present PANDA BOARD. An all-wood 
fibre hardboard possessing 30% higher density and nearly 
double the strength required by British Standard. 


PAWN DA ROARD plain and perforated. Fu// details from:— 


Sole Agents for U.K. and Ireland: PHARAOH’S PLYWOOD CO. LTD. 
ADELAIDE HOUSE, LONDON BRIDGE, LONDON, E.C.4. Teleohone: MANsion House 5351 (6 lines) 
Manufactured by ~ OY WILH. SCHAUMAN AB, JYVASKYLA, FINLAND 
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LCC. ALTON ESTATE (W), ROEHAMPTON ARCHITECT TO THE COUNCIL: HUBERT BENNETT — 
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The old people’s clubroom and warden's house at Roehampton are built on either side of a pathway connecting the old 
Deople’s dwellings with the main road. They are joined by a covered way which becomes a clerestory to the entrance 
hall of the warden’s house. The brickwork is finished with two coats of white emulsion paint externally and internally 
in the clubroom. Fascias and plywood panels are painted light grey, with glazing beads in hardwood. Internally all wood- 
work is varnished. The buildings are part of the Alton Estate at Roehampton designed by the Housing Division of the 
L.C.C. Architect’s Department. Architect to the Council, Hubert Bennett 
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For asphalte work 
consult the 
biggest man 


in the business 














Engerts tor Asphalte 


ENGERT & ROLFE LTD BARCHESTER STREET LONDON E!4 Telephone: EAST /44! 
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“The most advanced and efficient fire-fighting equipment it is possible to instal” 


| NORSEN (07 


( Nicholson’s Patents ) 
FIRE HOSE REELS 





Cs Ae 


eA 













On right “The Architects’ Dream” 


THE NORSEN RECESS SWINGING 
AUTOMATIC HOSE REEL 


This reel can be housed flush with the wall face and 
is capable of swinging through a full 180° (Nicholson 
Patent). It can be mounted to swing from either side 
of the recess —a great advantage when positioned at 
the ends of corridors or narrow passages. 

When the reel is recessed, no obstruction is caused 
If required, a door, decorated to conform with the 
general scheme can be fitted to conceal the reel 


ALL NORSEN REELS CAN BE FINISHED IN ANY CHOSEN 
COLOUR AS AN ALTERNATIVE TO THE STANDARD RED 


THE NORSEN 

(WALL TYPE “B”’) 
AUTOMATIC HOSE REEL 
The standard Norsen Reel for 
general purpose use. Water 
entry pipe from top, bottom 
or side as required. Specially- 


designed hose guide ensures No other equipment can provide 


instantaneous unreeling in any 


wae Norsen’s instant AUTOMATIC 
response to the challenge of fire 


Because of their attractive appearance and 100 per cent efficiency, 
Norsen Automatic Hose Reels are being specified by an increasing 
number of Architects 

Norsen Reels come into operation INSTANTLY. The unreeling of 
a pre-determined length of hose (usually about 10 feet, 6 inches) 
automatically operates the valve inside the reel and immediately, full 
water pressure is at the nozzle under the operator's control. 





ra nozzie 
O OPERATE 





THE NORSEN 
SWINGING 
AUTOMATIC HOSE REEL 

This reel is designed to swing 
through a full 180° and is thus 
ideal for siting at corridor junc. > IN CASES WHERE THERE 1S INSUFFICIENT WATER PRESSURE OR ONLY A STATIC 













tions. The water supply from & 
' SUPPLY IS AVAILABLE, AN AUXILIARY PUMP CAN BE SUPPLIED. FULL DETAILS 


the inlet pipe is carried through 
the hollow arm of the reel. CAN BE OBTAINED ON APPLICATION 


If you are engaged in the design of a building for which built-in fire 
protection is scheduled, send us a tracing of the general plan and, 
entirely without obligation, we will prepare a complete scheme and 
estimate based on the strategic siting of Norsen Reels to give you 
the maximum in protection at the minimum in cost. 

Alternatively, if you prefer it, we will send a fire protection consult- 


ant to discuss the siting of reels with you. 
By Appointment Suppliers of 






THE 
NORSEN (WALL 1 TYPE 4 l DEMONSTRATIONS ON REQUEST Fire-Fighting Equipment 
AUTOMATIC HOSE REEL 

Normally positioned at the JOHN TAYLOR, DUNFORD & co. LTD. 

»nds of corridors, this Norse 

ak cnn Or sunaunel aites DUNFORD HOUSE, BARRACK ROAD, NEWCASTLE UPON TYNE, 4. 

ee ee ee Telephone: Newcastle 2-5324 (4 lines) 

up to 120 feet of hose can be ALSO AT GLASGOW, MIDDLESBROUGH, SHEFFIELD, BELFAST & LONDON 

accommodated on a baseboard ee 
mhasuringeniy 27 inches wide SEE THE NORSEN RECESS REEL AT THE BUILDING CENTRE, LONDON ,,, o> yy 
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BATLEY ‘UP & OVER’ 


“UP & OVER’ DOOR... SUPARISE -vrzoveee DOOR GEAR... 


Is inexpensive, yet simple and completely reliable Designed for easily converting existing hinged doors 
in operation. Can be quickly fitted to any width or to ‘Up and Over’ doors. Or available for new 


; , ; ane installations with choice of Aluminium Alloy or 
reight of opening. Available in ribbed Aluminium selected timber doors. Price of door gear only 
Alloy (£20) or exterior grade Mahogany Ply (£19) £11 10s. 





Attractive deferred ierms Extensive free delivery area 
Brochure from 


ERNEST BATLEY LTD. 9% Colledge Road, Holbrooks, Coventry. Telephone: 89245 














THE DARLINGTON INSULATION CO. LTD. 


specialise in: SUSPENDED DECORATIVE & ACOUSTIC CEILINGS 
ARCHITECTURAL ACOUSTICS, SOUND ABSORBING DEVICES 


& NOISE REDUCTION 


....lo benefit from their know-how and experience, simply write to: 


THE DARLINGTON INSULATION CO. LTD. 


(A member of the Darlington Group of Companies 


Tynos Works, Scotswood, Newcastle-upon-Tyne, 5 


Telephone: Lemington 674658 


CONTRACTORS FOR THE CELOTEX SYSTEMS AND ACOUSTICAL PRODUCTS 








\ 
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Common 
sight 


on 
important sites... 


2» 


Distribution from Reading and Sutton Coldfield 
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.and Thermal insulation is 
only one reason why 
Thermalite is so widely used 


Thermalite loadbearing insulating 
blocks are being delivered to 

sites all over the country—for 
good reasons in addition to 
ensuring first-class thermal 
insulation. The quality of 
Thermalite, its proved advantages, 
the ease and speed with which it is 
erected, the simplicity with which 
it can be worked, and fixings made 
or finishes applied, are all factors 
which contribute. 

In office blocks, in factories, in 
private housing developments, for 
external walls and internal 
partitions, wherever quality is 

the first consideration, you will 
find Thermalite. 


Full technical details 
are given here. 


You are invited to 
write for a copy. 








The first name in loadbearing insulation 
THERMALITE YTONG LTD. 

Hams Hall, Lea Marston, 

Sutton Coldfield, Warwickshire. 

Telephone: Coleshill 2081 


4 [Laine COMPANY 
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Notes below give basic data of 
contracts open under locality and 
authority which are in a bold type. 
References indicate: (a) type of 
work (b) address for application. 
Where no town is stated in the 

















MULLEN 


AND 


LUMSDEN 


LIMITED 
Contractors and Joinery 
Specialists 
41 EAGLE STREET, HOLBORN 
LONDON, W.C.1 
Telephone: CHAncery 7422/3/4 


Branches 
5 Coptic Street, W.C.1 
Tel.: Museum 3705 


Southampton 
Tel. No. 73176 











arg 


NAU RAS 






THE MODERN VENETIANS 


Full particulars, drawings, etc., from 


DANAURA LIMITED 


48 Notting Hill Gate, London, W.I! 
BAYswater 8721/2 























Stainless Steel Sink 
Co. Ltd. 


Manufacturers of 


PLAM™» 


SINKS 
Head Office: 


Ring Road, Lower Wortley, Leeds, 12 


London Office: 
14 Great Peter Street, S.W.1 


= S) 


r 
| The 
| 
| 











STRUCTURAL 
STEELWORK 


rug * 





HOTCHKISS 


ENGINEERS LIMITED 
EASTBOURNE - Tel. 2424.7lines 














CONTRACT 
e NEWS ° 


OPEN 
BUILDING 


BELFAST C.C, (a) Erection of a kitchen 
and dining room at St. Thomas’ Volun- 
tary School, Whiterock Road. (b) Educa- 
tion Architects’ Department, 40 Academy 
Street, Belfast, 1. (c) £2 cheques payable 
to Corporation. (e) December 17. 

- * - 


BERWICK-ON-TWEED B.C. (a) Erec- 
tion of 32 houses on Spittall Hall estate. 
(b) Borough Surveyor, Municipal Build- 
ings. (c) 3gn. (4) December 15. 

* * * 


BUCKS C.C. (1) (a) Erection of Castle- 
view Primary School, Slough. (b) County 
Architect, Aylesbury. (c) 3gn. (e) Feb- 
ruary 1. Cost: £27,000. (2) (a) Erection 
of E.S.C. School, Bletchley. (b) County 
Architect, Aylesbury. (c) 3gn. (e) Feb- 
ruary 1. Cost: £80,000. (3) Erection of 
a secondary school, Woburn. (b) County 
Architect, Aylesbury. (c) 3gn. (e) Feb- 
ruary 1. Cost: £150,000. (4) Erection 
of police headquarters, Aylesbury. (b) 
County Architect, Aylesbury. (c) 3gn. 
(e) February 8. Cost: £75,000. (5) Exten- 
sions to Brookside Nursery, Slough. (b) 
County Architect, Aylesbury. (c) 3gn. (e) 
February 1. Cost: £12,000. (b) Adapta- 
tions at Sentry Hill, Marlow. (b) County 
Architect, Aylesbury. (c) 3gn. (e) Decem- 
ber 1. Cost: £16,000. (7) Erection of 
ambulance station at Bletchley. (b) 
County Architect, Aylesbury. (c) 3gn. 
(e) February 8. Cost: £50,000. (8) Erec- 
tion of a spastic unit, Slough. (b) County 
Architect, Aylesbury. (c) 3gn. (e) Decem- 
ber 1. Cost: £16,000. (9) Erection of 
a hostel and occupation centre at Ayles- 
bury. (b) County Architect, Aylesbury. 
(c) 3gn. (e) February 8. Cost: £60,000 
(10) Erection of an occupation centre at 
High Wycombe. (b) County Architect, 
Aylesbury. (c) 3gn. (e) February 8. Cost: 
£27,000. 

* * - 
CARMARTHENSHIRE C.C. (a) Works 
on a new holding to be _ provided 
at Lower Court estate, St. Clears. (1) 
Erection of a farm homestead. (2) Farm 
outbuildings. (3) Ancillary works. (b) 
Mr W. G. Lloyd, Land Agent, County 
Estates Department, 5 Queen Street, 
Carmarthen. (c) 2gn. (d) December 19 
(e) December 28 

* . * 
CHIPPING NORTON R.C. (a) Erection 
of a two-storey unit of four flats at 
Kingham. (b) Henry Cooper & Sons, 
Frewin Court, Sla Cornmarket Street, 
Oxford. (c) 2gn. (e) December 28 

* * * 


EALING B.C. (a) Erection of a golf 
pavilion at Horsendon Hill. Greenford. 
(b) Borough Surveyor, Town Hall, W.5 
(c) £1. (e) December 30 

> * * 
EIRE—CO. KERRY. (a) Renovations 
and alterations of the Parish Church at 
Glenbeigh, Co. Kerry. for Very Rev. J 
Murphy, P.P. (b) J. R. Boyd Barrett, § 
Camden Place, Cork. (c) Sgn. (d) Decem- 
ber 4. (e) December 18. 

7. + 7 
EIRE—CO. MEATH. {a) Widening of 
bridges at Engield, Co. Meath, over 
existing railway and canal bridges. (b) 
Secretary, Meath County Council, 
County Hall, On Uaimh. (c} 10gn. (e) 
January 4, 1960. 


address it is the same as the locality 
given in the heading (c) deposit (d) 
last date of application (e) last date 
and time for submission of tenders. 
Full details of contracts marked * are 
given in the advertisement section. 


























WOODWORM 
& DRY ROT 






Eradicate wood- 
destroying insects 
and fungi from 
roof and cellar 
timbers, flooring 
and joinery by 
means of 


WYKAMOL 


Wood Borer Insecticide 


RESKOL 

Dry Rot Fungicide 
Write for full particulars of these com- 
pletely effective materials and specialist 
survey and guaranteed treatment services. 
Pressure spray apparatus for the application 
of our materials is available for hire at 
nominal rates. 


RICHARDSON & STARLING LTD 


(Dept. A.B.N.), 6 Southampton Place, W.C.1 





A. W. BAKER 
WALL AND FLOOR TILING 
CONTRACTORS AND MERCHANTS 

Service, Satisfaction and Personal Supervision 
68 HEREFORD RD., FELTHAM, MIDDLESEX 
Telephone : FELTHAM 394! 














HIGH QUALITY 
WHITE FACING 
BRICKS 


(S.P.W. BRAND) 


As supplied to the WAR OFFICE, H.M. 
MINISTRY of WORKS, AIR MINISTRY, 
Etc. 


Sample and Brochure 
sent on request 


M. MSCARTHY 


BULWELL — NOTTINGHAM 
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EIRE—LIMERICK, (a) Erection and 
completion of proposed new primary 
school at Presentation Convent, Sexton 
Street, Limerick. (b) Mr D. J. O’Brien, 
87 O'Connell Street, Limerick. (c) £25. 
(e) December 31. 

* * 7” 
EIRE—ROSCOMMON C.C. (a) Erec- 
tion of a laboratory in the grounds of 
the County Hospital for Roscommon 
County Council. (b) Mr. A. Geraghty, 
County Secretary, Courthouse, Roscom- 
mon. (c) Sgn. (e) December 21. 

* * - 
FLINTSHIRE C.C. (a) Erection of an 
assembly hall and additions to lavatory 
accommodation at the county primary 
school, Chester Road, Flint. (b) County 
Architect, Llwynegrin, Mold. (c) 3gn. (e) 
December 21. 

7 * * 
HASTINGS B.C. (a) Erection of phase 
1 of St. Paul’s Primary School, Horntye 
Road, St. Leonards-on-Sea. (b) Borough 
Engineer, 37 Wellington Square, Hastings. 
(c) Sgn. (e) January 10. 

= * + 
LANARKSHIRE C.C. (a) Coatsbridge 
High School, remodelling and extensions. 
All trades, involving demolition of cer- 
tain properties, erection of 17 class- 
rooms, assembly hall, kitchen and dining 
rooms, etc. (b) County Clerk, Lanark- 
shire House, 191 Ingram Street, Glas- 
gow, C.1. (d) December 12. 

* * * 
LANEHAM INTERNAL DRAINAGE 
BOARD. (a) Construction of a land 
drainage pumping station to house two 
diesel driven 30in diameter pumps and 
one electrically driven 18in diameter 
pump. Includes provision and driving 
of approximately 64 concrete bearing 
piles. Site is eight miles east of Retford. 
(b) Surveyor to the Board, T. A. D. 
Farran, 20 South Parade, Doncaster. (e) 
Sen, cheque drawn in favour of the 
Laneham Internal Drainage Board. (e) 
December 31. 

> . 7” 

LEEDS C.C. (a) Scheme No. 821. Erec- 
tion of 99 traditional dwellings on the 
Swinnow and Moor Grange estates. (b) 
Acting City Architect, Priestley House, 


Quarry Hill, Leeds, 9 (c) £2. (e) 
January §. 
* oJ 7 


LIVERPOOL C.C. (a) (1) Construction 
of 147 flats and 36 garages at Grant 
Road, Liverpool, 14; (2) Six flats, Culme 
Road. Muirhead Avenue, 12; (3) 30 
dwellings, Stanhope Street, 8; (4) 15 flats, 
Warwick Street. 8; (5) 17 garages on 


two sites, Tuebrook area 13. (b) City 
Architect and Director of Housing, 
Blackburn Chambers. Dale Street, 





| 





' | 
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Kingsway, Liverpool, 2. (c) 2gn, separate 
deposit for each contract, payable to 
City Treasurer. (e) December 17. 

* 7 * 


LLANIDLOES B.C. (a) Erection of a 
block of flats and maisonnettes at Brook 
Street, Llanidloes, including site prepara- 
tion, drainage, services and road works. 


Fixed-price tender. (b) D. Mervin 
Edwards & Moreton, 5 Lower Brook 
Street, Oswestry, Salop. (c) 3gn. (e) 
December 21. 

* - . 


LONDONDERRY R.C. (a) Erection of 
18 dwellings at Altinure Lower (park), 
together with ancillary works. (b) W. 
& M. Given, quantity surveyors, 3 Rich- 
mond Street, Londonderry. (c) 3gn. (e) 
December 16. 

o . * 
MANCHESTER C.C., (a) Erection of an 
aged persons’ home at Newall Green, 
Wythenshawe. (b) City Architect, P.O. 
Box 488, Town Hall. (e) December 16. 

+ . * 


MANSFIELD WOODHOUSE U.C. (a) 
Erection of 14 houses and six bungalows 
on Cox’s Lane housing estate and a pair 
of houses at Parliament Quarry Depot. 
(b) W. W. F. Shuker, surveyor to the 
council, Council Offices, Mansfield 
Woodhouse, Notts. (e) December 28. 
. * - 


NEWHAVEN U.C. (a) Erection of six 
old people’s bungalows. (b) Engineer 


and Surveyor, Council Offices, Fort 
Road, Newhaven, Sussex. (d) Decem- 
ber 14. 

* . . 
NEWHAVEN U.C. (a) Erection of 


public conveniences adjoining West Side 
recreation ground. (b) A. E. Motyer, 
Council Offices, Fort Road. (c) 2gn. (e) 
December 15. 











FIBROUS PLASTERWORK 
OF EVERY DESCRIPTION 


ALLIED GUILDS 


King Edward Square 
SUTTON COLDFIELD  Tel.: Sut 3809 














THOMAS CRAPPER 


& CO., LTD. 
Merchants of Sanitary Appliances 
Kitchen Equipment and Plumbing Fittings 
Catalogue on request 


120 KINGS ROAD, S.W.3. KEN. 4831 














NORTHWICH R.C, (a) Contract 12/11. 
Erection of 12 bungalows on Waverham 
housing site. (b) Engineer and Surveyor, 
Whitehall, Hartford, Northwich. (c) 2gn. 
(e) December 17. 


* * 7 


NORTON—RADSTOCK U.C. (a) Erec- 
tion of eight flats and eight bungalows 
at Westfield estate, Radstock. (b) Red- 
wood, Miles & Wills, 10 Great George 


Street, Bristol, 1. (c) £3 payable to 
Norton-Radstock U.D.C. (e) January 2. 
- ” : 


RAUNDS, NORTHANTS U.C. (a) One 
block of four old people’s bungalows at 
Manor Street. (b) Surveyor, Council 
Offices, The Hall, Raunds, near Welling- 
borough. (c) 2gn. (e) December 19. 


* * * 


SHREWSBURY B.C. (a) Erection of 78 
dwellings and 23 garages at Harlecott 
estate, part 5. (b) Borough Surveyor, 
Guildhall, Shrewsbury. (c) 2gn. (e) 
December 18. 

. * - 
SOUTHEND-ON-SEA B.C. (a) Erection 
of a five-storey block of 20 maisonnettes 
on four floors, with garages uncer, a 
reinforced concrete frame construction 
and incidental work at Eastern Esplan- 
ade. (b) Borough Architect, 30 Alexandra 
Street, Southend-on-Sea. From applica- 
tions a selected list will be made and 
those selected will be required to make 
a deposit. (c) £2. (d) December 11. Send 
details of similar works undertaken and 
names of architects for reference. 

* * - 


SWINTON AND PENDLEBURY B.C. 

(a) Erection of a communal unit and 30 

bungalows, with roads and sewers. (b) 

Borough Engineer, Town Hall, Swinton, 

wag Manchester. (c) 3gn. (e) Decem- 
r 21. 


* * * 


TOTTENHAM B.C. (a) Northumber- 
land Park, Contract 2. Erection of 102 

dwellings in blocks of 10, six and two 

storeys. including reinforced concrete 

construction. (b) Borough Engineer. 

ng Hall, N.1S. (c) 2gn. (d) Decem- 
or 14 


* * > 


ULSTER CASTLEREAGH R.D.C. (a) 
Tenders are invited for Scheme 1: The 
erection of 202 houses, 44 garages and 
two shops at Carrowreagh, Dundonald; 
Scheme 2: The erection of 21 flats at 
Moatview Park, Dundonald. (b) Council 
Offices, 368 Cregagh Road, Belfast, 6. 
(c) £5 for each scheme. (e) Tenders 
marked (A) Carrowreagh housing 
scheme, (B) Moatview Park flats, by 
Jecember 18. 








“SYSTON” Rolling Shutters 


MANUFACTURED IN STEEL, WOOD & ALUMINIUM 
GALVANISED SHUTTERS AND SERVERY 
HATCHES TO SUIT ALL REQUIREMENTS 


SHUTTER CONTRACTORS TO WAR DEPARTMENT AND AIR MINISTRY 


J. TAYLOR (SYSTON) LTD. - 


TELEPHONE: SYSTON 2133 + MANCHESTER OFFICE: RINGWayY 3996 


SYSTON - LEICESTER 








ESTABLISHED OVER 100 YEARS 


J.W. GRAY & SON LTD 
| PRINCETON STREET 
BEDFORD ROW, W.C.1 


LONDON & 









CHA 
8701* 








‘saL 31 _ CASTLE STREET 
70 «6€=SALISBURY 
LIGHTNING CONDUCTORS 











a eR 


Thos. W. Ward Ltd., Albion Works, Sheffield - Tel. 26311 
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WIMBORNE MINSTER U.C. (a) First 
part of 1960 housing programme at 
Greenclose estate. Erection of eight 
three-bedroom houses and 22 two-bed- 
room houses. (b) Clerk of the Council, 
Civic Centre. Wimborne Minster. (c) 
2gn. (ec) December 21. 
* * > 

WORTLEY R.C. (a) Erection of 52 
traditional dwellings at Crag View, 
Oughtbridge, fixed-price contract. (b) 
Arthur Wikeley, Engineer and Surveyor, 
Council Offices, Grenoside, Sheffield. (c) 
£5. (e) December 31 


PLACED 


Notes on contracts placed state locality and 
authority in bold type with (1) type of work 
(2) site, (3) name of contractor and address, 
(4) amount of tender or estimate. + denotes 
that work may not start pending final accep- 
tance, or obtaining of licence, or modification 
of tenders, etc. 


BRADFORD. (1) Superstructure of a 
four-storey office: building, warehouse, 
etc. (2) Buttershaw. (3) Turriff Construc- 
tion Corporation Ltd., Budbrooke Road, 
Warwick. 

. * * 
BUCKINGHAMSHIRE. (1) Erection of 
a psychiatric prison for the Ministry of 
Works. (2) Grendon Underwood. (3) 
Turriff Construction Corporation Ltd., 
Budbrooke Road, Warwick. 

* . * 


DORSET. (1) Erection of a_ health 
physics building for the U.K. Atomic 
Energy Authority. (2) Winfrith Heath. 
(3) Turriff Construction Co. Ltd., Bud- 
brooke Road, Warwick. 
» + * 
DUNDEE B.C. (1) Erection of City 
Trades College. (2) Dundee. (3) Charles 
Gray (Builders) Ltd., 4 Francis Street, 
Dundee. (4) Between £750,000 and £1 
million 














GRAVESEND. (1) Erection of exten 
sions for British Home Stores Ltd. (2) 


. ? 
New Road. (3) Demolition and Con- 
struction Co. Ltd., 3 St. James's Square, 
London, S.W.1. (4) £100,000. 


Registered Trade Mark ad bg ° 
BRAND HERTS C.C. (1) Phase one of new police 
CEMENT WATERPROOFING POWDER headquarters. (2) Stanborough, Welwyn 


Garden City. (3) Welwyn Builders Ltd., 


42 Bridge Road, Welwyn Garden City, 
USED IN PORTLAND CEMENT Herts. (4) £35,712. 
CONCRETE AND RENDERINGS * * * 
TO EXCLUDE OR RETAIN WATER HERTS C.C. (1) Erection of an infants’ 


school. (2) Loves Wood, Stevenage. (3) 
Allen Fairhead & Sons Ltd. Sydney 


WRITE FOR DIRECTIONS BOOK Road, Enfield. (4) £41,850 
To: * * * 
KERNER-GREENWOOD & CO., LTD. KETTERING. (1) Rebuilding the “Pea- 
KING’S LYNN cock” licensed premises. (2) Lower 
Street. (3) O. P. Drever & Sons Ltd., 
Sole Proprietors and Manufacturers Roundhill Road, Kettering 
. 7 . 
THE MOST RELIABLE FIRE CEMENT IS LONDON. (1) Erection of a hall and 
*FEUSOL’—have you tried it ? offices for the Girdlers’ Company. (2) 











Basinghall Avenue, E.C.2. (3) Dove Bros 
Ltd., Cloudesley Place, London, N.1. (4) 
£97,000. 


* * * 


A&P. STEVEN LID | cenmen ©. «pete @ 2 ee 


storey block of offices. (2) Marylebone 
Street and Enford Street. (3) Tersons 
Ltd., 4 Dollis Park, Finchley, N.3. (4) 
£185,000. 


LONDON, W.C, (1) Conversion of St. 
Clement's Press building into university 


teaching accommodation. (2) W.C.2. (3) 
181 ST. JAMES RD.. GLASGOW, C4 || Holland & Hannen and Cubitts Ltd., 1 














Lonpon: 10 Nicholson Street, S.E.1 Queen Anne’s Gate, London, S.W.1 
Tel. Waterloo 4465 + * . 
Mancnester, 1: 3 Charles St. Tel. Ardwick 1391 ' 
Eprinsuron, 2: 2 North West Circus Place. LUTON. (1) Erection of licensed 
Tel. Caledonian 2095 premises. (2) Biscot Road. (3) J. M. Hill 
BirMINGHAM, 20: Henley Lodge. 19 Church Lane, & Sons (Ampthill) Ltd..-Church Street. 


Handsworth Wood. Tel Northern 0284 











|| Ampthill, Beds. 








NON FERROUS 


WALL TIES s MASONRY FIXINGS 


S.J. BRIERLEY (WILTS) LTD 


BRADFORD-ON-AVON 
Telephone 2234 




















Specialists in 


STAINLESS STEEL 
FABRICATIONS 


Built to your requirements or from a wide range of standards 
Expertly made and beautifully finished Metal Craftsmen 


Associated etal Corks 


CLAscCow) ato 

















Telephone: BELL 2004/6 
Telegrams: “STAINLESS, GLASGOW" 30 ST. ANDREW ’S SQUARE, GLASGOW, C.! 
LONDON : 7 GROSVENOR GARDENS, S.W.!. Phone: VICTORIA 1977/8 
And at LIVERPOOL BIRMINGHAM . NEWCASTLE . MANCHESTER . BELFAST . DUBLIN 











RENown 5474 


3 BRUMMER S222 
MANDER & GERMAIN | WOOD STOPPING | WATERPROOF STOPPING 


IN LARGE AND SMALL TINS 





LIMITED 

(Yellow label for interior use) | (Green label for exterior use) 
Architectural Craftsmen Also in |/- tubes 1 ——* firmly to bare or painted 

DOES NOT SINK OR DROP OUT. | seston cuapeeeee 

MARBLE ~- STONE - GRANITE path gman Ravcpen: on | FILLER 
: , ve | Adheres firmly to nailheads, iron, { 

FLOORS - WALL LINING - CHIMNEY PIECES: ETC. | glass and FIBREGLASS. Recommended by ‘Weyroc’ and 
| Used by: Floor Layers, Joiners, 1 ‘Plimberite’ for filling surfaces and 


WILLOWBANK WHARF Takes all stains. t inn 
PUTNEY BRIDGE - LONDON S.W.6 


Wood & iron pattern makers, etc. edges prior to painting or varnish- 


*GLASSARD ”’ SEALER. For al! Hardboards. 
MADE IN ALL COLOURS 
BRUMMER LTD., Oyster Lane, Byfleet, Surrey. Tel.: Byfleet 3636 
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in the 
service 
of 
architects 


The benefit of the wide knowledge and 
experience of RCA’s engineers is freely 
available to architects to assist in plan- 
ning sound projection and sound rein 
forcement installations 


In addition to public cinemas, RCA have 
equipped more than 90 35mm _ preview 
theatres for the trade, advertising agencies 
and industry. Sound reinforcement instal- 
lations include such famous locations as 
Wales Empire Pool, Sadler's Wells 
Theatre and Shakespeare Memorial 
Theatre, Stratford upon Avon. 


RCA manufacture, supply and install 


* Complete 35mm sound and projection equip- 
ment ranging from simple viewing systems to 
fully comprehensive installations, and including 
closed circuit television. 


* A range of Hollywood 16mm sound projectors. 


* Custom built sound reinforcement systems. 


The use of this service places 
you under no obligation 


RCA GREAT BRITAIN LTD 


(An Asscciate Company of Redio Corporation of America) 


Lincoln Way, Suntury-on-Thames, Middx 
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CONCRETE 
FENGE POSTS 


We can supply ALL TYPES for Fencing 
specified in B.S.S. 1722 Parts | to7 






Security typ2 


Well manufactured, reinforced and 
vibrated to B.S.S. requirements 


Send your enquiries, mentioning 
address for delivery to: 


DURAFENCING:”” 


BROOK ST. STOTFOLD. (BEDs.) 


Daily deliveries to London and the Midlands) 








Multi- holed for 
all types of Wire 
fencing 





FENCE ERECTION SERVICE 


Quotations given for all types of fencing in 
Wire, Concrete or Wood. Supplied and erected 
complete in all parts of the country 


We have 
FENCE CONTRACTING DEPOTS 


at 
BIRMINGHAM - MANCHESTER 
NORTHAMPTON - NOTTINGHAM 








Close Board type 









All to British 
Standards 
specification 









LATEX ana Ptastic FoAM 
dudes CUSHIONING for 
| lo G LENGTH SEATING 


as used in 
@ HOTELS, BARS & CLUBS 
@ MUNICIPAL BUILDINGS 


@ RECEPTION AND 

: WAITING ROOMS 
@ SCHOOLS & 
LECTURE HALLS 












BYsesceettoersuetss ETE CETTE @ WINDOW 
So51 si3et2 BAYS AND 
ALCOVES 
@ EXHIBITION 
STANDS 


Dunlopillo cushions and backrests supplied 
to any specification, uncovered or covered 
and ready for installation on site. 


Send for illustrated list 


ae UPHOLSTERY LTD. 


THE LEAD/NG SPEC/AL/STS 


alate ep ROAD, LONDON, W.II 
ephane. BAYSWATER 6262-5 
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ema UICK WORK ca coos 


Even the most intricate wiring layouts can be 
tailor-made on the spot with KOPEX Pliable Electrical 
Conduit. Just bend, cut and set it by hand. It’s as 

easy as that! The finished job will be neat, rigid and 
permanent. Vital production time will be saved and 










labour costs reduced. 


KOPEX makes a big difference in 


with wiring of machine tools, switchboards, 


KOPE 


PLIABLE 
= ek a -Bhet 0 Geneon Boll l & are available in Mazak or mild steel 


for joining to standard electrical fittings. 

Also KOPEX P.V.C. covered Electrical Conduit for protecting 
wiring on machine tools, factory equipment, chemical 

plants and general industrial installations. 


fac ory equipment and general internal and 
external installations. 

In single and double leaded steel or 
aluminium formation. Easy-:o-fit couplings 










We shall be pleased to send prices and technical information. 


UNI-TUBES LTD 


Head Office: Maikay House, 197 Knightsbridge, London, S.W.7 
Telephone: KNightsbridge 7811/5 
Works: Aipha Street, Siough, Bucks. Telephone: Siough 25476/8 





DE-LUXE 
MODEL 





Competitive for 
price and quality 
Specify 


sDELMORE’ 


OIL FIRED BOILERS 


% Only 19° x 20” floor space 
% Designed for kitchens—easy to install 


% Three models up to 64,000 BTU’s for £115 





For further details and literature write to 
manufacturers: Delmore Engineering Co. Ltd., 
(Dept. ABN 12), 51 Gresham Road, Staines, 
Middlesex. (Phone: Staines 4180). 


Name ; ee os 


CO sR TER Mi Ber ns NS e ws : 





H* 
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STRUCTURAL STEELWORK 
for INDUSTRIAL PROJECTS 
ROOF TRUSSES 15’ 0’ to 100’ 0’ SPAN 
As specialists in roof truss design and fabrication we welcome 
inquiries for frameworks to suit standard or non-standard types 
of roof covering. Illustrated brochure available on application. 


THE NORTHARC ORGANISATION LTD. 





260, LANGHAM ROAD, TURNPIKE LANE, LONDON, N.15. 
PHONE: BOWFS PARK 3757 


Brooks Fan-Powered Vertical Jet Roof Extract Units en- 
sure positive ventilation of factories, foundries and kitchens 

disperse smoke—smells—fumes high above roof level. 
Eliminates risk of exhaust re-entry into building or fresh 
air intakes and prevents harmful and corrosive elements 
attacking roof coverings. Capacities 800/23,000 C.F.M. 








Write for details 


BROOKS 


VENTILATION 


BROOKS VENTILATION UNITS LIMITED 
SCOTSWOOD-ON-TYNE 


TRAFALGAR HOUSE, GT. NEWPORT STREET, LONDON, W.C.2. 
Telephone: COVent Garden 1355 and 1356 
BRANCH OFFICE: CROMFORD HOUSE ROMFORD COURT, MANCHESTER, 4 London Showroom: 75 VICTORIA STREET, S.W.|1. 


BRITAIN’S WIDEST RANGE OF POWERED VENTILATION UNITS 
8.15 


SANITARY ENGINEERS AND 
FIRECLAY MANUFACTURERS 
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OFFICIAL ANNOUNCEMENTS 


APPOINTMENTS 


* CONTRACTS °* 


TENDERS 


Rate: 20/- per inch and pro rata, minimum half inch. Close for press Ist post Monday for following Wednesday Issue 








CLASSIFIED ADVERTISEMENTS 
CHRISTMAS PRESS NOTICE 





The issue dated DEC. 23 will close for Press 
first post on THURSDAY, DEC. 17 


The issue dated DEC. 30 will close for Press first 
post on TUESDAY, DEC. 22. And the issue dated 
JAN. 6 will close first post on FRDIAY, JAN. | 











APPOINTMENTS 





County Borough of Bury 
APPLICATIONS invited for following permanent 
appointments 

(a) Quantity Surveyor, APT III (£880/£1,065) or 
Speciai Grade (£785/£1,070). 

& Junior Engineering Assistant, APT I (£610/ 
£765) 

Commencing salaries according to qualifications 
and experience 

Applicants for appointment (a) should be 
experienced in dealing with contracts for large 
public works 

Applicants for appointment (b) should have 
completed their protessional training under the 
Scheme for the Training of Municipal Engineers 
or should be University Graduates 

Applications stating age, details of training, 
qualifications, present and previous appointments 
and experience, together with the names and 
addresses of two referees, must reach me by 
December 21, 1959 

EDWARD S. SMITH, 
Town Clerk. 


APPOINTMENTS (cont) 


APPOINTMENTS (cont) 





Chertsey Urban District Council 
APPOINTMENT OF 
ARCHITECTURAL ASSISTANT 
APPLICATIONS are invited tor the appointment 
of Archnectural Assistant in the Engimeer and 
Surveyor’s Department at a salary in accordance 
with APT Grade II (£765/£880 per annum) 
Applicants should have passed the Intermediate 


examination of the R.1I.B.A. Excellent oppor- 
tunity for gaining good experience. Work in 
hand includes multi-storey flats and _ central 
library 


Applications giving details of training and ex- 
perience, with names and addresses of two referees 
to N. C. Goldsmith, M.B.E M.1.MunF 
F.R.S.A., Engineer and Surveyor, Council Offices, 
Chertsey, Surrey, before December 29, 1959 

State whether related to any member or senior 
officer. Canvassing disqualifies 

A. REX HERBERT, 
Clerk of the Council 
15908 





County Borough of East Ham 
JUNIOR ASSISTANT PL ANNING OFFIC ER 
Grade APT I--4610 £7 
VACANCY in Borough ec nts Department 
London Weighting paid in addition. Salary above 
minimum paid according to qualifications and 
experience 
Subsistence allowance may be paid over a 
reasonable period to person appointed if unable 
to obtain suitable accommodation, necessitating 
the maintenance of two homes 





Town Hall, Details and application form from the Town 
Bury Clerk, E.6 
November 26, 1959 [S885 Closing date December 28, 1959. [5899 
Consett Urban District Council Borough of Ukeston 
APPOIN ey * 8 ~ tee APPLICATIONS are invited for the appoint- 


APPLICATIONS are invited for the above 
permanent appointment in the Surveyor's 
Department at a salary of £750 per annum 
rising by annual increments of £40 to a maxi- 


mum of £1,030 per 

Candidates must have passed Parts I and II 
of the R.1.B.A. final or Special Final Examina- 
tion or their equivalent at one of the recognized 
schools of architecture and should have had 
experience in housing work with a local 
authority 

The appointment will be subject to the National 
Conditions, the provisions of the Local Govern- 
ment Superannuation Acts, one month’s notice 
on cither side and the passing of a medical 
examination. The Council will assist the success- 
ful applicant in obtaining housing accommodation 
if required 

Applications in 


annum 


envelopes endorsed ‘‘Archi- 
tectural Assistant’’ giving details of age, quali- 
fications and experience, together with the names 
and addresses of three persons to whom refer- 
ence may be made, are to be addressed and 
delivered to the undersigned not later than 
Saturday, January 16, 1960 

Candidates must declare their relationship, if 
any, with any member or senior official of the 


Council 
J. QUINN 
Clerk of the Council 
Council Offices, 
Medomsiey Road 
Consett, 
Co. Durham 


December 2, 1959 [5896 





Runcorn Urban District Council 
APPOINTMENT OF ARCHITECTURAL 


ASSISTANT 
APPLICATIONS are invited from _ suitably 
experienced candidates for the appointment of 
Architectural Assistant within Grade II (£765 


£880) 

The appointment will be subject to the 
Conditions of Service of the N.J.C. and ter- 
mination by one month's notice on either side 
Housing accommodation will be provided at a 
rental for the successful applicant, if required. 

Applications, stating age, present salary, 
qualifications and experience, accompanied by 
a copy of one testimonial and the names of 
two persons to whom reference as to character 
and ability may be made, in envelope endorsed 
“Architectural Assistant’’, must reach me not 
later than December 31, 1959. 

Canvassing will disqualify 

T. J. LEWIS, 
Clerk of the Council 


[5897 


Town Hall, Runcorn 
December 2, 1959 


ment of Architectural Assistant within the Special 
Classes Grade (£785/£1,070) 

Commencing salary to be 
fications and experience, 

Housing accommodation 
disqualifies 

Application forms and conditions of appoint- 
ment obtainable from A. O. Marshall, Borough 
Surveyor and Water Engineer, Town Hall, 
Iikeston, to whom they are to be returned by 
Monday. January 4, 1960 

J. YATES, 


Town Clerk 
[5900 


according to quali 


available. Canvassing 





Burgh of Kilmarnock 
Burgh Architect's Department 
APPLICATIONS are invited for the 
appointments 

(a) Deputy Buargh Architect. Salary 
£50—£1,250 per annum. Council house 
for letting if required 

(b) Architectural Assistant, 
Grade IV: £850 x £20-—4865 

Applicants for appointment (a) must be quali- 
fied architects 

Applicants for appointment (b) should have 
passed the Intermediate examination of the 
R.I.B.A. and should have had good office 
experience 

Both appointments are subject to NJ-C. con- 
ditions, and the successful applicants will require 
to pass a medical examination for superannuation 
purposes. 

Applications, giving full details of training and 
experience, should, along with copies of testi- 
monials, be lodged with the Burgh Architect and 
Town Planning Officer, 64a Bank Street, Kil- 
marnock, within ten days of the date of this 
advertisement 


following 


£1,150 x 
available 


Salary, Executive 


W. L. WALKER, 
Town Clerk 

Council Chambers 

Kilmarnock 


November, 1959 [5853 





and Public Health 
Pensionable posts for 
20 on June 1, 1959 


ARCHITECTURAL, Civil 
Engineering Draughtsmen 
men and women aged at least 


with at least three years’ training, including 
adequate practical experience with appropriate 
technical study. At least one year must have 
been spent on full-time drawing office work 


Men’s starting salary (London) £542 10s (20) to 
£783 (28 or over). Scale maximum £900. Promo- 
tion prospects. Write Civil Service Commission, 
17 North Audiey Street, London, W.1, for appli- 
cation form, quoting S$68-69/59/12. Closing date 
December 31, 1959 [5903 


Inverness County Council 

INVITE applications for appointments in the 
County Architect's Department as follows 

(a) One Senior Assistant Architect (Section 
Leader). Salary scale £1,060/£1,270 per annum 

(b) One First Assistant Architect. Salary scale 
£1,040 / £1,120 per annum 

(c) Ome Second Assistant Architect. Salary scale 
£795/£1,075 per annum 

(d) One Third Assistant Architect. 
£605/£735 per annum 

Applicants for appointment (a) (b) and (c) 
must be fully qualified and for appoimtment (d) 
should be qualified or about to qualify to Inter- 
mediate standard. Appropriate placing on salary 
scales will be given im accofdance with qualifica- 
tions and experience Housing accommodation 
may be made available if required. Applications 
together with names end addresses of three 
referees to the County Clerk, County Buildings, 
Inverness, by December 19, 1959. {5907 


Salary scale 





Southern Electricity Board 
ARCHITECTURAL ASSISTANT 
SUB-AREA Office No. ¥ (Portsmouth) Sub-Arca 


Salary NJ.B. Grade 5 Schedule “D"' (£790 x 
£20-—-4290 per annum). NJ.B, Conditions of 
Service 


Candidates should have had experience in an 
Architect's office and be capable of designing and 
administering during the construction stage, 
building work in connection with offices, show 
rooms, workshops, etc. The possession of suit- 
able qualifications would be an advantage 

« successful candidate will be 
contribute to the Electricity Supply (Staff) 
annuation Scheme, if eligible 

Applications on forms 
Sub-Area Secretary, Lower Drayton’ Lane 
Cosham Portsmouth, and returned to him 
quoting 2.1116, not later than December 21 
1959 [S906 


uired w 
Super 


obtainable from the 





Welsh Regional Hospital Board 
APPLICATIONS from Registered Architects for 
two posts of Assistant Architect (one of which is 
temporary) on staff of Regional Architect, 7 
Museum Place, Cardiff, at a salary of £730 x 
£2512) x £3002) x £355) x £40(1)--£1,055. Axe 
and experience can be taken into account in 
fixing the commencing salary 

Applicants must be Registered Architects and 
be well experienced in the preparation of | scale 


working drawings, details, specification, survey- 
ing levelling and the supervision of contracts 
The appointment (terminable by one month's 


notice on either side) will be subject to National 
Health Service Regulations and a successful 
medical examination 

Applications, giving full details and the names 
of two referees to Secretary, Welsh Regions 
Hospital Board, Temple of Peace; Cardiff, within 
14 days of appearance of advertisement, [S910 





Government of Gambia 
ARCHITECT 

Public Works Department 
TO take charge of the Architectural Branch and 
to carry out the planning and design of all 
Government architecture under the genera! super- 
vision of the Director of Public Works. Contract 
appointment. Salary range £1,086/£1,680. Gratuity 
(25 per cent of emoluments). Free passages. 
Rented quarters. Candidates aged 35-45 must be 
A.R.1.B.A. with considerable post qualification 
experience, Write Director of Recruitment, 
Colonial Office, London, S.W.1, giving full 
names, age, qualifications and etperience, quoting 
BCD.112/12/01/E1. 15914 





ames as Stapleford Urban District Council 
HITECTURAL ASSISTANT 
APPLIC NATIONS are invited for the above 
appointment, in Grade IT (£765/£880) or Special 
Grade (£785/£1,070), the grade and commencing 
salary to be according to applicant's qualifications 
and experience 
Applications, accompanied by the names and 
addresses of two referees, should be forwarded to 
the Housing Architect, Town Hall, me 
Nottingham, not later than December 21, 
H..D. JEFFRIES, 
" Clerk of the Council 
{5913 





Classified advertisements 
continued, overleaf 
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MISCELLANEOUS SECTIO 


RATE: 1/94 per line, minimum 3/6d, 

average line 6 words. Each para charged 

ly. Advertisements for Situations 

anted are at the specially reduced 
rate of 6d. per line, minimum |/6d. 





BOX NOS. add 2 words plus |- for 
registration and forwarding replies which 
should be addressed co ‘‘The Architect & 
Building News,’’ Dorset House, Stamford 
Street, London, S.E.1. 


SEMI-DISPLAY Advertisements with cen- 
tralized lines are charged at 20 - per i nch. 
and pro rata, minimum half inch. 
PRESS DAY, Monday. Remittances pa yable 
to Messrs. lliffe & Sons Ltd., Dorset H ouse, 
Stamford Street, London, S.E.1. 


No responsibility accepted for errors 





TENDERS 





Rate: 20/- per inch and ed rata, minimum 
half inch. 


County Borough of Brightoe 
FLXED Price Tenders are invited for erection of 
AFRONT SHELTERS 


Bills of Quantities and Form of Tender may be 
obtained from the , Surveyor, Engineer 
and Planning Officer, King’s oad, 
Brighton, on of after Quanion. December 12, 
1999, on on receipt of a returnable deposit of £2 2s 
Drawings may be inspected upon application 
the Borough Surveyor's office. Tenders are to be 
delivered to me in the envelope provided, not 
bearing any name or mark indicating the sender, 
by noon on Saturday, January 2, | 
Ww. 0. DODD, 
Town Clerk 
{S902 





ARCHITECTURAL APPOINT- 
MENTS VACANT 





Rate: 1/9 per line, minimum 3/6, average 
line six words. 


ARCHITECTS are oe temporary salaried 
employment on ee. interesting conversion 
programme. ork might be of interest where 
private practice is temporarily ~~ ly ad by 


letter Director of et ws orough 
Council, 67 Brixton Hill w.2 ro telephone 
BR Ixton Sasi, extension { (quote ref: seo 





ARCHITECT 


VACANCIES occur for Senior and Junior Archi 
tectural Assistants, for interesting range of 
contemporary work. 

y by letter marked 


ppl “Personal and Con- 
fidential,’’ giving particulars. 


John  MacG: A.R.LB.A., 7 Donegall 
Square West, Bel ast, i‘ [S905 
ARCHITECTURAL ASSISTANT, London, Fina! 


standard. — and commercial. Progressive 


and _ according to experience 
and ability. 3667. 0079 
~~ ASSISTANT, Intermediate 
standard. London office. Good prospects. 
Box . [0080 
AR et Final ia. 
dard required by Seen shen . Inter- 
esting and varied work with scope for initiative 
and State age, experience and 


ity. 
salary required to Box 5143. [0136 





ARCHITECTURAL 
ASSISTANTS 
required by 
MINISTRY OF WORKS 


For employment in London. Keen and 
enthusiastic assistants of Intermediate 
R.1.B.A. standard are required for the 
design of interesting and varied types 
of buildings in all parts of the world. 
The salary range is from £550 (at age 
21) to £900. Starting pay according to 
age and experience. Five-day week. Three 
and a half weeks’ annual leave. Good 
prospects of promotion and permanency. 
Permanent posts are pensionable and the 
pension scheme is non-contributory. 

Apply, giving detalls of age, training 
and experience to: E. Bedford, C.B., 
c.V.O., 


Ministry 
House, John Istip Street, London, S.W.1. 





ARCHITECTURAL APPOINT- 
MENTS VACANT (cont) 


ARCHITECTURAL APPOINT- 
MENTS VACANT (cont) 





ARCHITECTURAL ASSISTANTS, Senior and 
Junior, required by firm in High Wycombe for 


commercial and industrial schemes, Scope for 
responsibility and experience. Five-day week. 
Write Box 5793. { 


ARCHITECTURAL ASSISTANTS required to 
work on varied and interesting projects. Office 
experience desirable. Salaries according to experi- 


ence (£600/£1,000 p.a.). Five-day week. Apply in 
writing or telephone Covell & Matthews, 34 
Sackville Street, London, W.1, REGent 2291. 
(5845 
ARCHITECTURAL ASSISTANT required, inter- 
mediate standard, to work on housmig, schools, 
ete Write or telephone Harry Gibberd, 
A.R.1.B.A., 180 Corporation Street, Birming- 
ham, 4, Centra] 1778 [5891 
ARCHITECTURAL ASSISTANT required for 
short period in connection with maintenance 


work, Academic qualifications or ability to design 
are less important than practical building experi 
ence. Apply to Chamberlin, Powell & Bon, 15 


Sydney Mews, Fulham Road, S.W.3. Tel. KNI 
7243 [S895 
ASSISTANT ARCHITECTS. Senior Assistants 


required in Coventry office on varied work, com- 
mercial, industrial and educational, Five-day week 
and pension scheme. Apply stating experience and 


salary required to  Hellberg and _ Harris. 
F/P.R.1.B.A., 13 Queen Victoria Road, Coventry. 
[5858 


ASSISTANTS required immediately. Intermediate 


and Final standard. Interesting positions giving 
plenty of scope for responsibility and contract 
supervision, in West End office. Tel.: MAYfair 
3111 or Box S861 {0222 
CONTEMPORARY Sheffield architects require 


experienced Assistants for work on major schemes 


able to take initiative and responsibility. New 
offices in pleasant surroundings. Bonus, pension 
and life assurance schemes. Salary according to 


HICKTON, MADELEY & SALT, F/F.R.1.B.A., 
require capable assistant in interesting and pro 
uressive practice. Good prospects. Salary accord- 
ing to experience. 24 Hatherton Road, Walsall, 
Staffs. [5898 
MANCHESTER firm of Architects requires two 
Assistants of Final standard. After a satisfactory 
probationary period in Manchester one of the 
successful applicants will be offered a responsible 
post in expanding a branch office in North 
Lancashire. Applicants must have a contemporary 


outlook and be capable of working on own 
initiative. Salary according w ability. Box 6380. 
{5904 


PLAYNE & LACEY urgenily require a recently 
qualified Architect or a Final standard evening 
school student for work on large scale university 
development. Telephone: WHI 2552 for interview. 

0754 


SCHERRER AND HICKS, F/F.R.1L.B.A., have 
immediate vacancies for Assistants in their Man- 
chester office. 

(a) Two Senior 
experience. 

(b) Two Graduate and Intermediate men. 

Must be interested in contemporary design. 
Good salaries. Agr B. J. . soe A.R.LB.A 
27 King Street anchester, 2 (S856 


SENIOR ARCHITECTURAL ASSISTANTS, and 
Juniors up to about Intermediate standard, 
required for varied industrial and commercial 
work in West End office, Scope for initiative and 


men-—-five to cight years’ 


advancement. Salary from £500 to £1,000, accord- 
ing to age and experience. Five-day week. Write 
giving full details to Box 6379, [0888 
SOMERSET firm of Architects with varied 
practice require competent Architectural Assis- 
tant for Bristol office. Please write giving full 
particulars to Box 6312. [5889 
OPPORTUNITY for first-class Architects with 
imitiative to take responsibility for a varicty of 


contemporary work. South Yorkshire area. Salary 





experience and ability, Full particulars to Hadfield, according to ability. Bonus, pension and life 
Cawkwell & Davidson, 17 Broomegrove Road assurance schemes. Travelling, removal and inter- 
Sheffield, 10 [5869 view expenses paid.—-Box 6221. [5868 
Littlewoods Mail Order Stores Ltd 
require 
ARCHITECTURAL ASSISTANTS 
for their Construction Department 

[his progressive and expanding company is undertaking an extensive building 

development programme, and a variety of interesting projects are in progress 

throughout the British Isles. The vacancies should appeal particularly to young 


men who have reached Inter R.I.B.A. 


Employment Mana 
LITTLEWOODS MAIL 


standard, 
every encouragement to exercise initiative and acquire wider experience in a well- 
esti polished department. Generous starting salaries. Staff Life Assurance and Pension 

heme. Five-day week. Applicants should a 


Spinney House, Church Street, Liverpool 10 


or equivalent. They will be given 


(Ref. AAS ABN, writing to: 


ORDER $1 STORES LTD. 








grades 


The department has in hand a 
Buildings, Technical Colleges, 
which will be designed under 
County Architect 
who show design ability 


and take 
APT V, 
building techniques 
will 


be assessed according to qualifications 


.W.1, must be returned within 





MIDDLESEX COUNTY COUNCIL 
COUNTY ARCHITECT’S DEPARTMENT 


THE County Council has decided to enlarge substantially the staff of this department with offices 
in Westminster and it is proposed to make a number of appointments in each of the following 


ASSISTANT ARCHITECT, APT V (£1,250/£1,405 p.a.) 
ASSISTANT ARCHITECT, APT IV (£1,095/£1,250 p.a.) 
ASSISTANT ARCHITECT, Special Grade (£815 /£1,100 p.a.) 
JUNIOR ASSISTANT, APT I (£640/£795 pa.) 

large and 
Old People’s Homes, 
the direction of MR. WHITF 
Organization is on a group basis and full scope will be given to Architects 


Applications are also invited for a post of ASSISTANT ARCHITECT, APT IV, to set up 
charge of a Technical Information Group and for a QUA 
to undertake elemental analysis of estimates and preparation of costings for current 


Appropriate professional qualifications are required for all posts and commencing salaries 
and experience. 
established staff subject to medical fitness and ianaee conditions. 


Application forms from The pe agg Architec 
@ days. COnote B.470A.B.N.) 


interesting programme of works for School 
Fire Stations and other County Buildings 


IELD LEWIS, F.R.1.B.A., the 


ITY SURVEYOR, 


Appointments will be to the 


1 Queen Anne's Gate Buildings, Dartmouth 
































THE 


ARCHITECTURAL APPOINT- 
MENTS VACANT (cont) 





WEST END Architects require experienced senior 
and junior Assistants for interesting commercial 
developments in London and Provinces. Genuine 
prospects for advancement to applicants with 
ability and initiative. Telephone Langham 9251 
or write giving articulars of experience and 
salary required to Newman, Levinson & Partners, 
9 Mansfield Street, London, W.1 [S874 





SITUATIONS VACANT 





CLERK OF WORKS required immediately for 
extension to the King David High School, Man- 
chester; the appointment is for one year. Salary 
scale £725 to £845 per annum depending on 
ability and experience. Apply in writing to the 
architects, Taylor, Young & Partners, 195 Oxford 
Road, Manchester, 13. [5872 


CONTRACTS MANAGER with extensive 
experience of practical and commercial control 


Must have technical and quantity surveying 
background, Bristol area. References and details 
required. Box 6245. [5873 


DRAUGHTSMAN for building surveyor’s office 
Age under 30. Good prospects for developing 
experience in town and country work. State age, 
experience and salary required. Pension scheme 
Apply H. N. I Knight, Frank & Rutley, 20 
Hanover Square, W.1 [5893 


TAYLOR WOODROW require Quantity Sur- 
veyors for overseas. Applicants should be well 
qualified and experienced and have held positions 
with civil engineering contractors, Write giving 
details of previous experience to Overseas 
Personnel Department, Taylor Woodrow Group, 
Western House, Western Avenue, London, W.5 

[5912 


THE LONDON HOSPITAL, Whitechapel, E.!, 
requires a building assistant for an approved office 
to assist in the design and preparation of a 
variety of modifications and in the development 


of building works, under the direction of the 
Chief Engineer. Adequate scope for personal 
responsibility. Work envisaged will be found 


_applicants preparing 

qualification or 
according to suit- 
Governor [5890 


particularly appropriate to 
for Intermediate R.L.C 
equivalent. Salary £565/£795, 
ability. Write to House 


QUANTITY SURVEYOR 
size civil engineering 
work in London area 
experience and salary 


required by medium 
and building contractors to 
Apply stating particulars, 
required to Box 6381 
{5909 
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WORK WANTED 





ARCHITECTURAL CARVINGS 





ENQUIRIES invited for manufacture of builders’ 
engineering items—steci) frames, trusses, steel 
doors, etc., particularly in specialist work. Keen 
prices and quick delivery. Buriey’s, Weybridge, 
Surrey. Byfleet 4111 [S650 


EXCAVATION sub-contracts, site development, 
overburden removal, clay getting, earth dam con- 
struction, etc, Technical staff available to analyse, 
programme and price complex projects. Particular 
attention given to finish and compaction. D.9, 
D.8, TD.18 and TD.14 scrapers, excavators, load- 
ing * shovels and lorries available with competent 
and imaginative supervision for execution of work. 
Also interested in overseas projects calling for 
not exceeding 10,000yd per week output Dick 
Hampton, Blacknest, Alton, Hants, Tel.: Bentley 
22 [0334 


G. BARTER & CO., Industrial Decorative Spray 
and Brush Painters Wabour only on contract). We 
supply equipment, la Whitton Way, Hounslow, 


Middlesex. HOUnsiow 9615, SOUthal] 3815. 
{0083 

SCALE models for architects, civil engineers, 

estate developers. Box 6213 {5865 





BUILDING LAND 





BUILDING LAND in parcels, in various parts 
of Southern England, to be sold by Auction 








Write Auctioneers, A. S. T. O'Brien Ltd., 14 
Streaticigh Parade, S.W.16 {S911 
ARCHITECTS, surveyors, demolishers, ctc., we 
are buyers of redundant and surplus refrigera- 
tion equipment, all kinds. We dismantle and 


Write Box 5516 


prices given, . 
[5870 


collect. Best 


A PORTABLE record of your work in photo- 





graphs. Kaufmann Photography, 43 Mill Lane, 
London, N.W.6. Tel.. HAMpstead 8920, CHAn- 
cery 2345 [5889 
STEEL AND WOVEN TAPES 
REPAIRED at moderate cost with prompt 
dispatch. Send a broken tape for trial. Large 


stocks of new Chesterman Steel and Woven Tapes 
in all patterns and lengths. Quotations per return 
Quantity discounts. A. W. Phillips & Son (Upton 
Park) Ltd., 47-51 Plashet Grove, London, E.6 
[5399 





” This 
ground and only those with 


is essential. 


* This is a permanent and 


the age group 28-40 years. 





BOND 





equire a 


TECHNICAL ASSISTANT IN PURCHASING 


is a commercial post requiring a sound technical back- 
a minimum of five years in Civil 
Engineering and Building work need apply. 
Applicants should have had experience 
with Contractors and Suppliers, preparation of formal Contract 


Documents and assessing the value of variations in Contracts. 


A high degree of mental alertness and close attention to detail 


progressive 
organization and is of particular appeal to 


Please send full details to: 
Mr. V. Williams, Training and Recruitment Department, 
Ford Motor Company Ltd., Dagenham, Essex, quoting reference PTA. 


of negotiating prices 


post in an expanding 


qualified men of 








CARVINGS, architectural (composition) for built- 
in furniture, wall panelling, etc, Variety of 2,000 
different types of varying periods. On view at 


showroom, Michael Shaveison, 105/107 Brick 
Lane, E.1l. Regret no catalogues. Telephone 
BIS 0225 [S793 





EDUCATIONAL 





GUARANTEED Examination Coaching for 
R.1.Ch.Surveyors, 1.Qty Surveyors, 1.Mun.E., 
1.Struct.E., etc, First-class instruction courses in 
all aspects of Architecture, Building, Draughts- 
manstup, Surveying, Civil, Municipal, Structural 
and Sanitary Engineering. Write for free pros- 


pectus International Correspondence Schools, 
Intertext . aK Parkgate Road (Dept. 518), 
London, S.W }0167 





AUCTIONS 





BUILDING LAND RIPE FOR DEVELOPMENT 
HUTTON, ESSEX 
(Near Shenfield Station) 

HOWARD GUTTRIDGE & PARTNERS, 
Incorporated Auctioneers, 
SHENFIELD, ESSEX 
Will offer tor sale by 
PUBLIC AUCTION 
(unless sold previously) 

WITH VACANT POSSESSION 
The Family Residence with Ballroom 
“HASLEMERE”, PARK AVENUE, HUTTON 

having approximately 4.70 acres 
Scheduled for residential development 
class area 


at 
THE WHITE HART HOTEL, BRENTWOOD 
on Wednesday, December 16, 1959 
at 3 p.m. precisely 
Details of the Solicitors: Dudley Clarke & Son, 
6 Hobart Place, 
LONDON, S.W.1 
Tel. Sloane 0684/5/6 
or 
The Auctioneers, as above 


in first 


[5892 





SHENFIELD, Essex 
FREEHOLD CORNER BUILDING SITE 
Close Station 
(approx. 272ft frontage) 
Will be offered for sale 
BY PUBLIC AUCTION 
(unless sold previously) 
Together with the benefit of 
PLANNING CONSENT IN DETAIL 
THIRTEEN SHOPS 
THIRTEEN MAISONNETTES 


FOR 


and 
THIRTY-SIX LOCK-UP GARAGES 
at the White Hart Hotel, Brentwood, Essex 
mn WEDNESDAY, DECEMBER 16, 1959. 
a 3 pm 
In rapidly improving area 
Site adjoins two leading Banks 
two Banks opposite and Main "bus stops 
Flourishin’ and increasing trading area 
Details of Solicitors: Tavlor & Smith, 125 High 
Street, Brentwood. Tel. Brentwood 154 
an‘ 
Jo Auctionee 
HOWARD Gl TTRIDGE & PARTNE RS, 
Gloster House 
SHENFIELD. Tel. Brentwood 851/2 
THAIN & RICHARDSON 
44 Hich Street, 
BRENTWOOD Tel. Brentwood 4545/6 








[S901 

BOOKS 
CONSTRUCTIONAL STEELWORK SHOP 
PRACTICE. A textbook for apprentices and 


students. Published for the British Constructional 
Steelwork Association. John Farrell. A prac- 
tical work covering every stage of operations in 
this industry The reading of constrnictional 
engineering drawings is explained in detail, and 
the work of the template shop discussed. The 
work of the plater in marking-off and assembly 
is explained. The processes of fabricating stecl- 
work are then described, and final chapters deal 
with inspection, checkine, maintenance, etc. 15s 
from all booksellers. By post 16« Id, from Mliffe 
& Sons Ltd., Dorset House, Stamford Street, 
London, S.E.1 































* 19 different nosings : extruded from pure 
aluminium plastic-filled in 9 colours 
(brown, green, lino brown, blue, maroon, 
black, white, silver, red) : also available 
fabric-filled suitable for all types of 
Stairway can be supplied to fit almost 
any curve or bend. 
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STAIRTREAD : | MARINE UNDER THE... 
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To Small & Parkes Lid. (Stairtreads Dept.), Manchester 9 


| 





PLEASE SEND 


ME YOUR ILLUSTRA 
GIVING DETAILS OF NOSINGS, COLOURS & DIMENSIONS 
OF DON STAIRTREA DS — and names of depots and suppliers 


ED CATALOGUE 














INSURANCE OFFICE LTD 

















NAME H. Off 
The oldest ead Office 
ADDRESS Insurance Office 63 THREADNEEDLE STREET - LONDON - €.€.2 
in the World Branches and agencies throughout the World 
SMALL & PARKES LTD + Hendham Vale Works » Manchester 9 
London: 25! Kingston Road, London, $.W.19 CHErrywood 3806/7 
A.B.38 | 
Official Notices, Tenders, Auctions, Legal and Miscellaneous Appointments on pages 73, 74 and 75 
Adamsez Lid 72 Danaura Lid 67 , Kerner-Greenwood & Co. Ltd 69 , Sadd, John, & Sons Ltd 17 
Aidam E. Hill & Co. Ltd 19 Danks, Edwin, & Co. (Oldbury) Seaboard Lumber Sales Co. Ltd 32 
Allied Guilds 68 Ltd. 7 Sealocrete Products Ltd 12 & 47 
Associated Metal Works Darlington Insulation Co. Ltd 65 | : pow te ery : - 4 Semtex Ltd 23 
(Glasgow) Ltd 69 Delmore Engineering Co. Ltd 71 «| - Small & Parkes Lid 76 
Atlas Asbestos Cement Co. Ltd 9 Docker Bros 42 | Steven, A. & P., Ltd 69 
Durafencing Ltd 70 Mander & Germain Lid 69 | Stic B Paint Sales Ltd. 48 
Bakelite Ltd 37 | Maxwell, Andrew 4g | Stonhard & Co. Ltd 60 
Baker, A. W 67 " 3 McCarthy, M., & Sons Ltd 7 Sundeala Board Co. Ltd 29 
Batley, Ernest, Ltd 65 ; at) Metal Co Ltd 33 Mullen & Lumsden 67 Sun Insurance Office Ltd 76 
Bilston Foundries Ltd 8 ; 
Brierley, S. J. (Wilts), Ltd 69 , . ‘ Tanks & Linings Ltd 50 
Briggs, Wm., & Sons Ltd 72 Gas Council, The _ OBC Nairn, M., & Co. Ltd 2/3 Taylor J (Synoa) Hi td 68 
British Bitumen Emulsions Ltd 58 General Electric Co. Ltd 13, 38/39 National Coal Board 10/11 Taylor, John, Dunford & Co. Lid 64 
British Lead Mills Ltd 45 Gent & Co. Ltd 49 Newton Chambers & Co Taylors Rustless F ittings 67 
British Plaster Board Co 27 Glazed & Floor Tile Manufac- Ltd 6/7 & 30 Teleflex Products Ltd 40 
British Visqueen Lid 44 turers’ Association . 21 | Northarc Organisation, The 72 Thermalite Ytong Ltd 66 
Brooks Ventilation Units Lid 72 Granwood Flooring Co. Ltd 24 | Thorn, J.. & Sons Ltd 6 
Broughton Moor Green Slate Gray, J. W., & Son Lid 68 ; : Timber Fireproofing Co. Ltd ; 

Quarries Ltd 59 Pharaoh's Plywood Co. Ltd 62 | The 8 "58 

Brummer Lid 69 Heatovent Electric Ltd 60 | Pilkington Bros Lid 25 | Tretol Ltd 2? 
Henderson, P. C., Ltd 52 Pitch Fibre Pipe Association of as | 

Cellon Ltd 18 Hill, Aldam E., & Co. Ltd 19 Great Britain ' Uni-Tubes Ltd 71 

Celotex Ltd 56 Hills, F., & Sons Lid 20 | 

Central Electricity Generating Holophane Ltd 26 | Q.V.F. Ltd 46 | Ward, T. W., Ltd 68 

Board 50 Holoplast Ltd 41 | Wednesbury Tube Co. Ltd. 28 
Cement Marketing Board Co Hope, Henry, & Sons Ltd $3 | Williams, John, & Sons (Cardiff) 

Ltd., The 1FC Hotchkiss Engineers Ltd 67 Rawiplug Co. Ltd., The 31 Ltd 4 
Colt Ventilation Ltd 5 RCA Great Britain Ltd 70 | Williamson, H., & Co. Ltd 61 
Crane Lid 15 liiffe & Sons Ltd. IBC Richardson & Starling Ltd. 67 Williamson, Jas., & Son Ltd. 1 
Crapper, Thomas, & Co 68 Industrial Engineering Ltd 43 Rippers Ltd..... 51 
Crittall Manufacturing Co. Ltd 33 Intermit Ltd 54 | Ruberoid & Co. Ltd 57 ' Yorkshire Imperial Metals Ltd 14 

Printed in Great Britain for the publishers. I:trre ann Sons Lrp., Dorset House, London. S.E.1, by Gress ann Bamrorrs Lrp., St. Albans, Hertfordshire 
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THE ARCHITECT & BUILDING NEWS 
READERS’ INFORMATION SERVICE 


Catalogues and further information relating 
to manufacturers’ products mentioned in the 
editorial columns or advertised in this issue 
will be forwarded if you fill in the sheet 
overleaf, fold, and post this prepaid form. 


No postage 
Stamp 


necessary 
if posted in 
Great Britain 


or 
Northern Ireland 


BUSINESS REPLY FOLDER 
Licence No. SE 591 


ILIFFE & SONS LTD., 
THE ARCHITECT & BUILDING NEWS 
Readers’ Information Service, 
DORSET HOUSE, 
STAMFORD STREET, 
LONDON, S.E.! 


FOLD HERE 








HAVE YOU FILLED IN YOUR 
NAME AND ADDRESS ? 


TUCK IN THIS END 





THE ARCHITECT and Building News, 9 December 1959 








THE ARCHITECT & BUILDING NEWS 
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ADVERTISED PRODUCTS Issue dated 9 December 1959 


Below is an alphabetical list of advertisers in this issue. Please indicate those on which you would like to receive 
catalogues or further information by a circle round the page number. 


Adamsez Lid 72 Danaura Ltd. Kerner-Greenwood & Co. Lid Sadd, John, & Sons Ltd 17 
Aldam E. Hill & Co. Ltd Danks, Edwin, & Co. (Oldbury) Seaboard Lumber Sales Co. Lid 32 
Allied Guilds 68 Lid Satan Ulehatetesy bad Sealocrete Products Ltd 
Associated Metal Works Darlington Insulation Co. Ltd poe + . Co Lid Semtex Ltd. ; 
(Glasgow) Ltd. Delmore Engineering Co. Lid } a . Small & Parkes Lid 
Atlas Asbestos Cement Co. Lid Docker Bros Steven, A. & P., Lid. 
Durafencing Ltd Mander & Germain Ltd Stic B Paint Sales Ltd. . 
Bakelite Lid / Maxwell, Andrew —— é —_ eat. j 
Baker, A. W McCarthy, M., Sons 4 Sundeala Boar “o. Ltd. 
Batley, Ernest, Lid Engert & Rolfe Lid Mullen & I wad dg me Sun Insurance Office Ltd 
Bilston Foundries Ltd 
Brierley, S. J. (Wilts), Ltd : . Tanks & Linings Ltd..... 
Briggs, Wm., & Sons Lid Gas Council, The Nairn, M., & Co. Lid Taylor, J. (Syston), Ltd. . 
British Bitumen Emulsions Ltd General Electric Co. Ltd 13, 3 National Coal Board Taylor, John, Dunford & Co. Ltd. 
British Lead Mills Ltd Gent & Co. Ltd Newton Chambers & Co Taylors Rustless Fittings 
British Plaster Board Co ) Glazed & Floor Tile Manufac- Ltd 5/7 & 30 Teleflex Products Ltd. 
British Visqueen Ltd turers’ Association - Northarc Organisation, The 72 Thermalite Ytong Ltd. 
Brooks Ventilation Units Ltd Granwood Flooring Co. Ltd < Thorn, J., & Sons Ltd 
Broughton Moor Green Slate Gray, J. W., & Son Ltd . . Timber Fireproofing Co. Ltd 
Quarries Lid Pharaoh's Plywood Co. Ltd 62 ” 
Brummer Ltd Heatovent Electric Ltd Pilkington Bros. Ltd 25 
Henderson, P. C., Ltd Pitch Fibre Pipe Association of 
Cellon Ltd Hill, Aldam E., & Co. Ltd Gront Britaia SS Uni-Tubes Ltd 
Celotex Ltd a Hills, F., & Sons Ltd 
Central Electricity Generating Holophane Ltd ~ O.V.F. Ltd 46 Ward, T. W., Ltd 
Board Holoplast Lid Wednesbury Tube Co. Ltd 
Cement Marketing Board Co Hope, Henry, & Sons Ltd Williams, John, & Sons (Cardiff) 
Ltd., The * Hotchkiss Engineers Ltd 7 — Rawiplug Co. Ltd., The 31 Ltd. 
Colt Ventilation Ltd ; RCA Great Britain Ltd 70 Williamson, H., & Co. Ltd 
Crane Lid lliffe & Sons Lid ; Richardson & Starling Ltd. 67 Williamson, Jas., & Son Lid 
Crapper, Thomas, & Co Industrial Engineering Ltd Rippers Ltd. és 51 
Crittall Manufacturing Co. Ltd Intermit Ltd : Ruberoid & Co. Ltd. $7 Yorkshire Imperial Metals Lid 14 


Expanded Metal Co. Ltd 


The , 
Tretol Ltd. 


EDITORIAL REFERENCES 


New Products when published in the editorial columns are alphabetically listed. Please mark those letters where you 
would like to receive further information and catalogues. For information on other editorial content enter your 
inquiry in the space provided. 
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635s net 


by post 65s. 


8th edition 


of the most useful 
reference work 
for architects. 
Completely revised 
and up-to-date. 


now available 


PLANNING 


The Architeet’s Handbook 


by S. Rowland Pierce, ariBa., DIST.TP., Rome Scholar in Architecture; Patrick Cutbush, 
ARIBA., AA.DIP., AILA., RIBA., Alfred Bossom Gold Medallist; and Anthony Williams, 
ARIBA., AA.DIP 


Since it was first published in 1936 this book has firmly established itself as an 
indispensable work of reference for all who plan and design buildings. In concise form, 
specially devised for easy reference, it gives all the basic information necessary to the 
planning of a wide variety of buildings. Now in its eighth edition, it has been completely 
rewritten to conform to modern practice 

“The general feeling of the professional planner will be one of warm appreciation for 
technical guidance covering so wide a field and so attractively conveyed” — The Surveyor 


over 530 pages over 600 illustrations 
obtainable from leading booksellers 


Published for “The ARCHITECT AND BUILDING NEWS” 


lliffe & Sons Ltd. Dorset House Stamford Street London S.E.1 
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Today architects and builders can keep up to date with new technical 
data on gas and coke appliances and their installation:—sections | and 2 
(Domestic Space Heating), 3 (Domestic Water Heating), 4 (Gas Flues), 

5 (Coke), and 6 (Gas Appliances and Flues in Tall Buildings) are 

now available. Meanwhile continuous research and a comprehensive 
Consumer Service ensure that tomorrow gas will be even more 

the preferred fuel for cooking, space heating and water heating... 

AND TODAY —every industry and 12 million homes use GAS. 


‘ISSUED BY THE GAS COUNCIL 





